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RECOMMENDATIONS FOR THE REVISION OF
MIL-C-915 OUTBOARD CABLE SPECIFICATIONS

1. INTRODUCTION

l.1. General

The primary objective of this study has been to offer recommendations for
the revision and addition to the Navy's MIL-C-915 electrical cable
specification in the areas of underwater electrical cables used in conjunction

with sonar systems.

Comments on the MIL-C-915 specification were solicited from Navy
laboratories, Naval Sea Systems Command (NAVSEA) engineers, private and Naval
shipyards, transducer repair facilities, and cable and sonar system
manufacturers. These comments were combined with the capabilities of the
manufacturers who fabricate the desired cables and, as a result,
recommendations are offered in this report to update the applicable portions
of the MIL-C-915 cable specification to meet NAVSEA's current and future sonar
system cable needs.

Appendix A gives a listing of personnel contacted during the first phase
of the study and Appendix B is a copy of the form sent for comment. The
report gives an overview of how outboard sonar cables are installed and
terminated on submarines and surface ships. It discusses the environmental,
mechanical, and electrical design requirements of outboard sonar cables. The
main body of the report discusses those areas of cable design where revisions
and additions to the MIL-C-915 cable specifications are felt to offer
improvements to the existing cables. Appendix C provides a copy of MIL-C-915
and the appropriate cable specification sheets covered in this report.

The sonar system electrical cables discussed in this report are primarily
located outside the submarine pressure hull and the hull of surface ships.
The Navy outboard cable types are lListed in Table 1. The hydrophones and
transducers which use these cables are listed in Table 2. Prior to discussing
possible revisions to the outboard MIL-C-915 cable specification sheets [l], a
review of how these cables are supported and protected and terminated is felt
to be in order.
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Table 1 - Navy sonar outboard cables
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CABLE TYPE

DSS-2
DSS-3
DSsS-4
FSS-2
7155-2
2SWF-3
2SWF-3
28WF 4
2SWF -7
TSP-11
TSp-31
DSWS—4
§28

RG~8/U
RG-12A/U(MOD)
RG-27/U
RG-28/U
RG-58A/U
RG-59/U
RG-64A/U
RG-130/U

24 Shielded Conductor Harness
66 Conductor Cable

10 Pair Cable

66 Conductor Cable

9 Pair Cable

8 to 1 Harness
8 to | Harness
8 to 1 Harness
Towed—-Array Harness
10 Conductor Harness
48 Conductor Harness

1PR-16
ITR-16
1Q-16

3PR-16
7PR-16

1 Shielded Twisted Pair

SPECIFICATION SHEET

MIL-C-915/8
MIL-C-915/8
MIL-C-915/8
MIL-C-915/8
MIL-C-915/8
MIL-C-915/48
MIL-C-915/48
MIL-C-915/48
MIL-C-915/48
MIL-C-915/22
MIL-C-915/22
MIL-C-915/7
MIL-C-915/61

G.E. Dwg 7094511
MIL-C-17/22
MIL-C-17/23
MIL-C-17/28
MIL-C-17/29
MIL-C-17/33
MIL-C-17/56
MIL-C-17/56

Raytheon 430679
GE191E-CA-0033
Sangamo 820742
Sangamo 820026
Sangamo 867484
Sangamo 2196
Massa €30732-2
Massa €320829-501
GE C77C705423

GE 77D603108

EDO 42892

EDO 57026

EDO 60372-1

EDO 58112-1

EDO 60379-1

EBDiv CPG 1000/3
EBDiv CPG 1000/4
EBDiv CPG 1000/16
EBDiv CPG 1000/20
EBDiv CPG 1000/18

Belden Corp. No. 8428
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1.2. Submarine OQutboard Cables

Submarine sonar outboard cables run froa tl.. submarine pressure hull to
components located between the pressure hull and submarine superstructure
including ballast tanks (see Fig. 1). The cables are supported and protected
under the ship superstructure in type 316 stainless steel cable troughs and
inverted steel angle iron [2]. The large cable banks are housed in the cable
troughs and the multiple (1 to 3) cable runs are located in the angle ircn
(see Fig. 2). The outboard sonar system cables are terminated at the
hydrophones and transducers in caple glands in which the cables are directly
rubber-molded to the cable gland which is mounted to the component housing
(see Fig. 3). The cables are also terminated with pressure-proof electrical
. connectors. The MIL-C-24231 [3] type conectors , the MIL-C-24217 [4], and the
L. NAVSEA Drawing 815-1197170 type connector [5] (Figs. 4, 5, and 6 respectively)

- are primarily used to terminate cables at outboard sonar system compounents.

The cables are sealed to the connector plugs by molding a neoprene or
polyurethane rubber boot to the cable jacket and to the plug shell or sleeve.

The outboard cables are terminated at the submarine pressure hull with
hull penetrators (hull fittings). Three basic types of sonar system hull
penetrators are used. They are the electrical conector type, the cable
stuffing tube, and the molded hull penetrator type. The MIL-C-24231 connector
penetrators are fitted with electrical connectors on the outboard side of the
hull. Multiple connector penetrators (Fig. 7) and single connector
penetrators (Fig. 8) are used to service submarine sonar systems.

Cable stuffing tube type hull penetrators are also used at the submarine
pressure hull. Figure 9 shows the TR-155 transducer cable stuffing tube type
hull penetrator installed in the attack class submarine sonar spheres. There
are 1241 hull penetrators of this type installed in each submarine. The hull
penetrator is detailed in Ref. 6. Also, a few submarines fabricated prior to
1960 employ a multiple cable stuffing tube type hull penetrator depicted in
Fig. 10. These penetrators are detailed in Refs. 7 and 8.

A third type of hull penetrator is one in which the cables are directly
molded to hull penetrator body. Figure 11 shows a polyethylene-molded boot
hull penetrator which services the Trident submarine sphereical and line-array
hydrophones. The penetrator is detailed in Ref. 9. Figure 12 shows still
another neoprene boot molded hull penetrator which will be used to penetrate
the sonar sphere on attack class submarines using the TR-155 transducers. 1In
this design, the outboard cable is directly molded to the penetrator body and
terminated to contacts hermetically sealed to the body. A molded rubber plug
mates to the penetrator on the inboard side of the sphere.

Outboard sonar cables may also pass through ballast tank bulkheads.
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Multiple cable stuffing tube type penetrators as shown in Fig. 13 and detailed
in Ref. 10 are used to seal the cables.

jf Also, on a few occasions, outboard sonar cables that exit inboard from

. hull penetrators are also required to pass through inboard bulkheads using

" single~cable bulkhead stuffing tubes which are also detailed in Ref. 10.
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BULKHEAD STUFFING TUBE
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CONNECTOR TYPE STUFFING BALLAST TANK MOLDED
HULL PENETRATOR TUBE BULKHEAD CABLE
GLAND
OUTBOARD SONAR
- COMPONENT

1

INBOARD =Th c{ ]
———— 4
BULKHEAD !
CONNECTOR
PRESSURE
HULL —_—/f‘H:l

STUFFING TUBE

|—~— TRANSDUCER

STUFFING TUBE TYPE
—— HULL PENETRATOR

/

' TRANSDUCER
SONAR
SPHERE
*-~___\__-~____STUFFING TUBE TYPE
HULL PENETRATOR

TRANSDUCER
SONAR SPHERE

‘\\\\\\\\\\“——INBOARD CONNECTORIZED HULL PENETRATOR

Fig. 1 - Submarine sonar system outboard cable runs.
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ANGLE BAR
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ro v

GASKET.

BANDING STRAP CABLE TROUGH

PAN

EXTERNAL FRAME

HULL

SECTION SHOWING CABLE RACK ON SINGLE HULL FITTING

Fig. 2 - Submarine outboard cable support and protection methods.
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Fig. 3 - Sonar system component cable gland.
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Fig. 4 - MIL-C 24231 counector asssembly.
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Fig. 5 - MIL~C24217 connector assembly.
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Fig. 6 ~ NAVSEA dwg 815-1197170 connector assembly.
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Fig. 8 - MIL-C-24231 single connector hull penetrator.
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Fig. 9 - TR-155 transducer cable stuffing tube hull penetrator.
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Fig. 10 - Multiple stuffing tube type cable hull penetrator.
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Fig. 11 - Trident polyethylene molded boot hull penetrator.
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fi Fig. 12 - Connectorizd TR-155 transducer hull penetrator.
T
P-

L:,A-_._':;‘,-"L,,A:_.,,,L‘ . —tata: PP A S S U N S S - - e el % me e e m mm b e o




]
‘ l——— BULKHEAD

—HOUSING

HOLD DOWN BOLTS
| |
; GLAND RING ' '
ZA . \
\ Y

\ \\\ -
\ _—— RETAINER
\\ PLATES
/ SEAL
GROMMET

S

5

Fig. 13 - Multiple cable ballast tank bulkhead stuffing tube penetrator.
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1.3. Surface Ship Outboard Cables

Surface ship sonar outboard cables run from the ship's hull to
transducers located in a bulkhead housing below the ships hull. For instance,
the SQS-53C transducer system has 72 staves housed in a circular pattern.
There are eight transducer elements per stave. As seen in Fig. 14, the trunk
cable runs through a stuffing tube located in the hull. The eight twisted
pair trunk cable is terminated at a molded rubber cable junction from which
eight cables breakout and run to individual molded rubber connectors located a
few feet from the transducers. The molded rubber transducer coanector
assembly is shown in Fig. 15.

INBOARD
| SURFACE SHIP HULL
CABLE STUFFING TUBE
QUTBOARD

fe————MULTI PAIR CABLE

-

MOLDED CABLE JUNCTION

\-———CABLES (8 OR 9)

RECEPTACLE

- (CONNECTOR ASSEMBLY
PLUG

CABLE

TRANSDUCER

Fig. 14 - Typical surface ship sonar cable harness assembly.
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LARGE PIN CONTACT

POLARIZING BUTTON

N N A W T I e— — '.("rvj

Rﬁb - CABLE

MOLDED RUBBER RECEPTACLE

SMALL PIN CONTACT

Vi
7,
FEMALE COUPLING RING
LARGE SOCKET CONTACT Q MALE COUPLING RING
™.
"\ 72 SMALL SOCKET CONTACT

POLARIZING BUTTON

MOLDED RUBBER PLUG

{ J—

Fig. 15 - Surface ship outboard connector assembly.
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2. OUTBOARD CABLE DESIGN REQUIREMENTS

Sonar system outboard cables installed on submarines are subject to the
following electrical, mechanical, environmental, and termination requirements.

2.1. Environmental

Submarine outboard cables can be totally or partially submerged in
seawater. The seawater temperatures fluctuate between 29°F (-1.7°C) and 85°F
(29°C). The air temperature in arctic conditions can reach -40°F (-40°C)
while the temperature under the superstructure is said to reach +140°F (60°C)
in tropical waters. Thermal shock conditions of -40°F (-40°C) to +29°F
(1.7°C) can be observed when a submarine dives in arctic conditions while the
thermal shock encountered in tropical waters can range from +140°F (60°C*) to
+29°F (-1.7°C). when the submarine dives.

Cables located above the waterline can be subject to fuel 0il mixed with
seawater when the ship is docked at tenders, Naval bases, or shipyards.

Cable jacket resistance to water permeation, resistance to damage at low
temperatures once installed, and flexing at low temperatures during
installation are the most severe environmental conditions to which the
outboard cables are subjected.

2.2. Mechanical

Submarine outhboard cables are primarily subject to mechanical stress
during fabrication of harnesses, termination to transducers and hydrophones,
and installation at shipyards and hydrostatic pressure when in service.

The cable jacket material must be resistant to abrasion and cut-through
to withstand damage when terminating cables to sonar components and installing
the cables aboard ships.

The cables must be impact and puncture resistant to remain undamaged from
falling objects during construction. Weld splatter resistance is also a
desirable (but not too easily obtainable) goal.

The cables must also be capable of withstanding shock (MIL-S-901) and
vibration (MIL-STD-167) conditions. However, this is accomplished by
utilizing proper cable support and protection methods.

The cables must be designed to allow for small cable bend radii to
facilitate installation in space-limited areas such as is found in the area
around the hull penetrators and sonar system componeats.

In many cases, the cables are directly wired and molded to cable glands

* This temperature has been questioned; 85 -~ 90°F (29.4 - 32.2°C) may be
more accurate, L40°F (60°C) could possibly be seen at dockside.
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must be capable of withstandlng axial tensile loads resulting from lifting the
sondar components by the cable (despite warnings torbidding this practice).
Cable installation on the ship is performed by laying the cables in troughs as
opposed to “pulling” them from the hull penetrator to the outboard

component. Therefore, axial cable strength at installation is not 4 ma jor
requirement.

One of the major requirements for the outboard cables is that they must
be capable of being sealed in stuffing tube hull penetrators. Once installed
in the stuffing tubes, the assembly must not allow internal and external
seawater leakage past the stuffing tube assembly at 1000 psi (6.895 MPa)
hydrostatic pressure. Also, the cable should not move axially in the tube
greater than 1/8 in. (3.18 mm) at maximum pressure. While it is understood
that stuffing tubes are being replaced in new designs, their continued use on
existing designs 1s anticipated for many years. Also, the cables must be

capable of being sealed in ballast tank bulkhead penetrators which also use a
stuffing tube design. However, in this application, ouly a 25 psi (172 Pa)

hydrostatic pressure test is required.

The cables must be capable of being flexed in-service in a few
applications. In this case the capability of being flexed at low temperature
is required (flexing endurance).

Cable diameters and allowable fabrication tolerances are important
considerations in cable design. Cable overall diameter and tolerances must be
closely held to allow for proper design of cable stuffing tubes. Large
tolerances on diameter would not allow for proper sealing and retention of the
cable by the rubber grommet in the stuffing rtube. Also, small tolerances cn
cable diameter assist in designing mold clamps for cable retention in neoprene
rubber boot molds where high molding pressures are require.

Cable roundness and circularity is also an important consideration in
cable stuffing tube and mold termination designs.

""miformity of cable jacket thickness is an important cable design
cons? ration as the jacket provides the desired protection from the seawater

opera.ional environment.

The cable interstices (valleys) should be filled with an elastomeric
filler to assist in providing a round cable cross section. A circular cross
section is required for a proper fit in the mold when terminating the cable.
The fillers also prevent undue stress on the cable jacket when the cable is
subjected to external hydrostatic pressure.

Cables that are terminated at each end with pressure-proof connectors
need not be internally water blocked as the water barrier i{s provided at the
connector receptable. Cables which pass through stuffing tubes should be
waterblocked to prevent water leakage past the stuffing-tube cable seal. The
conductor strand, cable valleys, and shield valleys are filled with an
elastomeric compound which prevents the flow of water through voids which
would otherwise exist in the cable. [t should be noted that these internally
waterblocked cables are only effective when used in conjunction with stuffing
tube. If a cable jacket is damaged, then water has been found to flow to the
cable terminations.
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A braided cable shield is not required for tensile strength purposes on
Size 3 (DSS-3 for example) and larger cables; it 18 necessary on the Size 2
cables (DSS-2 for example) {15].

2.3. Electrical

Electrical tests associated with outboard sonar system cables include
insulation resistance, voltage withstand, conductor resistance, mutual
capacitance, capacitance, characteristic impedance, capacitance unbalance, and
attenuation.

Insulation resistance (IR) is of primary importance in cable design and
use. Unacceptable insulation resistance is the usual reason for removing a
cable harness assembly from a submarine. Insulation resistance is measured
conductor—-to-conductor, conductor-to-shield, and shield-to-water. Acceptable
insulation resistance readings must be maintained from ship overhaul to
overhaul (5 - 7 years). The major problems with insulation resistance
requirements for outboard cables in the past two decades have centered around
unacceptable insulation resistance readings from shield-to-water. MIL-C-915,
Rev. A, did not require an insulation material over the shield. Consequently,
the IR readings, shield-to-water, dropped to unacceptable levels once
installed on submarines. The neoprene cable jacket is an acceptable cable
jacketing material but a poor insulator due to its poor water permeation
properties and low volume resistivity. Later revisions of the MIL-C-915 cable
specification required a synthetic rubber insulation over the shield (butyl
rubber) prior to extruding the neoprene jacket on the cable. This type of
construction solves the IR problem but introduces others that are discussed
later in the report. Low IR readings, conductor-to-conductor and conductor-
to-shield, have not been problems assoclated with cable designs. They usually
can be attributed to the connectors located at the end of the cable.

Voltage withstand has not been noted as a problem in outboard cable
design. However, most cables are rated at 600 V rms and in a few sonar
systems (TR—-155) the operating voltage is approximately 1200 V rms. The
specifications must be changed where applicable to accomodate these
requirements.

Conductor resistance is a standard test conducted by the cable
manufacturer prior to shipment for quality conformance purposes to assure

proper copper conductor size, material, and absence of broken conductor
strands.

Capacitance, capacitance unbalance, characteristic impedance and
attenuation are special requirements assoclated with shielded twisted pair
cables. Cables presently available in the MIL-C-915 specification meet
current sonar system electrical requirements.

In recent years NAVSEA has determined that SS-type outboard cables do not
require overall shielding of conductors to satisfy sonar system electrical

requirements. Overall shields are still required in multi-twisted pair cables
such as the SWF types.
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2.4. Cable Termination

. Cable termination is one of the least considered design parameters in

p cable harness design. Outboard sonar system cables are sealed to coanectors
or cable glands with neoprene or polyether polyurethane rubber boots. The
cable constituents must be able to withstand 180°F (80°C) polyurethane molding
- temperatures for a six-hour period or 300°F (149°C) neoprene molding

Ei: temgeratutes for a 1, - to one-hour period. Also, the cable jacket material

" must be capable of being bonded to the polyurethane or neoprene rubber boots
to provide the desired cable seal. Cable termination manufacturers have noted
many problems in the past decade with the two-layer jacketed outboard

cables. The pressures and temperatures involved with injection, transfer, or
compression molding neoprene boots to connector and glands causes the outer
jacket (which is not suitably bonded to the inner jacket) to bunch up the
mold, thus resulting in an unacceptable component. Consequently, cable
termination fabricators have insisted on the use of a single-jacketed cable.
However, compression rubber molding can be accomplished by using a cable clamp
at the cable exit point of the mold. Problems have also been noted with

removing conductor and shield strand sealants which are required to properly
separate the conductors and shields. For termination, bonding of the

conductor insulation to the cable belt material has also caused cable
termination problems.
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» 3. RECOMMENDATIONS
Fl The following recomnendations are offered as a result of this study.
.f; l. The requirement for an overall braided shield on outboard cables should

ve deleted from sonar system specifications with the exception of multi-
twisted pair cables. (Section 4.1)

. 2. The use of chlorosulfonated polyethylene (Hypalon) should be deleted as a
MIL-C-915/8 cable jacket material. (Section 4.2)

- 3. DSS-2, TSS-2, and TSS-4 cables should not be used in tactical submarine
- and surface ship applications. (Section 4.3)

4. A specification sheet should be prepared for unshielded DSS-, TSS-, FSS-,
5SS-, and 7SS-type cables. (Section 4.4)

e

5. The conductor insulations on the 2SWF-type cables detailed in MIL-C-
915/48 should be replaced with a high temperature material such as TFE
Teflon, FEP Teflon or TEFZEL. A twenty shielded twisted pair cable,
designated 2SWF-20, should be added to the MIL-C-915/48 cable

specification sheet. Consideration should be given to deleting the 2SWF-

fj 3 cable from the MIL-C-915/48 specification sheet. (Section 4.5)
i{ 6. Ethylene propylene rubber should be speéified as the inner layer jacket
N material on MIL~C-915/8 cables. (Section 4.6)

7. The SS cable specification sheets should be revised to increase the
conductor—-to—conductor working voltage at 1500 V rms. (Section 4.7)

v 8. The MIL-C-915/8 specification sheet should be revised to have the
specification sheet capacitance test agree with the test specified in the
body of the MIL-C-915 specification. (Section 4.8)

. 9. The SS-type MIL-C-915 cable specification sheets should be revised to
- require an ASTM D413-76 180-degree peel test for the inner and outer
" cable jackets. (Section 4.9)

10. The open—-end hydrostatic pressure test for SS—-type MIL-C-915 cables
L should be changed to require the test to be conducted at 1000 psi. Also,

the DSS-3 cable should be tested in an 815-1197218 NAVSEA drawing hull
L fitting. (Section 4.10)

I11. The Electric Boat Division (General Dynamic Corp.) CPG 1000/3 (1PR-16),
CPG 1000/16 (1Q-16), CPG 1000/18 (7PR-16), and CPG 1000/20 (3PR-16)

specification sheets should be added to the MIL-C-915 specification.
(Section 4.11)

12. The Naval Ship Engineering Center Procurement Specification for 1PR-A20E-
T type cable should be added to the MIL-C-915 specification. (Section
(] 4.12)
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13.

l4.

15.

16.

17.

18.

19.

20.

21.

22.

23.

24.

Cables which deviate in construction from the MIL-C-915-type cables
should not be given the cable designations of the specification.
(Section 4.13)

The SS-type cable specification sheets should be revised to note the
requirement for conductor strand sealants. NAVSEA should also issue a

directive noting the solvents to be used in removing the sealant from the
strands prior to soldering or crimping the conductor. (Section 4.14)

A cable-breaking strength test is not recomended at this time for the SS-
type MIL-C-915 cables. (Section 4.15)

The butyl-jacketed cable and butyl rubber termination system should only
be suitable for use on the AN/BQR-21 sonar system. (Section 4.16)

Cable manufacturing quality control testing should be upgraded to assure
overall cable diameters as specified, as well as desired ease of

stripping cables for termination purposes. (Section 4.17)

NAVSEA should prepare a general directive specifying minmum acceptable
insulation resistance requirments for all cables, harnesses, hydrophones

and transducers used on outboard sonar systems. The minimum insulation
resistance requirements as noted in Table 6 are recommended. (Section
4.18)

An RG-12A (Modified) specification sheet should be prepared and added to

MIL-C-17 coaxial cables which must be used outboard on sonar systems
should be heavy-duty-jacketed with MIL-C-915 neoprene rubber. (Section
4.20)

Sonar system hydrophones and transducers should be fitted with pressure-

proof connectors in all cases where the component design permits their
use. (Section 4.21)

Cable specification sheets should be added to MIL-C-915 which cover
cables used on sonar system cable harnesses. (Section 4.22)

A military specification should be prepared to cover outboard cable
harness asemblies used on submarine and surface ship sonar systems.
(Section 4.23)

Consideration should be given to investigate the feasibility of using
oil-filled cable harness assemblies for use in tactical submarine sonar
system applications. (Section 4.24)
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4. DISCUSSION OF RECOMMENDED CHANGES

, The following is a discussion of recommendations which are felt to be
:’ justified as a result of the coments received from personnel responding to the
.. inquiries of this study.

tﬁ ‘ 4.1. Deletion of Overall Cable Shield

MIL-C-915 outboard cables required a braided shield to be placed over the
conductors on the DSS-, TSS-, FSS—-, 7SS, and DSWS~type cables. Most sonar
systems no longer require an overall shield on the outboard cables. OQOutboard
cables used on the Trident submarines are not required to be shielded [ll1].

In 1974, a NAVSEA letter [1l2] noted that cable shields were not to be
connected electrically at the connector for the AN/BQA-8, AN/BQR-2, AN/BQR-7,
AN/UQC-1, AN/BQH, AN/UQN-1 and 4, and AN/WQC-2 sonar systems. Also, a 1982
memorandum [13] notes that the shield is no longer required on the SSN 685
when used in conjunction with the DT-276 hydrophones on the AN/BQQ-5 sonar
system. The deletion of the shield requirement in the outboard cable is
significant in the design. The need for a shield insulation layer over the
shield can be deleted, thus allowing a thicker jacket which increases the
physical protection for the conductors. Shield-to-water insulation resistance
requirements would be unnecessary. This requiremnt has caused the replacement
of many outboard cables over the past two decades. Cable costs will be
reduced with the deletion of the braided shield. It is possible to use fewer
electrical hull penetrators if the cable shield is not carried through a
contact in the hull penetrator. This was demonstrated in the Trident
submarine spherical and line-array sonar system. Eighty-seven hull
penetrators would have been required to service the 1044 hydrophones if a
shielded cable was used. The elimination of the cable shield resulted in 58
tull penetrators being used. The shield elimination also eliminates an
internal leakagé path should the cable jacket be damaged, reduces cable
terminaton costs at the hull penetrator plug connector, and increases the
reliability of the cable terminaton due to the elimination of one terminated
contact.

Shielding is not necessary to meet mission profile requirements for cable
crush or flexural abrasion resistance per Ref. 15. Deletion does reduce
tensile strength but not below that required by mission profile for DSS-3,
DSS~4, and FSS-2 cables.

The elimination of the braided shield negates the need for an inner and
outer jacket layer. Butyl rubber has primarily been used in the past. It
does not bond well to the arctic neoprene outer layer. As a result, cable
termination manufacturers have had considerable difficulty in terminating
these cables as the outer layer tends to "bunch up” in the mold when injecting
the neoprene rubber in the mold at high pressures and temperatures. This has
been cited as a major problem with sonar system suppliers. It should be
noted, however, that this problem could be eliminated with the use of ethylene
prooylene rubber in the inner layer as the material bonds well to the neoprene

N P 0

t outer layer and {3 a satisfactory shield insulation material. It is noted,

- however, in other sections of this report that the shield may perform a useful
function in preventing DSS-3 cable axial movement in the TR-155 transducer
stuffing tube type sonar sphere hull penetrator.
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4.2. Deletion of Hypalon Jacket oan SS Cables

The MIL-C-915/8 cable specification sheet should be revised to delete the
use of chlorosulfonated polyethylene (Hypalon) as a cable jacket material.
The material is not currently being used by any of the qualified suppliers as
a cable jacket material for these type cables. The material is said not to
meet the low temperature flexibility requirements in the specification. The
use of a single-cable jacket outer material (neoprene) minimizes the
possibility of cable termination problems in bonding rubber sealing boots to
the cable jacket.

4.3. Deletion of DSS-2, TSS-2, and TSS~4 Cables on Tactical Submarine
Applications

DSS~2 and TSS-2 cables have minimum jacket thickness of 0.050 in. (1.27
mm). The TSS-4 cable has a minimum jacket thickness of 0.055 in. (1.40 mm).
While these cables may be suitable for use in closely controlled research and
development environments, they are not recommended for installation on
tactical submarine and surface ship applications. The protection of outboard
cables during installation in shipyards, at best, is most difficult. It is
certainly a heavy-duty application. Table 3 gives recommended cable jacket
thicknesses for light, medium, and heavy-duty applications for neoprene cable
jackets as per MIL-C-3432. The heavy-duty cable jacket thicknesses should be
followed in all future Navy outboard cable designs. The MIL-C-915/8
specification sheet should be reviewed to note that the subject cables are not
suitable for tactical submarine and surface ship outboard applications. Also,
DSS-2 does not meet the mission profile requirements for tensile strength
[15].

Table 3 - Recommended sheath thicknesses - polychloroprene.

SHEATH WALL THICKNESS (NOMINAL IN,)

CORE DIAMETER (IN.) LIGHT DUTY* MEDIUM DUTY* HEAVY DUTY*
0.125 and Under 0.020 0.027 0.035
0.126 to 0,155 0.022 0.031 0.040
0.156 to 0.219 0.024 0.039 0.045
0.220 to 0.234 0.026 0.039 0.078
0.235 to 0.290 0.031 0.047 0.078
0.291 ro 0.300 0.031 0.047 0.094
0.301 to 0.430 0.050 0.063 0.094
0.431 to 0.540 - 0.070 0.094
0.541 to 0.640 - 0.078 0.109
0.641 to 0.740 - 0.094 0.125
0.741 to 0.850 - 0.109 0.l41
0.851 ro 1.100 - 0.125 0.156
1.101 to 1.320 - 0.156 0.172
1.321 to 1.550 - 0,172 0.188
1.551 to 1.820 - - 0.203
(continued)
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(Table 3 continued)

NOTE: Double-layer sheaths shall be used on cables whose sheath
" wall thickness, as speclfied, is 0.109 in. or over. Such

double~layer sheaths should be applied in rwo concentric
layers so cured or vulcanized that rhey are strongly bonded
together; the outer layer fo be at least 50% of the rotal
thickness. A reinforcement consisting of an open braid, or
two layers applied in reverse direations of seine twine, or
the equivalent, shall be provided between the layers of the
sheath.

* per MIL-C-3432C as follows:

Light-Duty Cables: Light-duty cables are intended for use
in rest equipment in short lengths, or for interconnection
of major components. They are intended to withstand any
severe flexing and frequent manipulation. Light-duty
. aables should not be used where they will be stepped on,
:ii run over by vehiocles, beaten, or subjected to severe

~ impacts. Light-duty cables are suitable for lightweight
o portable tools or small motor and generator leads where

- flexibility, rather than long life is essential.

Medium-Duty Cables: Mediumduty cables are intended tro
withstand the same usage as heavy-duty cables with the
exception that they should not be used wehre they will be
run over by vehicles or be subjected to severe impacts.
They are intended to be a substitute for all uses of heavy-
duty cables when the reduction in weight would be
advantageous to the equipment in whioch they are used.
Medium-duty cables are suitable for small portable tools,
sound equipment, radio receivers, and motor leads which do
not require the heavier, sturdier, heavy-duty cables.

b Heavy=Duty Cables: Heavy—duty cables are intended for use
o where they will be subjected to extreme service impacts or
L. will be run over by heavy vehicles, such as trucks, tanks,
[~ or the like. They are designed to withstand severe flexing

L and mechanical abuse, over long periods of time, without

- deterioration. Heavy-duty cables are suitable for portable
- tools, extension lamps, charging cables, and control

b - cables.

-
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4.4. Preparation of Unshielded Outboard Cables Specification Sheet

As outboard sonar system cables no longer require an overall shield, a
MIL-C-915 cable specification sheet should be prepared for the DSS-, TSS-,
FSS-, and 7SS-type cables in which the overall shield 1s deleted. These
cables could be used in new sonar system applications and on replacement
systems where the cables do not pass through stuffing tubes. The current MIL- !
C-915/8 cable specification sheet should remain active at this time as the |
overall shield has been found to be beneficial in cases where the cables pass
through stuffing tubes because the shield assists in preventing inboard axial |
cable creep due to hydrostatic pressure cycling resulting from changes in
operating depth. The new cables could be designated DSU, TSU, FSU, and 7SY.
It is noted that Code 2713 of the David W. Taylor Naval Ship Research and
Development Center (DTNSRDC), Bethesda, MD, has been tasked by NAVSEA in past
years to develop unshielded cables; this work should be continued. A
specification sheet which can be considered for the SU cable constructions is
shown in Appendix A.

4.5. Changes to the 2SWF Cable Specification Sheet

The 2SWF cables specified in MIL-C-915/48 are required to have nylon over
the polyethylene conductor insulation. This insulation combination is not
suitable when considering 300°F (149°C) neoprene molding temperatures to
terminate and seal the cables in connectors. Consideration should be given to
changing the conductor insulation to TFE Teflon, FEP Teflon, or TEFZEL.

A twenty shielded twisted pair cable designated 2SWF-20 should be added
to the MIL-C-915/48 cable specification sheet. This type cable is currently
being used on a towed array designated STASS (AN/BQR-25) developed by the
Naval Underwater Systems Center (NUSC), New London, CT.

Consideration should be given to deleting the 2SWF-3 cable from the MIL
C-915/48 specification sheet. A 2SWF-4 cable 1is currently detailed which has
four shielded twisted pair cables. The 2SWF-3 and 4 have the same cable
diameter (0.600 - 0.625 in./15.2 - 15.9 mm). This 2SWF-4 cable can be used
where the 2SWF-3 cable is required because rubber molds used to terminate the
cables will not have to be redesigned.

4.6. Material Callout for Inner Jacket Layer of SS Cables

The MIL-C-915/8 cable specification sheet should be revised to require an
ethylene propylene synthetic rubber (EPR) insulation over the overall shield
in lieu of butyl rubber as is currently used by one cable supplier. The EPR
will provide satisfactory finsulation resistance between the shield and the
seawater. Also the EPR rubber 1s more easily bonded to the neoprene outer
Jacket layer thus eliminating current cable terminaton problems. The
currently used butyl rubber does not bond well to the neoprene outer jacket.

|
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4.7. Increase in SS5-Type Cable Working Voltages

Consideration should be given to increasing the allowable working voltage
in SS-type MIL-C-915 cables to 1500 V conductor-to-conductor (V rms). A
number of current sonar system applications are said to require cables that
function at these voltages. It is felt that this change will not require a
change in presently used insulation materials.

4.8. Revision to DSS-3 Cable Capacitance Test

The capacitance test specified for DSS-3 cable in specification sheet
MIL-C-915/8D does not agree with the test specified in the body of MIL-C-915,
paragraph 4.9.2., as the capacitance of a single conductor to other
conductors, shield, or ground is being tested; the title "Mutual Capacitance”
should also be changed to "Conductor Capacitance.”

4.9. Inner and Outer Cable Jacket Bonding Test

A rubber-to-rubber adhesion test should be added to the MIL-C-915 SS-type
cable specification sheets for determining the bond strength between the inner
and outer cable jacket layers. As noted in other sections of this report, it
has been noted that insu.ficient bond strength between the butyl rubber inner
layer and neoprene outer layer on SS-type cables prevents proper termination
of the cables during transfer molding operations. It has also been noted that
the cable termination problem does not occur when ethylene propylene rubber is
used as the inner jacket layer material. Two samples of DSS-3 cable jacket
material provided by the Okonite Company were tested in 180-degree peel in
accordance with ASTM D413-76. The bond strength was found to be 8.4 and
7.7 psi of width (1.4 N/mm).

This test or a similar one is recommended to be added, where applicable,
to the MIL-C-915 specification sheet. The required bond strength can be
determined by NAVSEA following discussions with cable manufacturers and Navy
cable engineeers at the DTNSRDC. The cable tests can be conducted by NAVSEA's
. Cable Test Facility at Naval Ships Systems Engineering Station, Philadelphia,
- PA.

4.10 Revision to Open-End Hydrostatic Pressure Testing of SS-Type Cable

should be changed to require the test to be conducted at 1000 psi (6.895
MPa). The current requirement is 500 psi (3.448 MP). Also, the stuffing tube
used for conducting the test for the DSS-3 cable should be changed from the
MIL-5-2423% tubes to the hull-fitting stuffing tube design detailed on NAVSEA
Drawing 815-1197218, "Hull Fitting for AN/BQQ-1 Sonar, Sym. 538." This hull-
fitting {s u»ed in conjunction with the TR-155 transducers used at the sonar
sphere on attack class submarines. While it is noted that this hull fitting
has been redesigned to provide a coanectorized hull penetrator, it is likely
tha many years will pass before this hull penetrator design is totally
implemented in the fleet. A 1/8 in. (3.18 mm) maximum axial cable movement in

?! The open-end hydrostatic pressure test for SS-type MIL-C-915 cables
b

..

X
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the stuffing tube at maximum hydrostatic pressure should also be specified in
> the test paragraph. NAVSEA should supply the test stuffing tube assembly to
S the cable manufacturers on the Qualified Products List.
b
b
b
I
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4.11. Addition of Trident Submarine Polyurethane Jacketed Outboard Cable
Specification Sheets

Polyurethane rubber-jacketed outboard cables were designed by the
Electric Boat Division in conjunction with NAVSEA for use on Trident
submarines. See Table 4 for the cables used on Trident sonar systems. The
number 16 AWG conductors in these cables are insulated with a nominal 0.010-
in. (0.25 mm) layer of TEFZEL. The polyurethane cable jacket material is a
B.F. Goodrich Estane 58300 or 58863 or Mobay Chemical Company TEXIN 985A. The
cables are not internally waterblocked. These cables should be added to the
MIL-C-915 specification sheets to facilitate Navy procurement of these cables
for use by the Trident Refit Facilities. The cables could also be used on
other Navy outboard systems where termination of the cables with neoprene
rubber is not required. The cables are terminated with MIL-M-24041
polyurethane rubber on the Trident submarines. Specifications sheets that can
be considered for the above noted cable constructions are shown in Appendix A.

Table 4 - Trident polyurethane-jacketed outboard cables.

EB DIVISION

CABLE TYPE SPECIFICATION DESCRIPTION
1 PR~-16 CPS 1000/3 1 Twisted Pair
1 TR-16 CPS 1000/14 1 Twisted Triad
1 Q-16 CPS 1000/16 1 Twisted Quad
3 PR-16 CPS 1000/20 3 Twisted Pair
7 PR-16 CPS 1000/18 7 Twisted Pair

4.12. Addition of Trident Submarine Polyethylene-Jacketed Outboard Cable
Specification Sheet

A polytheylene—jacketed cable designatad 1 PR-A20E was designed by the
£lectric Boat Divison, NAVSEA, and NUSC (New London Laboratory) for use on the
Trident AN/BQQ-6 spherical and line array sonar systems. The cable is used in
conjunction with the DT-574 hydrophones. This cable 1s a twisted pair, non-
waterblocked and is directly molded to the polyethylene encapsulated
hydrophone. Over 150,000 ft (45.7 km) of this cable is used on each Trident
submarine. The cable 1s presently detailed on a Naval Ship Engineering Center
Procurement Specification. It should be added to the specification sheets of
MIL-C-915 to facilitate Navy procurements of this cable for use by the Trident

Refit Facilities. The NAVSEA specification sheet for this cable is shown in
Appendix A.

g

N
.-

4.13. Designation of Special Sonar System Cables

In the past years transducer manufacturers have procured cables with
certain deviations from the MIL-C-915 specification. These cables have been
stamped with MIL-C-915 designations such as DSS-3. When these cables are
replaced, they may be substituted with the standard MIL-C~915 cables in the
Navy supply system. Problems could result from improper replacement of the
cable. Sonar cables which are requirrd to deviate from the standard MIL-C-915
constructions should be designated as a special cable or, preferably, a new
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cable specification sheet should be added to MIL-C-915 if the NAVSEA (Code
5422) agrees with its use.

4.14 Conductor Strand and Braid Sealant and Solvents for SS Cables

The SS-type cable specification sheets of MIL-C-915 should be revised to
note the requirement for conductor strand sealants. It is recognized that
cable manufacturers use proprietary strand sealants in their cable
constructions and that the material is made known to NAVSEA cable
specification custodians. However, purchasers of the cable should be made
aware that a sealant 1s no longer being supplied for the shielding braid.
Conversely, cable purchasers should also be made aware that a sealant is no
longer being supplied for the shielding braid. 1In past years, some suppliers
provided a braid sealant in their cable constructions. Cable suppliers should
also be required to provide recommended cleaning solvents for removing the
conductor strand sealants from the strands to allow proper soldering and
crimping of the cable conductors. This information should also be supplied to
users by NAVSEA (Code 5422) in official Navy directives.

4.15. Cable-Breaking Strength Test

A number of personnel contacted in this study have recommeded that a
cable-breaking strength test be added to the SS-type cables in MIL-C-915. The
Texas Research Institute (TRI) conducted a cable strength study for the Naval
Research Laboratory's Underwater Sound Reference Detachment (NRL-USRD) under
the Sonar Transducer Reliability Improvement Program (STRIP) [15}. The report
suggests that the type DSS-2 cable may pull up an attached weight
(transducer/hydrophone) of 54 1bs (240 N). Also, the cable may be used as a
hand hold aboard ship and be subjected to 198 1lbs (880 N). The study test
results indicate that the smaller size DSS-2 cable did not meet the 880 N
tensile strength requirement. The single— and double-~jacketed DSS-3 and FSS-2
cables did pass the test. As a result of these findings, a cable-breaking
strength test is not felt to be required for the MIL-C-915/8 SS-type cables
which have an overall shield in their cable constructions. The DSS$-2 and TSS-
2 cables which do not meet the 880 N breaking strength requirement are not
recommended for use in tactical submarine applications in other sections of
this report (Section 4.3). Cable damage due to axial pulling has not been
reported as a problem in submarines and surface ships 1in the past two
decades. As a result, the need for an approximate 200 lbs (44.96 N) cable-
breaking strength requirement should be questioned -~ especially in the
proposed design of unshielded DSU-, TSU-, FSU-, and 7SU-type cables. A
strength member located in the cable jacket is not felt to be required for
submarine and surface ship sonar system applications. It is recognized,
however, that special sonar system applications such as hydrophones dropped
from helicopters and towed sonar arrays require special cable designs with
steel or Kevlar strength members. These are special designs and, therefore,
required speclal cable construction.

4.16. Limiting the Use of Butyl-Jacketed Qutboard Cable

A special butyl rubber jacketed cable and butyl rubber termination system
was designed by the Naval Weapons Systems Center (NWSC), Crane, IN, for use on
the AN/BQR-21 sonar system. This cable and terminaton system should not be
encouraged for use on existing and future sonar system designs due to the
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rigorous quality control procedures which mugt be followed in molding and
bonding the butyl rubber to the butyl cable jacket and the metal cable glands
mounted on the hydrophones or the transducers.

4.17. Cable Manufacturing Quality Control

Discussions with cable users does not indicate major quality control
problems with SS-type MIL-C-915 cable manufacturers. Over or undersize cable
diameters and bonding of the conductor insulation to the cable belt were
noted, however, by some users as being a past or current problem. With regard
to the cable diameter, which is important when the cables are placed in
stuffing tubes for sealing and in molds for cable termination, perhaps a
detailed method could be established in the specification for determining the
overall cable diameter - such as go, no go gauges, a pl tape (recommended
method), micrometer, etc. Also, it is most difficult to check the undesired
bonding of materials within the cable which causes difficulty in separating
cable conductors from the cable belt. This problem must be controlled duriag
the manufacturing process as only the ends of the cable can be checked
following manufacture - and the problem may not be located at the ends of the
cable.

4.18. Sonar System Insulation Resistance Requirements

It is recomended that NAVSEA prepare a general directive which specifies
minimum acceptable insulation resistance requirements for all cables,
harnesses, hydrophones, and transducers used outboard on submarines and
surface ships. It is seen from a review of cable and harness specifications
and submarine post sea trial requirements that some formal standardization
would be of value. Tables 5 and 6 note insulation resistance requirements for
the SSN 688 and Trident submarines following installation and the deep dive
trials. The requirements vary from 10 to 200 MR . It is recommended that the
minimum insulation resistance requirements of Table 7 be considerd as a
standard. It will be noted that insulation resistance requirements decrease
from the fabrication of the bulk cable to the fabrication of the transducer or
hydrophone with mated cable harness. The required insulation resistance
values also decrease from the time the sonar system 1is initially installed on
the ship until the ship is brought in for overhaul.
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Table 5 - SSBN726 (Trident) class submarine sonar system
insulation resistance requirements.

CONDUCTOR
TO
TRANSDUCER CABLE TYPE GROUND
SYSTEM TYPE CABLE TYPE megohms )
Spherical/ DT-574 1PR-A20E 50
line
AN/WLR-12 DT-544 7PR-16 50
Active
Emission
AN/BQS-15 TR-242 1Q-16 10
HF Pro-
jector
AN/BQH-1B TRL67B 3PR-16 5
Depth/Sound
Speed
Emerg TR-122 1PR-16 10
Comms '
AN/BQN-13 HS058D0300 1PR-16 10
Distress
Beacon
- Depth TR-297 1PR-16 10
- Sounder
- AN/WQC-2 TR-233 1PR-16 30
L‘d HF Comms
o AN/WQC-2 TR-232 1PR-16 30
{[ LF Comm
;- AN/BQS-15 DT-365 3PR-16 5
i 1PR-16 10
- 7PR-16 50
» NAVSEC TR-143 RG-12A/U ,
:ni Depth (MOD)
% Sounder
4
= NVMS TR-513 FSS-2
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4.19. Addition of RG-12A/U (Modified) Cable Specification Sheet

An RG-12 A/U (Modified) cable specification sheet should be added to the
appropriate Navy coaxial cable specification (MIL-C-17 or MIL-C-23020). The
cable is used in the AN/BQN-3 depth sounder on the TR-143 transducer. The
sonar system manufacturer develops his own specification drawing for this
cable. The cable is a standard RG-12A/U coaxial cable with a neoprene jacket
extruded over the armor. The armor is also waterblocked. The cable is
detailed on General Electric Company, Syracuse, NY, Drawing 7094511.

4.20. Use of MIL-C-17 Coaxial Cables Outboard on Sonar Systems

As seen in Tables 2 and 8, a number of MIL-C-17 coaxial cables are used
outboard on sonar systems. Five of the eight cables are jacketed with
polyvinyl chloride plastic (PVC). The other three, RG-27/U, RG-28/U, and RG-
64A/U are jacketed with neoprene. The General Electric Company modified the
RG-12A/U coaxial cable by adding a neoprene jacket (see Sectiom 4.19). It is
recommended that any sonar systems which must use the standard MIL-C-17
coaxlial cables outboard be fitted with a heavy-duty thickness (see Table 3)
neoprene jacket per MIL-C-3432. As seen in Table 8, the jacket thicknesses
are thin and do not offer much cable protection. Polyurethane rubber bonding
to PVC at cable terminations can be a problem depending on the types of PVC
materials used. The PVC jacket material 1s felt to be more susceptible to
jacket damage during installation than the more abrasion resistant rubber
materials such as neoprene or polyurethane.
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4.21. Recommended Cable Terminations for Qutboard Sonar System Components

A number of hydrophones and transducers are currently designed with
cables directly molded to a cable gland which is bolted and O-ring sealed to
the component housing. Other designs have cables directly molded to an all
rubber (or polythylene) encapsulated hydrophone or transducer. Other low
pressure component designs still make use of cable stuffing tubes. Many
designs encorporate the use of pressure-proof connectors. The connector can
be the glass hermetic seal contact type or the epoxy O-ring-sealed contact
type. It is felt that the hydrophone and transducer should be fitted with a
connector directly mounted to the component where practicable. If size does
not permit mounting the connector to the component then a short length of
cable can be directly molded to the component, and an in-line connector can be
used at the end of the cable.

The connector provides a needed cable harness disconnect point at the
outboard component. The pressure-proof receptacle mounted to the component
enclosure ensures sealing the component {nternals should a water leakage
failure occur in the harness. Other reasons for using an electrical connector
at the component are as follows:

a. Provides a natural interface between the transducer
manufacturer and the shipbuilder.

b. Provides convenient test point for the component.

c. Allows proper packaging of the component for
handling, shipping, storage, and installation.

d. Eliminates the need for the transducer manufacturer
to provide the electrical cable to a distant, unknown
junction point, thus saving a large quantity of cable
which is subsequently discarded by the shipbuilding.

e. Provides a proper interface for the maintenance and
replacement of components and cables.

f. Facilities and manufacturing and assembly process of
components.

g- Allows hermetic or water—-tight sealing of the
component from the cable harness.

h. Allows the components to be oil filled.

1. Facilitates the outboard hydrostatic pressure testing
of the hydrophone or transducer.

In any case, cable stuffing tubes should not be used to seal cables at
components in new design submarine applications. They are not suitable at
high hydrostatic pressures [above 400 psi (2.758 MPa)] and are most dependent
on the design of the cable (cable diameter tolerance, cable fillers, shielding
braid, compression set of materials).
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4.22. Addition of Harness Cable Specification Sheets

Cable specification sheets should be prepared for the cables listed in
Table 9. The preparation of Navy cable specification sheets would make these
cables available to other sonar system manufacturers; as a result, they would
not be required to develop their own cable specification drawings.

Table 9 - Sonar system outboard harness cables.

CABLE
DESCRIPTION

10 Conductor
w/overall shield
24 Conductor
48 Conductor
66 Conductor

w/strength member

8 Twisted Pair

9 Twisted Pair

10 Twisted Pair

8 Shielded
Twisted Pair

SONAR SONAR
SYSTEM TRANSDUCER
AN/SQS-35, 38  TR-229
AN/BQR-19 DT-372
AN/SQS-35 -

AN/SQS-10, 31 TrR-31, 332, 170,

AN/SQA-10 188, 189
AN/SQS-26 TR-227(SC)
AN/SQS-23 TR-197(SC)
AN/SQS-23 TR-177(SC)
AN/SQS-53 -

MANUFACTURER'S
DRAWING
NUMBER

EDO Corporation
Dwg 60395

EDO Corporation
Dwg A364424

EDO Corporation
Dwg 58100

Massa Dwg B-21220
Gen. Insr. CD

Dwg 91E-CA-0033
Sangamo Co. No.
829026

General Electric
Dwgs 77C705423 &
77D603108

Massa, Inc.
Dwg 30829

Sangamo Co.
Dwg 867484

Sangamo Co.
Dwg 820742

Raytheon Co.
Dwg 971248

o bl nd ol
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4.23. Preparation of an Outboard Cable Harness Military Specificationm

A military specification should be prepared to cover the details of
construction and requirements of the common cable harness assemblies used on
submarine and surface ship sonar systems (see Table 10). Presently each sonar
system manufacturer prepares his own drawings covering these harness
assemblies. A military specification could eliminate duplication of effort,
provide greater interchangeability and assure proper quality control and
quality conformance testing in the manufactured product. The specification
should also note the use of special connector designs, where required.

Table 10 - Sonar system cable harness assemblies.

I
.

MANUFACTURER'S

DRAWING TITLE SYSTEM DRAWING NUMBER
Cable Assembly AN/BQR~-19 Raytheon 430679
Cable, Principal, AN/SQ§—38 ; EDO 60372
Transducer
Cable Assembly AN/SQS-23 Massa 30829
Cable, Trumk, Outline AN/SQS5—-26(CX) G.E. 77D603108
Cable AN/SQS-26(AX) G.E. 77C705423
Cable, Element, Outline AN/SQS-26(CX)  G.E. 77D603109
Stave Cable Assembly AN/SQS-26 EDO 42892
Cable, Stave - Joy HX8104-313
Plug, Female - Raytheon 90593
Cable Assembly - Raytheon 869359

4.24. O1ii-Filled Outboard Cable Design Study

Oil-filled cable are presently used outboard on deep submersible vehicles
such as Alvin, DSRV, and DSV 20,000. They should also be considered for use
in tactical submarine applications. It is felt that oil-filled connectors,

cable glands, and cables can be designed to withstand submarine explosive
shock requirements.

46




T

g

R ¢ SR

e &,

koA At e
. B .

R

- ey f.'jr;-,' B

1

P——

T T P WLTTTET T e ey TR T Y

One of the major advantages of the oil-filled cables is that cable jacket
puncture would be observed immediately following installation - thus allowing
cable replacement. Presently, cable jacket puncture problems may ouly be
found following a submarine dive as there is no positive method of checking a
cable for damage following installation.

As seen in Fig. 16, the MIL-C-24231 plug connector can be redesigned to
provide an oil fill and vent hole and cable jacket attachment and sealing
fixture. The adapter 1s O-ring-sealed to the plug shell - oil on one side of
the O-ring and seawater located on the other side. A locking screw is
provided in the adapter to prevent rotation. A plastic thrust washer is
placed between the adapter and plug coupling ring to aid in removal when
unmating the plug with the coupling ring.

CONDUCTOR ———
4/ || [=—————— STRENGTH MEMBER
| L—TUB[NG
¢ oIL
[ CLAMPS
U
r—r
FILL/VENT — ¢ ADAPTER
PORT |
/
0-RING SEALED
SCREW ~—— PLUGSHELL
PIN CONTACT
0-RING
GLASS SEAL
INSULATOR
\ V,
[
COUPL ING
RING

MOLDED -—/ OOUBLE ENDED

[NSULATOR SOCKET CONTACT

Fig. 16 - 0Oil-filled MIL-C24231 connector design.
Cost savings may also accrue from this design. Higher connector costs
(due to the hermetic sealing of contact and the addition of the adapter) could

be offset by lower "cable” costs and less labor required in terminating the
cable ends (wiring and molding versus wiring and filling the cable). Also,
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hydrostatic pressure testing following cable fabrication would not be required
with oil-filled cables.

The oil-filled cable harness design will also eliminate the major problem
with outboard cable flooding - the long-term bonding of the rubber boot to the
plug shell. It is recommended that this type of cable harness design be
investigated for use in tactical Navy submarine applications. Oil-filled
cables are currently being used by NAVSEA on the Deep Submergence Rescue
Vehicles (DSRV) and the DSV-4 vehicle currently being fabricated at the Mare
Island Naval Shipyard, Vallejo, CA [19].
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rs MIL-C-915/XX

MILITARY SPECIFICATION SHEET
CABLE, ELECTRICAL, 1500 VOLTS, TYPES DSU, TSU, FSU, AND 7SU

This specification is approved for use by all Departments and Agencies
of the Department of Defense.

The complete requirements for procuring the cable described herein shall
consist of this document and the latest issue of Specification MIL-C-915.

REQUIREMENTS:
Qualification required.

Construction

FIRST Copper conductor, tin coated, per ASTM B-286, Size per Table I.

SECOND

Insulation of fluoropolymer (TEFZEL). Nominal wall thickness per
Table I.

THIRD - The required number of conductors'(See Table 1) cabled together
with a lay length not greater than that specified in Table I.
The insulated conductor shall not adhere to one another. Ethylene
propylene rubber fillers shall be provided as necessary to provide
a firm, round assembly. Filters in outer valleys may be extruded
in order to be integral with the belt. (See Fourth).

g e
. Lt Y
REAEAEN D

FOURTH

Belt of ethylene propylene rubber, nominal wall thickness of 0.020
inch over the assembled conductors. Belt and fillers shall be
capable of removal from the assembly without damaging the conductor
insulation.

FIFTH Jacket of polychloroprene, black. See Table I for thickness and
cable diameter. Cable surface marking required, including manu-

facturer's identification and year of manufacture.
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MIL-C-915/XX

EXAMINATION AND TESTS:

Basic electrical: Requirements:

Voltage withstand - Volts, root mean
square (Vrms) minimum

Conductor to Conductor (5 minutes)...... et eceseanane 4000
Insulation resistance - Megohms/1000 feet

min

Conductor to ConducCtoOr..cveeseoneeeseccsscocsacsssesss 200

Conductor to Water....v.o.veosoesonncoccssancs teseesean 500
Conductor resistance - ohms/1000 ft. at 25°C,
Maximum (max)..... ceeeaan Ceeeeeenean Ceeetcecaar s ...(See Table I)

Group A:

Visual and dimensional

Group B:
Cold Bending - At minus 40° + 2° C on 4-inch max

diameter mandrel
Physicals (unaged)
Insulation (conductor) 2
Tensile strength - 1bf/in” min........ccceeeve.. 5000
Elongation - Percent, Min.e.cecevcecavsceesseases 100
Jacket (cable) 2
Tensile strength - 1bf/in” min................. 1800
Elongation - percent, Min....veeeavarvereanes .. 300
Set — Inch, MAX...ccveveeceeccscsanaceanarasses 3/8

Group C:
Physicals (aged)

Insulation (conductor)
Air pressure heat
Tensile strength - Percent of unaged,
11 1 o 80
Elongation - Percent of unaged, min....... 90
Jacket (cable)
Hot 0il immersion
Tensile strength - Percent of unaged,
118 1 o 65
Elongation - Percent of unaged, min....... 65
Permanence of printing (jacket) - Cycles, min............ 250

QUALIFICATION INSPECTION

Qualification inspection shall include basic electrical plus all of
Groups A, B and C.
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MIL-C-915/XX

MILITARY SPECIFICATION SHEET
CABLE, ELECTRICAL, TYPE 1PR-16, 1TR-16, AND 1Q-16

This specification is approved for use by all Departments and Agencies
of the Department of Defense.

The complete requirements for procuring the cable described herein shall
consist of this document and the latest issue of Specification MIL-C-915.

REQUIREMENTS

Qualification required.

FIRST

SECOND

THIRD

FOURTH

CONSTRUCTION
Copper conductor, tin coated, per ASTM B-286, Size 16~19.*

Insulation of fluoropolymer (TEFZEL) Nominal wall thickness
0.010 inch. Colors to be black, white, red, green, as applicable.

The required number of conductors (See Table I) cabled together
with a lay length not greater than that specified in Table I.

Cable jacket of black polyether polyurethane applied to completely
fill the valleys. The cable jacket material shall be B. F. Goodrich
Co. ESTANE 58300 or 58863; or Mobay Chemical Co. TEXIN 985A. See
Table I for wall thickness and overall cable diameter. Cable jacket
shall be capable of removal from the assembly without damaging the
conductor insulation.

* Present conductor is Standard Navy size 3 (7). (Seven strands of
0.020 inch diameter wire)
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EXAMINATION AND TESTS: Requirements

IR 4 ’;r._. gl

Basic electrical:

g

PPETT
l'l Y eyl
. PELTAAN

(R
’

Conductor resistance - at 20°C, ohms/1000 ft, maximum..... ve b .82
Voltage withstand - volts, rms, minimum
Conductor to conduCtOr .. .vivereossersonasnccasannasasess2000
Conductor to Water.....oeeevess et esesecsaseesenncanann .2000
Impulse dielectric - On 100 percent of insulated conductor.
Test in accordance with specification
MIL-W~81381A of November 15, 1972,
paragraph 4.7.4.1, using a test voltage
of 8.0kv (peak) minimum.

F I )

."Tr.-::.
L. ca
.

Group A:

Visual and dimensional

Group B:

Cold bending, cable - At minus 40°C t 2°C over a mandrel
(See Table I)

Physicals (unaged)
Insulation
Tensile strength - psi, minimum.......e00000eees...5000
Elongation - percent, minimum......e0cveveeeeceeess 100
Cable Jacket
Tensile strength - psi, minimum........c00..... ««+.5000
Elongation - percent, minimum........v0vveeeeceaess 500

h Group C:

Physicals (aged)
Insulation
Air oven (168 hours at 180°C)
Tensile strength, percent of unaged, minimum..80
Elongation - percent of unaged, minimum.......90

Cable Jacket
Air oven (168 hours at 80°C)
(Specimen shall consist of a length of completed
cable approximately 8-1/2 feet long. Ten turns
i of cable shall be wrapped around a 3-inch diameter
h] mandrel. Upon completion of the conditioning
— period, specimen shall be allowed to cool to room
temperature while still wrapped over the mandrel.
Any cracks in the cable jacket which are discern-
ible by visual examination shall be cause for
rejection.)
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Hot oil immersion
Tensile strength -~ percent of unaged, minimum......90
Elongation - percent of unaged, minimum...... eeess.80

QUALIFICATION INSPECTION

Qualification Inspection shall include basic electrical plus all of
Groups A, B, and C.

Unit Ordering Length - 500 feet (minimum)
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MIL-C-915/XX

MILITARY SPECIFICATION SHEET
CABLE, ELECTRICAL, TYPE 3PR-16 AND 7PR-16

This specification is approved for use by all Departments and Agencies
of the Department of Defense.

-

.

The complete requirements for procuring the cable described herein
shall consist of this document and the latest issue of Specification MIL-C-915.

REQUIREMENTS

Qualification required.

fl"ft'ﬁ'rﬁ o

%‘ CONSTRUCTION
[ FIRST -~ Copper conductor, tin coated, per ASTM B-286, size 16-19.%*
;5 SECOND - Insulation of fluoropolymer (TEFZEL). Nominal wall thickness
L 0.010 inch. Colors to be black and white. Maximum overall
% diamter 0.082 inch.
F THIRD - Two insulated conductors (one black and one white) twisted
- together with a lay of 1-1/4 + 1/8 inch.
FOURTH - Marker braid on each pair, Standard Identification Code,
applied by Method 4.
FIFTH - The required number of pairs (See Table I) cabled together

with a lay not greater than 24 times the pitch diameter of the
layer.

L. SIXTH Rubber filler in order to form a firm, round assembly. Filler
material shall be capable of removal from the assembly without
damaging the insulation of conductor.

SEVENTH - Polyester binder tape applied helically with overlap.

4 EIGHTH - Cable jacket of black polyether polyurethane. The cable jacket
4 material shall be B.F. Goodrich Co. ESTANE 58300 or 58863; or

f? Mobay Chemical Co. TEXIN 985A. See Table 1 for wall thickness

- and overall cable diameter. Cable jacket shall be capable of

3 removal from the assembly without damaging the conductor insuia-
3 tion.

* Present cable conductor is Standard Navy Size 3 (7) Seven strands
of 0.020 inch diameter wire.
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EXAMINATION AND TESTS:

m Basic electrical: Requirements
] Conductor resistance - at 20°C, ohms/1000 ft., maximum....... 4.82
" Voltage withstand - volts, rms, minimum

Conductor to conductor........ et eceeeescensrtaaaceons ...2000

- Conductor £O WAteTr....sseeeesn e e caeasaaas vereees...2000
- Impulse dielectric - On 100 percent of insulated conductor.
Test in accordance with specification
MIL-W-81381A of November 15, 1972,
paragraph 4.7.4.1, using a test voltage
of 8.0kv (peak) minimum.

Group A:

Visual and dimensional

Group B:
Cold bending, cable - At minus 40°C + 2°C over a mandrel (See Table I)

Physicals (unaged)

Insulation
Tensile strength - psi, minimum..............cut. 5000
Elongation - perceat, minimum......ccv0eieveeennen.. 100
Cable Jacket
Tensile strength - psi, minimum........... ceeeenen . 5000
Elongation - percent, minimum,.....ccceeeeeacens +.+.500
Group C:
Physicais (aged)
Insulation
Air oven (168 hours at 180°C)
Tensile strength, percent of unaged, minimum....80
Elongation - percent of unaged, minimum..... ....90
- Cable Jacket

Air oven (168 hours at 80°C)

: (Specimen shall consist of a length of completed

‘, cable approximately 8-1/2 feet long. Ten turns

4 of cable shall be wrapped around a 3-inch diameter
mandrel. Upon completion of the conditioning
period, specimen shall be allowed to cool to room
temperature while still wrapped over the mandrel.

- Any cracks in the cable jacket which are discernible
by visual examination shall be cause for rejection.)

r‘
& Hot oil immersion

Tensile strength - percent of unaged, minimum..... .90
- Elongation - percent of unaged, minimum............ 80
¢
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QUALIFLCATION INSPECTION

Qualification Ianspection shall include basic electrical plus all of
Groups A, B, and C.

«

Unit Ordering Length: 500 ft (minimum)
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Date of Issue: December 17, 1974

NAVAL SHIP ENGINEERING CENTER
PROCUREMENT SPECIFICATION

(May be used for procurement)

Cable, Electrical, One Twisted Pair AWC-22, for
TRIDENT Submarine Outboard Use (Not for Inuuu—d Use)

Type 1PR-A20E

(This specification will become void upon the publication of
a MIL-C-915/xx military specification sheet covering 1PR-A20E)

The complete requirements for procuring the cable described herein shall
consist of this document and the latest issue of specification MIL-C-915.

REQUIREMENTS:

First -

Second -

Third -

Fourth

Fifth

Construction

Conductor of high strength copper alloy (Phelps-Dodge #PD-135
or equivalent), silver coated, size AWG-20 (7 x .0126).

Insulation of Tefzel fluoropolymer (ETFE), with solid colors
(see Fourth). Nominal wall thickness 0.010-inch. Maximum
overall diameter (0.060-inch.

Insulation jacket of clear natural polyethylene per L-P-390,
Type II, Class L, Grade 3. Nominal wall thickness 0.010-inch.
Maximum overall diameter 0.082-inch.

Two insulated and jacketed conductors (one white, one red),
twisted together with a lay of 1 - 1/4 + 1/8 inch.

Cable jacket of black polyethylene copolymer, applied so as

to completely fill the pair valleys. Unless otherwise specified
in the contract or order, the cable jacket material shall be
Union Carbide Corp. #DFDA-0588, black #9865. Cable jacket shall
be capable »f being removed without incurring damage to the
insulation jacket or the insulation. Nominal wall thickness
0.060-inch. Minimum wall thickness at any cross-section 0.054-
inch. Cable overall diameter shall be 0.285 + .005 inch.

NOTE: All ingredients and components used in this cable shall be of virgin

material.

That is, one hundred percent new material which has been through

only those processes which wereessential to manufacturing and which has been
through those processes one time only. Any material which has been previously
processed in any oniher manner is considered non-virgin.
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Type 1PR-A20E, Page 2

EXAMINATION AND TESTS: Requirements

Lasic electrical:

Conductor resistance - at 20°C., ohms/1000 ft, maX........ 11.1
Voltage withstand - volts, rms, minimum
Conductor to condUCLOT e v ee v envnvenens e eee et 2000
Conductor to water......... B, R, . 2000

Insulation dielectric. Test 100 percent of insulated conduc-
tors before application of insulation
jacket. Test in accordance with speci-
fication MIL-W-81381A, paragraph 4.7.4.1,

. using a test voltage of 8.0 kv (peak),
minimum.

Group A:
Visual and dimensional

Conductor (before application of insulation)

Silver coating - thickness in microinches, min....... 40
(Test per ASTM B-298)

Tensile strength - pounds, minimum........... ciereaes 55.6

Elongation - percent, minimum........c0eeeeeeeeeenenn 6.0

(Test tensile strength and elongation per FED-STD-
228, Method 3212, except as follows. Test not less
than 3 specimens per each 1000 feet of conductor.
Specimen length shall be not less than 20 inches.
Tensile strength shall be in pounds. Specimen zero
length shall be as near to 10 inches as practical).

Group B: v

Cold bending, cable - At minus 40°, 3-inch dia. mandrel... No damage
Physicals (unaged)

Insulation
Tensile strength - psi, minimum............... .. 5000
Elongation - percent, minimum.....cccoeeeeeeonn . 150
Insulation jacket
Tensile strength - psi, minimum......c.vvvvenen. 1400
Elongation - percent, minimum......cceeeeeeens .o 300
Cable jacket
Tensile strength - psi, minimum.......... ceesaes 1800
Elongation - percent, minimum......... ceceveenan 500
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Type 1PR-A20E, Page 3

Group C:
Physicals (aged)

Insulation
Air oven (168 hours at 180°C.)
Tensile strength - percent of unaged, min... 90
Elongation ~ percent of unaged, minimum..... 90

Insulation jacket
Air oven (96 hours at 100° + 2°C.)
Elongation ~ percent of original, min....... 60

Cable jacket
Air oven (96 hours at 100° + 2°C.)

(Specimen shall consist of a length of completed
cable approximately 8 - 1/2 feet long. Ten turns
of cable shall be wrapped around a 3-inch diameter
mandrel. Upon completion of the conditioning
period, specimen shall be allowed to cool to room
temperature while still wrapped over the mandrel.
Any cracks in the cable jacket which are discernible
by visual examination shall be cause for rejection).

Environmental stress crack
(Specimen shall consist of a length of completed
cable approximately 12 feet long. Ten turns of
cable shall be wrapped around a 3-inch diameter
mandrel and suspended for 24 hours in an aqueous
solution containing 10% (by volume) of Igepal C0-630
at 50° + 2°C. The ends of the specimen shall be
kept out of the solution. Upon completion of the
conditioning period, specimen shall be allowed to
cool to room temperature while still wrapped over
the mandrel. Any cracks in the cable jacket which
are discernible by visual examination shall be
cause for rejection,)

Mutual capacitance - pF/ft at 2 kHz, maximum......... 25

S0P 4

NOTE: The cable jacket shall be free of any soft spot, air pocket or void.

The cable jacket surface shall be dry and free of any coating, film or treat-
ment which might tend to interfere with the user's bonding to the cable jacket,
during encapsulating and/or molding processes normally used in splicing and/or
terminating techniques. Cable jacket repairs will be permitted, providing
that the materials and techniques used are such that the finished cable com-
plies with all requirements of this specification. The occurrence of such
repairs shall be held to a minimum. Materials and techniques used in cable
jacket repairs shall have had prior approval of the Naval Ship Engineering
Center, Code 6158F.
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Type LPR-A20E, Page 4

UNIT ORDERLNG LENGTH: 1000 feet (nominal)

Prepared by the Naval Ship Engineering Center (Code 6158F), Hyattsville MD
in collaboration with the Naval Underwater Systems Center, New London (CT)

Laboratory, Code TD-122.
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MIL-C-915/7D
5 April 1973
ERSEDIN
MIL-C-915/7C
1 August 1972

MILITARY SPECIFICATION SHEET
CABLE, ELECTRICAL, TYPE DSWS

This specification sheet is approved for use by all Departments and Agencies of the
Department of Defense.

The complete requirements for procuring the cable described herein shall consist of
this document and the latest issue of Specification MIL-C-91S.

REQUIREMENTS:
Qualification required.

Construction (Watertight)

Copper conductor, Navy Standard size 4(7), coated

Synthetic vubber insulation. Nominal wall thickness 0.073 inch.

Standard ldentification Code, applied by Method 3. An additional

covering of clear polyamide may be employed at the manufacturer's

option.

Third - Two conductors shall be cabled together with a lay not greater than
S inches. Fillers of synthetic rubber like compound shcll be used
.to attain a firm, well rounded cross section. Fillers may be laid
in the valleys during the cabling operation or may be extruded into
the valleys separately. Fillers shall bbe readilv senmarable from the
insulation without damage thereto and without destroying ¢he
conductor identification.

Fourth - Binder tape over the conductor assembly, at manufacturer's option.

rifch Shielding braid of AWG No. 34, tin-coated copper, with an angle of
30 to 40 degrees and minimum coverage of 88 percent.

Sixth - An overall jacket (black), nominal wall thickness 0.060 inch. If

: needed to meet electrical tests, the jacket may comprise an inner

layer of rubber insulation, such as synthetic rubber and an outer

layer of polychloroprene. The jacket shall be readily separable

from the underlying shield, leaving the shield adequately clean for

soldering. Cable surface marking resquired.

First
Second

Details
RN : “~ Type Overall diameter
- and Minimum Mazimum
A style (inch) (inch)
K DSWS-4 0.770 0.800
F2o
) EXAMINATION AND TESTS:
a Requirements:
I
Vv Basic electrical:
. Conductor resistance - Ohms/1000 ft. at 25°C., maximum , . . . . . . 2.57
" . Voltage withstand - Volts, rms, minimum .
' Conductor to conductor (5 minutes) . « « ¢ « ¢ o« ¢ ¢ o o o o 10,000
i Conductor to shield (5 minutes) . . . ¢ ¢ ¢ ¢ « « o « o o & o o 10,000
3" Shield to water (5 MinNULES) . . . « « = o o o o o« o o « o o » » 500
y— Voltage withstand - Volts, d.c., minimum
T Conductor to conductor (15 minutes) . . ¢« ¢ « ¢ o « o o ¢ o o o 25,000
L Conductor to shield (1S minutes). . . . « « & &+ ¢ o o ¢ o o o = 25,000
v Shield to water (15 mMinutes) . . « « « ¢ & « v o + o o o o o » 1,50¢
;“ @ Denotes changes.
e ' FSC 6145
" Page 1 of 2
‘e
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MIL-C-915/7D

Réguirements:

Basic electrical (Cont'd):
Iinsulation resistance - Megohms/1000 ft., minimum

Shield tO WALET . . + « « ¢ + o s o o o & o o o a o o s o & » 100
Conductor to CONAUCEOT. « « « + o o« o o o o o s & o o o o o o 200
Conductor to shield . . + & « ¢ ¢ o« o o ¢ s o ¢ o o o o o o @ 200
Group A:
visual and dimensional
Hydrostatic (open end) - 1000 psi, cu. in., 2 hrs, maximum . . . . 0
Mutual capacitance - pF/ft. at 1 Kilz . . . . ¢ o ¢« o ¢ o ¢ o s o o » 40+10
Group B:

PRysicals (unaged)
Insulation (conductor)

Tensile strength - psi, minimum. . . . . . v ¢« ¢« & « o & 600

Elongation - Percent, minimum . . . . ¢ « &+ ¢ o o o o o 350
Jacket (cable)

Tensile strength - psi, minimum. . . . . ¢« « ¢« ¢ ¢« &« o & 1,800

Elongation - Percent, minimum. . . . « . ¢ ¢ « ¢ ¢« « o & 300

Set ~ Inch, MAXiMUM . © ¢ & & ¢ o o« « o o o o o o o o 3/8

Group C:
Physical (aged)
Insulation (conductor)

Air pressure heat
Tensile strength ~ Percent of unaged, minimum . . . 70
Elongation - Percent of unaged, minimum . . . . . . 5

Jacket (cable)
Alr pressure heat

Tensile strength - Percent of unaged, minimum. 50
Elongation - Percent of unaged, minimum. . . . 50
Hot oil immersion
Tansila strength - Pesceat of unaged, minimum. 60
Elcongation - Percent of unaged, minimum . . . 60
Permanence of printing (jacket) cycles, minimum . . « . . + o o o, 250

QUALIFICATION INSPECTION
Qualification inspection shall include basic electrical, all of Group A, B and C plus
the following:

Insulation resistance per 1000 feet at room temperature from shield to water,
50 megohms, minimum after 90 days continuous submergence in water; values
recorded at l-week intervals.

Plexing endurance - 1000 cycles of bending a specimen, 4-inch maximum diameter
mandrel at minus 40° + 2°C. Upon successful completion of this test, specimen
shall meet the voltage withstand test and the hydrostatic (open end) test.

UNIT ORDERING LENGTHS:
500 feet (Nominal) Coils

Custodians: Preﬁ:fiyq 1§tivity'
- N avy -
3533 - 25 (Project 6145-0648-3)

Air Force - 80
Review activities:

Army - EL, MI, AV

Navy - EC

Air Force - 80
User activities:

Army - MC, MU, WC

Havy - CG
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*IL-C~913/8F

16 Cctckter 1978
SUPFPEFNING
MIL-C-915/8D

1 Auqust 1972

“ILITARY SPTCIFICATION SIHTET
CABLE. ELECTRICAL. €00 VOLTS. TYPES DFfS, TES., FSS AND 7SE

This specification 1s approved for use by all Departrerts anc ~gencies of the
Department of Defense.

The complete requirements for procurinqg the caktle descriteu herein shall ccnsist of
this document and the latest 1ssue of Specification “IL-C-J1S.

REQUIREMENTS:
Qualification required.

Construction (Watertiaht)

First - Copper conductor, tin coated. See Table I for size.

Second - Synthetic rubber insulation. See Table I fcr thickness.
Special icdentificaticn code, applied by Methcd 3.

(:) Third - The requirecd number of conductors (see Tatle I) cabled tocether with a
lay lenqgth not qreater than that specifiecd i1r Table I. The insulated
conductors shall not adhere to one arother. Pubber fillers as necessary
in order to form a firm, rouncd assembly. Fillers in outer valleys may
be extruded in order to be integral with the belt (see Fourth).

Fourth - Belt of synthetic rubber, nominal wall thickness 0.030-inch, over the
asgembled conductors. Belt and fillers shall re capable of removal
from the assembly without damaging the insulation on ccnductors.

Fifth - Braided shield of AWG No. 34 tin coated copper. Braid angle of 50 degrees,

minimum; coverage of 90 percent, minimum.

Sixth - Jacket of either polychloroprene or chlorosulfonated polyethylene, black.
See Table 1 for thickness. If necessary in order to meet the electrical
requirements for the completed cable, the jacket may consist of two
layers bonded together, with the inner layer consistina of synthetic
rubber insulation. Cable surface marking required.

NOTE: Manufacturer's identification tape may be omitted, at the ranufacturer's
option, from all types and sizes.
TABLE I. Details.

Conductor Insula:ionl/ Jacketl/ Conductor
TYpe size, Number thickness Lay thickness | Overall diareter| resistance
and Navy of minimum lenqgth minirum Min. Max. | per 1000 ft.
Size |Standard |conductors (inch) (inch) (inch) (inch) (inch)| max., (ohms)
DSS~-2 2(7) 2 0.020 2.0 0.050 0.370 0.390 6.64
pss-3 37 2 .025 2.0 .080 .480 .500 4.15
DSsS-4 4(7) 2 .025 2.5 .065 .4¢€0 .500 2.57
TSS-2 2(7) 3 .020 2.0 .050 .385 .400 6.64
TSS-13 M k] .025 2.5 .070 .480 .500 4.15
TSS-4 4(7) 3 .025 2.5 .C55 .480 LS00 2.57
FSS-2 2(7N) 4 .020 2.5 .00 .480 .500 6.€4
FSS-3 3(7) 4 .028 2.5 .060 .480 .500 4.15
FSS-4| 4(7) 4 .025 3.0 | .085 .600 .625 2.57
785-2 2(7) 7 .020 3.0 l .985 .600 .625 6.64

(:)l/ Because of the compact construction necessary in order for these cables to meet the
required hydrostatic tests, centering and circularity requirements for 1insulation ancd
jacket are waived, prcvided that the finished catle corplies with the value specified
in table I for minimum thickness of insulation and jacket and for overall cable
diameter.

(:) Denotes changes
FEC 6145

Page 1 of 3
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EXAMINATION AND TESTS:

Reguarements:
(:) Dagic electrical:
Voltage withstand - Volts, root mean square (Vrms) mirimum (’lin)
Conductor to conductor (S minutes) . . . . . . . . . .+ o« .+ . . 3000
Conductor to shield (S minutes) . . . . . . . « . . + « o . . 100¢C
Shield to water (5 minutes) . . . e e a e e e e e 500
(:) Insulation resastance - Meaohrs/1000 feet (ft) min
Conductor €O CONBUCLOL .+ . « « + & + o + 4 « o o o« o o o o o 500
Conductor to shield . . . . . ¢ ¢ ¢ . . 4 v v v v 4 e e e a 500
Shield to water . . . . . 259

Conductor resistance - Ohns/looo ft at 25°C., maximur (rax). . (See table I)

Group 7
v;sual and cdirensional 2
(:) Hydrostatxc (open end) - At 500 pounds force per square inch (lkf/in®),
in 2 hours Culkic inches (cu in) max. . . C e e e ]
(:) Mutual capacitance (type [SS only) - pxcofarads por foct
at 1 kilohertz mary . . . . .. . 45
(mcasurement shall be made thh blacP concuctor ccrrcctec to shxeld
at one end of speciren)
Group B:
Bending endurance - At minus 40° + 2°C. on 4-inch max diarcter
randrel, Cycles, PN . . . ¢ . ¢« 4 e 4 e e e e e e e e e e e e 10CC
Physicals (unagec)
(:) Irsulation {concductor)
Tensile strength - lbf/Ln MINe « 4 v 0 v o & &« o o o s W €00
Clongation - Percent, MiN . . . « & o « o « & o o « o o« = 3oo
Jacket (cable) 2
@D Tensile strength - 1lbf/in” min. . . . . . . . . . . . . . 1800
Elongation - percent, min . . . . . . . . & . . . o+ e e 300
Set - INCh, MAX . . . « « & ¢ & & o & o o o« =« o« o 2 o s 3/8
Group C:

Physicals (aged)
Insulation (conductor)
Air pressure heat
Tensile strength - Percent of unacec, min. . . . . . 65
Elongation - Percent of unaged, min. . . . .« « . . . €5
Jacket (cable)

Hot 0il immersion

Tensile strength - Percent of unaged, min. . . . . . 65
Elongation - Percent of unaged, min. . . . . .« . . . 65
Permanence of printing (jacket) -~ Cycles, min . . . . . . « « « . . 250

QUALIFICATION INSPECTION
Qualification inspection shall include basic electrical plus all of Groups
A, B and C plus the following:

"
C) llydrostatic (open end), after bendinqg endurance - At 500 1l€/in” in
2 hOUTrS CU. iN. MAX. &« o ¢ ¢ & & o o o o o o s & 2 o o o o o o o o 0

Pressure cycling (DDS-3 only) - At 500 lbf/in2 percent of variation ir

rmutual capacitance, max. . . . . s e e e e e e e e e 10
Insulation resistance (after 90-day xmnersxon in tap water) -

ttegohms /1000 ft., min

Conductor tO CONCUCLOY . .+ . v + « « o 4« o o o o + o o » o . 500
Conductor to shield. . . ¢ « ¢ + o & o« & ¢ ¢ o « 4 4 e e e e 500
Shield to water. . . . ¢ &+ ¢ « & o o o o o o e e e e e 250
2
76
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NOTE: This draft, dated 13 April 1981 , prepared by the Naval Sea
Systems Command, has not been approved and is subject to modification.
DO NOT USE FOR ACQUISITION PURPOSES. (Project Number 6145-N298-1)

MIL-C-00915/22F(SH)

USED IN LIEU OF
MIL=-C=915/22E
30 May 1980

MILITARY SPECIFICATION SHEET

CABLE, ELECTRICAL, 300 VOLTS, TYPE TSP
(INCLUDING VARIATION TSPA)

This limited coordination military specification sheet has been
prepared by the Naval Sea Systems Command based upon curreatly
available technical information but it has not been approved for
promulgation as a coordinated revision of MIL-C-915/22E. 1t is
subject to modification. However, pending its promulgation as

a coordinated military specification sheet, it may be used in
acquisition.

The complete requirements for acquiring the cable described
herein shall consist of this document and the latest issue of
specification MIL-C-915.

This cable can be manufactured in two variations: TSP (unarmored)
and TSPA (armored).

REQUIREMENTS:
Qualification required.

Construction (watertight)

Copper conductor, Navy standa.d size 3/5(7),

tin-coated.

Second = Polyvinyl chloride insulation (80°C). Nominal wall
thickness 0.015 inch. Telephone Identification
Code, applied by method 3.

Third - Two conductors cabled together to form a pair with a
lay not greater than 2-1/2 inches.

Fourth - The specified number of pairs (see details) cabled
with a lay not greater than 10 inches in the outer
layer. Nonfibrous fillers shall be employed.
Cabling sequence shall be consecutive, starting with
palr no. 1, from center outward.

Fifth - Binder tape applied helically with overlap.

Sixth - Special thermoplastic jacket (gray). Nominal wall

thickness 0.080 inch. Cable surface marking required.

First

C) denotes changes.
Page 1 of 3
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(:) Seventh = When this cable is manufactured with armor, the
following additional requirements shall apply:

(a) The type designation shall change to TSPA.
(b) Braided metal armor and paint shall be added.
(c) Cable surface marking shall not be required.
(d) The maximum (max) overall dimension shall be as
specified in the Details table plus 0.050 inch.
Details.
Overall
diameter
Type and Number of max
size pairs (inches)
TSP-11 11 0.735
TSP-31 31 1.062

EXAMINATION AND TESTS:

Requirements
Basic electrical:
Counductor resistance - Ohms/1000 feet (ft) at
25°C, max. . . e e e e s e e e e e e e e e e e 17.06
Voltage withstand - Volts, root mean square
(Vrms), minimum (min)
Conductor to conductor. « « « « & « & « o s o o o 2000
Conductor to ground. « « « ¢« « .+ o & e e e 1000
Insulation resistance - Megohms/1000 ft, min . o« e s 100
Group A:
Visual and dimensional
Watertightness - See MIL-C-915, table for limits of
water leakage.
Group B:
Physicais (unaged)
Insulation (conductor)
Tensile strength - Pounds force per square
inch (1bf/4in%), min. « « « « « + ¢ ¢ & & . . 1800
Elongation = Percent, min . . « . . « . + « .+ . 125
Jacket (cable)
Tensile strength - 1bf/1n2, min « « « .+ . . . . 2300
Elongation = Percent, min . . . . . « .« + « .+ 250
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MIL-C-00915/22F(SH)
Requirements
Group C:
Flammability - Inches, max . . . . . « ¢« + + « + + .« . 2
Physicals (aged)
Insulation (conductor)
Air oven
Elongation - Percent of unaged, min . . . . . 80
Jacket (cable)
= Alr oven (168 hours at 136°C)
- Tensile strength - Percent of unaged,
LT 5« 80
- Elongation - Percent of unaged, min . . . . . 60
:‘ Hot oil immersion
Tensile strength - Percent of unaged,
MIN. & & v ¢ o o o ¢ o e 4 & s e 4 . e 75
Elcngation - Percent of unaged, min . . . . . 50
(:) Permanence of printing, type TSP only, (jacket) -
Cycles, min. « « & ¢ ¢ v & v ¢« s e o ¢ s o o o o o o @ 250
Cable filler removability.
C) Armor - Conformance to material construction and coverage

(type TSPA only).

QUALTFICATION INSPECTION:

. Qualification inspection shall include basic electrical, all of
- groups A, B, and C, plus the following:
) ; Cable aging and compatibility (95°C + 3° C) e+ « « + « . No failure
_ Flame propagation. .« « « « &« « « « « .« & « « « « o« « No failure
Jacket durometer (type A) hardness, min. . . . . . . . 80
= UNIT ORDERING LENGTHS:
P
= Size Feet (nominal)
@
F 11 2500
- 31 1000
] Preparing activity:
k‘ Navy - SH
o (Project 6145-N298-1)
}
b,
‘.
=
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MIL-C-915/47A
1 August 1972
SUPERSEDINGY

MIL-C-915/47 (SHIPS)
20 March 1972

MILITARY SPECIFICATION SHEET
CABLE, ELECTRICAL, TYPE 1SWF

This specification is approved for use by all Departments and Agencies of the

Department of Defense.

The complete requirements for procuring the cable described herein shall consist of

this document and the latest issue of Specification MIL-C-915.

IREMENTS :
Qualification required.

Construction (Watertight)

First - Copper conductor, ASTM B-286 size 22-7, uncoated. Maximum

diameter 0.033 inch.

Second - Polyethylene insulation, natural, type II, class L, grade 3 of

L-P~390. Nominal thickness 0.045 inch.

Third ~ Braided shield of AWG No. 36 uncoated copper. Braid angle of 30

to 35 degrees; minimum coverage of 85 percent.

Pourth - Shield insulation of one polyester tape, type G of MIL-1-631, plus
a jacket of clear polyamide, type III, grade E or type IV of
MIL-M-20693. Nominal thickness of 0.003 inch. Standard Identi-

fication Code, applied by Method 2.

= Alternate shield insulation of two polyester tapes, type G of MIL-
I-631, sealed. Standard lIdentification Code, applied by Method 2,

on inner tape.

Pifth - Two conductors (one black and one white) cabled with a lay not
greater than 3 inches. Non-fibrous fillers shall be used.

Sixth - Binder tape applied helically with overlap.

Seventh - Arctic type polychloroprene jacket (bliack).. Cable jacket thickness

0.100 inch maximum. Cable surface marking required.

Details
Type Number Overall diameter
and of Minimum Maximum
size conductors {inch) (inch)
1SWP-2 2 0.600 0.625

EXAMINATION AND TESTS:

Basic electrical:
Conductor resistance - At 25°C.,, ohms/1000 ft., maximum . . . .
Voltgge withstand - Volts, rms, minimum
Conductor to shield. . . . . ¢ v ¢ o 2 o o o o o s s o 2 o
Shieldto Shield . . . & & ¢ ¢ o o o o o o o s o s o« s o« @

by Requirements formerly covered on MIL-C-24)45/7.

Denotes changes

Page 1 of 2
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Group A:
Visual and dimensional
C) Hydrostatic (open end) - Leakage 1000 psi, cu. in., 6 hr
test each shipping length . .
Capacitance - At 1 kHz, pF/ft., maximum . . . . . . . .
Characteristic impedance - At 1 MHz, ohms . . . . . . .,
Group B:
Cold working (minus 54° + 2°C.) & ¢ « ¢ « &+ o o o o o =
8 Drip -~ At 75% # 1°C., . T . . ¢ bt h e e e e e e e e e
Physicals (unaged)

Insulation (conductor)
Tensile strength - psi, minimum . . . . . . .
Elongation - Percent, minimum . . . . . . . .
Jacket (cable)
Tensile strength - psi, minipum . . . . . . .
Elongation - Percent, minimum . . . . . . . .
Set - Inch, MAXimUM . « « « « « o s o o« o o o

Group C:
“_'_Bpﬁylicals (aged)

Insulation (conductor)
Air oven
@ Elongation - Percent of unaged, minimum.
Permanence of printing (jacket) - Cycles, minimum . . .
Cable filler removability

QUALIFICATION INSPECTION:
Qualification inspection shall include basic electrical, al.
A, B and C plus the following:
Cable aging and compatibility (95° + 3°C.) . . .. ..
Cold working (minus S4° + 2°C.) . . . . . . . ¢ ¢ ¢ .

UNIT ORDERING LENGTHS:
All sizes: 1000 feet (nominal)

Custodians:
Army - MI
Navy - SH
Air Force - 80
Review activities:
Army -~ EL, MI, AV
Navy - EC
Air Force - 80
User activities:
Army - ME, MU, WC
Navy - CG

T U & SOVERNMENT PRINTING OFPICL 1972 -714 S37/1243
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Requirements:

8.,
e e e e e s a Zaro

s e e s e s e 28

e e v e e 4 e 61 +3

e s e 4 e . . NoO damage
e s s e e o @ Zaro

« s e e e e 1400
e e e e e e 3oo0

e e e e e e e 1800
e e e e e e 300
e e s e e e e 3/8

« e e e e e e 250

e o + o « « o« No failure
e o « o« o s« « No failure

Preparing activity:
Navy -~ SH
(Project 6145-0609-52)
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SUPCRSEDING~

MIL-C-915/48 (SHIPS)

20 March 1972
MILITARY SPCCIFICATION SHELT

CABLE, ELLCTRICAL, TYPE 2SWr

(:) This specification is approved for use by all Departments and Agencies of the
Department of Defonse. '

. The complete requirements for procuring the cable described hercin shall consist of
this document and the latest issue of Specification MIL-C-215.

REQUIREMENTS :
Qualification required.

Construction (Watertight)

rirst - Copper conductor, ASTM B-286 size 22-7, tin coated. Maximus
diameter 0.033 inch.

Second - Polyethylene insulation, type II, class L, grade 4 of L-P-190.
Hominal thickness 0.010 inch. Colored insulation, one black
and one white conductor for each pair.

Third - Clear polyamide jacket on each conductor, tyve III, grade L or
type IV of !{I1L-1~20691. lominal thickness 0.003 incnh.

Fourth - Two conducters {one black and one white) cabled together with a
nominal lay of 2.5 inches to form each pair.

Pifth -~ Binder tape over each pair, acr manufacturer's cption, apolied
helically with overlap.

® 6

Sixth - Braided shield of AWG No. 34 or 36 tin coated cooper. Braid angle
30 to )5 degrees; minimum coverage of 85 percent.
(:) Seventh - Shield insulation .f one polyester tapme, type G of MIL-I-631, pius

a jacket of clear polyamide, type 111, grade E or type IV of MI.-
1-20693. tlominal thickness >f 0.003 inch. Standard Identification
Code, applied by Method 2.
- Alternate shield insulation of two polyester tapes, type G of MIL-

I-631, sealed. Standard Identification Code, applied by Method 2,
on inner taoe.

<:> Eighth - The required number o: pairs (see “etails) cabled with a lay not
greater than 24 times the pitch diameter of the layer. Cabling
sequence shall be consecutive, starting with pair lo. 1, from
center outward. MNon-fibrous fillers shall be employed.

Ninth - Synthetic rubber compound filled binder tape apolied helically
with overlap. (Surface of tape shall be suchi that cable jacket
will adhere to it).

(:) Tenth - Arctic type polychloroprene jacket (black). (See Jetails for
thickness.) Cable surface marking required.

Details
Cable jacket Overall diamcter ]
Type Number thickness I N
and of minimum Minimum Maximum
size pairs ! (irch) (inch) {inch}
hd <
; : 1
2swr-3 ' 3 i 0.100 © 0,600 | o0.625
2SWF-4 4 .090 .600 . .62% i
28Ur-7 | 7 .110 .780 : .815 ‘

l: Roquirements formerly covered on MIL-C-2414°/2.
(:)Denotel changes
FSC 6145

Page 1 of 2
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MIL-C-915/48A
EXAMINATION AND TESTS:

Basic electrical:

GD Conductor resistance - Ohms/1000 ft. at 25°C., maximum
Voltage withstand - Volts, rms, minimum
Conductor t0 condUCtOr. . - + « + o s o « s o o

Conductor to shield . . . ¢ ¢ o ¢ ¢ ¢ ¢ ¢ o ¢ o @
Shield to shield . . . . ¢ &« « ¢ ¢ o o ¢ & « o &

Group A:
visual and dimensional

GD Hydrostatic (open end) - Leakage at 1000 psi, cu. in.,

(test each shipping length)

Capacitance
Mutual capacitance - At 1 mHz, pF/ft., maximum .
Capacitance unbalance - Percent, maximum . . . .
Characteristic impedance -~ At 1 mHz, ohms . . . . . .

Group B:
Attenuation - At . mHz, db/100 ft., maximum . ., . . .
Cold working (minus 54° + 2° C.) .« . . . . . . . . . .
Drip = At 75° + 1°C., . . ¢ & ¢ ¢ ¢ o o * o s e o o
Physicals (unaged)
Insulation (conductor)
Tensile strength - psi, minimum . . . . . .
Elongation - Percent, minimum . . ., . . . .,
Jacket (cable)
Tensile strength - psi, minimum. . . . . . .
Elongation - Percent, minimum . . . . . . .
Set - Inch, maximum . . . . . ¢ .+ o ¢ o o

Group C:
Physicals (aged)
Insulation (conductor)
Air oven
Elongation - Percent of unaged, minimum
Permanence of printing (jacket) - Cycles, minimum . .
Cable filler removability

QUALIFICATION INSPECTION:

hania A A b auil i o

ﬁeguiremencl:

c e e e e e 17.71
* e e e s e e 2000
s e s s e e e 1000
e s e o o o o 500
6 hrs.,

e e e e e s Zero

s e e e e e 30

e e e s e e » 8

e e e e s s o 7 + S
e e e o e o o 3

¢ s 6 e o o @ (No damage)
s e e e s e Zero
[ 1400

e e s e s s 300

c e s e s o 1800

« e e e e e e 300

“ e e s e o e 3/8

“ e s e e e 60

e e e s e o u 250

Qualification inspection shall include basic electrical plus all of Groups

A, B and C, plus the following:

A Cable aging and compatibility (95° # 3°C.) . . . . ..
Cold working (minus 54° + 2°C.) . .+ ¢ . « ¢ ¢ « o +

UN1T ORULRING LLNGTHS: All sizesa: 1000 feet (nominal)

é) Custodians:
Army - MI
Navy - SH
Air Force - 80
QD Roview activities:
Army - EL, MI, AV
Havy - EC
Air Force - 80
GD User activities:
Army - ME, MU, WC
Navy - CG

6utmmmc& W .7337/ 101

e e e e e e o No failure
« e e as e s No failure

Preparing activity:
Navy - SH
(Project 6145-0609-39)




MIL=-C-915/58C

7 February 1974

SUPLRSLEDING=

MIL-C-915/58B

5 April 1973
MILITARY SPECIFICATION SILELET

CABLE, LELECTRICAL, 600 VOLTS, TYPE IWF

This specification sheet is approved for use by all Departments and Agencies of the
Department of Defense.

The complete requirerents for procuring the cable described herein shall consist of
this document and the latest issuc of Specification MIL-C-915.

REQUIREMENTS:
Qualification required.
Construction (Watertight)

First =~ Copper conductor, AWG Ho. 18 (7 X 0.0152 inch), tin coated. Maximum
diameter 0,050-inch.

Second - Insulation of synthetic rubber or cross-linked polyetiiylene. HNominal
thickness 0.020-inch,

Third - Jacket of clear polyamide, type III grade I, or type IV, of !IL-1-20693,
nominal thickness 0.005-inch. Standard identification code, applied
by !Nethod 1.

Fourth - The required number of conductors (sece details) cabled together with a
maxinum lay of 20 times the pitch diameter of the layer. Cabling
sequence to be consecutive, starting with lio. 1, from the center outward.
Fillers as necessary in order to form a firm, round assembly. Fillers
shall be non-fibrous.

Fifth =~ Binder tape applied helically with overlap.

Sixth =~ Arctic type neoprenc jacket, black. (Sce details for thickness,)
Cable surface marking required.

betails
' [ cable jacket i overall diameter 4—7
Type Number of thickness
and size conductors nominal Minimum NMaximum
{inch) (inches) (inches)
MWF =7 7 0.060 0.480 0.500
MWF-10 10 .065 L605 .635
MWF-14 14 .065 .605 L6135
IWF-19 19 .085 .710 .745
MWF=-24 24 .085 . 800 .836
MWF=30 30 .110 .905 .945
MWF=37 37 .110 1.005 1.045 !
:

EXAMINATION AND TESTS:

Requirements:

Basic electrical:

Voltage withstand - volts, rms, minimum

Conductor to conductor. . . .« .« « - . =«
Conductor to water. . . . . . . .
Conductor resistance - Ohms/1000 ft, at 25°C., maxinwum

) VA,

st e e e e e e e e e 2060
© e e e e e e e s e e e e e 1000
e v e e v e e 7.47

=/ Requirements formerly covered on 1IL-C-24145/18,

» e o o

Page 85 of NRL MR 4935
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. -
- equirements:
b Group A:
b Visual and dioensionai
Hydrostatic fopen ond) (on every shipping length) - Leakage <t 1000
’t! psl, in 6 hry. Cu. oanh., maxinoat o, . e e e . e e e e e e e e . 4]
Group B:
PRlysicals (unaged)
Insulation (conductor)
synthetic runbor
Tenuile strength = poi, miplnum .. f e e e e e 700
Llongation - Percent, minisUll o o o o o o o 0 0 e o 350
Cross-linked poulyetiylene
Tensile strength = psy, CAniouln o0 L 0 . o . L . . 1800
Elongation - Percent, minipum oL, C e e e e e e 350
Jacket (cal:le)
Tensile strenati - psl, minlrmamn. . e e e e e e e e e 1800
Elongation - Percent, mininum, . e e e e e e e 300
Set - Inch, maxinum. . . . . . e e e e e e e e 3/8
Group C:
Physicals (aged)

Insulation (conductor)
Synthetic rubber
Oxyaen pressure

Cold working (minus 54° + 2°C.). .
Cable filler rerovalirliby

QUALIFICATION IHSPLCTION

plus the following:

Cable aging and compatibality (125°

Cold working (minus 54° + 2°C.)

UNIT ORDERING LLUGTHS:

Size Feet (nominai)
7 . . 0 . . 1000
10 . . . . . . 1090
14 . . . . .. 300
19 . . . . . . 500
24 . . . . .. 500
30 .. 0. . . 500
37 .. .. 5200

+ 5°C0).

Qualification inspection shall include bLasic electrical plus all of

Tenstle strength - Percent of unaged, minipum, 75
t;longation - Percent of unaged, minimum. . . . . 75
Alr pressure heat
Tenslle strength - pPercent of unaged, minimum, | 50
Llongation - Percent of unaged, minlimum. . . . . 50
Cross-linked polyethylene
Alr oven
Tensile strength - Percent of unaged, minimum, . 80
Llongation - Percent of unaged, mininum. . . . . 80
Alr pressurc heat
Tensile strength - Percent of unaged, minimum, . 50
Elongation - Percent of unaged, minimum. . . . . 50
Permanence of printing {(conductor) - Cycles, minumur . . . . ... 50
Permanence of printing (jacket) = Cycles, minimun. . o o o . o o+ o . 250

No damage

Groups A, B and C

No failure

e
°

1

)

o

Asa e inianmns .

PAPPPP WO B Ad b bend

~A .ast

@
RNUTUUY SR

Page 86 of NRL MR 4935 g
e e
® ° ® ° [ ® ° o o ® e o o ° o




r T D e - - - M AEgh et maas Sauth Al ieth Seat Seugh el Senis il d senth — L T T T - .W

&

Coe
PR

MIL-C-915/61B
23 August 1976
SUPERSEDING

MIL~-C-915/61A
1 August 1972

MILITARY SPECIFICATION SHEET
CABLE, ELECTRICAL, TYPE S2S

This specification is approved for use by all Departments and Agencies of the
Department of Defense.

T

The complete requirements for procuring the cable described herein shall consist
of this document and the latest issue of Specification MIL-C-915.

REQUI REMENTS :
Qualification required.

Construction (watertight)

First - Copper conductor, tin coated Navy Standard size 2(7). Maximum (max)
diameter 0.050-inch.
Second - Cross-linked thermosetting polyethylene insulation, colored black.

Max. wall thickness 0.060-inch.

Third - Braided shield of AWG No. 34 tin coated copper strands. Sixteen
carriers, six ends per carrier, eight picks per inch.

Fourth - Synthetic rubber insulation. Nominal (nom.) wall thickness 0.055-inch.

Pifth - Braided shield consisting of 0.0063-inch diameter tin coated, copper-
clad steel wires, class 40A of ASTM B452., Twenty-four carriers,
eight ends per carrier, nine or ten picks per inch.

Sixth - Two-layer jacket with the layers bonded together, with a reinforcing
braid between layers, and having a total thickness of 0.065-inch,
minimum (min). Inner layer of synthetic rubber insulation having
0.033-inch nom wall thickness. Outer layer of artic type
polychloroprene. Reinforcing braid of 210-denier nylon, applied
with 12 carriers, 2 ends per carrier and 3 picks per inch. Completed
cable over all diameter 0.480-inch min, 0.500-inch maximum.

Seventh -~ Cable surface marking required.

@ GePDE

®

EXAMINATION AND TESTS:

Requirements
Basic electrical:
Conductor resistance - Ohms/1000 ft., at 25°® Celsius (C), max . . . . 6.5
Voltage withstand - Volt¥s, root mean square (Vrms), min.
Conductor to inner shield. . . . . . . . ¢ 4 & + ¢« ¢ o s o o o & 1500
Shield to shield . . . . . . . . ¢ ¢ ¢ ¢ o 4 v v v e o o a o o 1500
Insulation resistance - Megohms/1000 ft, min.
GD Conductor to inner shield. . . . . ¢ « . . ¢ ¢ ¢« ¢ ¢« v ¢ o o s 500
Shield to shield . . . . . . . . . . . Ve e e e e e e e 100
. ® Outer shield O Water. . . . . . o« « « ¢« o & o o « o o o o« « o 4 10
g
- Denotes changes
&! Page 1 of 2

) - Beneficial comments (recommendations, additions, deletions) and any pertinent
: data which may be of use in improving this document should be addressed to:
Commander, Naval Ship Engineering Center, Center Building, SEC 6124, Prince
. George's Center, Hyattsville, Maryland 20782 by using the self-addressed
i‘ Standardization Document Improvement Proposal (DD Form 1426) appearing at

the end of this document or by letter.

L! FSC 6145
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MIL-C-915/€1B

EXAMINATION AND TEST (con.):

Requirements

Group A:
Visual and dimensional
Hydrostatic (open end) (Test every shipping lenath) - At a gage

pressure of 1000 pounds per square incn (lb/inz) for 6 hours,

leakag@. .« o ¢ « o+ e 4 e e e e e s s e s e e e e e e e e e e Zero
Capacitance - At 1 kilohertz (kHz), picofa:rad per foot (pF/ft.)
MAX. o« o o o o o » o o o o s o o o o« o 2 o o s o o o o o o o s e 37 + 1
Group B:
Breaking strength =~ Pounds, min . . . . . . ¢ « 4 ¢ e e e e 4 o4 e . . 150
Physicals (unaged)
Insulation
Tensile strength - Pound-force per square inch
(BE/En) s MEN « v v v v e e e e e e e e e e 1500
Elongation - percent, min . . © v e e e e 4 e e e e e e 250
Jacket (outer layer) “
Tensile strength - 1lbf/in“, min e, 1800
Elongation - percent, min . . . e e e e e e e e e e e e 300
Set - inch, max . . . . . . . . C e e e e e e e e e e 3/8
Group C:
Flammability - Inches, max. . . . . . . « + « « « « + . “ e e e e 2
Physicals (aged)
Air pressure heat
Insulation
Tensile strength - percent of unaged, min. . . . . . . S0
Elongation - percent of unaged, min. . . . . . . . . . S0
Permanence of printing (jacket) - cycles, min. . . . . . . . . . .. . 250

QUALIFICATION INSPECTION:

Qualification inspection shall include basic electrical plus all of Groups A, B and C
plus a pressure cycling test in accordance with paragraph 4.8.23, except as follows:

(1) The specimen shall consist of a 10-foot length of completed cable.

(2) Instrumentation shall be connected to one of the protruding cable ends
so that capacitance can be measured continuously durinc the test.

(3) Hydrostatic pressure in the chamber shall be raised from atmospheric

pressure to a gage pressure of 1000 lb/in2 and held for 1 hour. The
specimen shall then be given 10 cycles from a gage pressure of 1000

lb/in2 to atmospheric to a gage pressure of 1000 lb/inz, with a 10-
second dwell time at each extreme. At the end of the tenth cycle,

gage pressure shall be held at 1000 lb/in2 for 1 hour.
(4) Any capacitance measurement during the test which is less than 36
pF/ft. or greater than 40 pF/ft. shall constitute failure.

UNIT ORDERING LENGTH: 500 feet, nom

Custodians: Preparing activity:
Army - MI Navy - SH
Navy - SH (Project 6145-0674-61)

Air Force - 99
Review activ.ties:
Army - EL, AV
hav. - EZ
User act:vizies:
Army - ME, MU, WC
Navy - CG

&US GOVERNMENT PRINTING OFFICE 1976-703=-020/560
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MIL-C-915E
AMENDMENT -2

) 30 May 1980
. SUPERSEDING —
:ﬂ AMENDMENT =1
5 April 1973

MILITARY SPECIFICATION

»
35
[
-

a,
Ve
H
»

3

0 CABLE AND CORD ELECTRICAL, FOR SHIPBOARD USE

GENERAL SPECIFICATION FOR

This amendment forms a part of Military Specification
MIL-C~915Fk, dated 1 August 1972, and is approved for
use by all Departments and Agencies of the Department
of Defense.

PAGE 3
2.1: Add the following Military Specification:
"MIL-I-45208 - Inspection System Requirements."”
PAGES 3 and 4

L 2.2: Add the following publication under American Society for Testing
and Materials:

"ASTM D 2240 - Indentation Hardness of Rubber and Plastics
by Means of a2 Durometer."

¢ 2.2: Add the following:

PINSTITUTE OF ELECTRICAL AND ELECTRONIC ENGINEERS
"IEEE-STD-383 - IEEE STD for Type Test of Class 1E Electric
Cables, Field Splices and Connections for
Nuclear Power Generating Stations.

"(Application for copies should be addressed to the Institute of Elec-
trical and Electronic Engineers, Inc., 345 East H47th Street, New York,
NY 10017.)"
PAGE 5
b "3.3.3.1, last sentence: Delete.
PAGE 6
3.3.9, first sentence: Delete and substitute: "Tie cords shall be

of cotton or synthetic fidber having a maximum diameter of 0.065 inch and
a minimum breaking strength of 30 pounds."

FSC 6145
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MIL-C-915E
AMENDMENT-2

3.4,7: Delete and substitute:

*3.4.1 Copductor astranding. The size and quantity of individual
conductor strands and the total circular-mil area of the conductor, unless
otherwise specified on the specification sheet, shall be in accordance
with tables I, II, or II1, as applicadle, in accordance with the conductor
size designation indicated on the specification sheet. When AWG sizes
are specified on the specification sheets for conductors, they shall be
in accordance with ASTM B 8."

PAGE 8

Table 111, column 2: Delete all values under "Rope®™ and substitute
the following:

Number
of

strands

Minimunm

" 49
228

304
336

209

49
532
304
133

2107
418
2646
259
3325

259
648

760
427
988

259
1254
6384

259
2052

259
427
827
4033"
Page 2 of 10
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MIL-C-915E
AMENDMENT -2

PAGE 10

Table IV: Add the following as color, conductor or group No. "S0",

Color, conductor | Background First tracer Second tracer
or group No. or base color color color
"50 Black Orange Red*
PAGE 12

Add the following paragraphs:

"3.4.9.1,5 T isted pair identification code. This code shall con-
sist of numbers in sequence running from 1 through the number corresponding
to the total quantity of twisted pairs in the cable. Both conductors in
each pair shall be numbered the same, denoting the sequence number of the
pair. Distinction between the two conductors is provided by different

colored insulation. Conductors of a cable with a single pair need not
be numbered.

*"3.4.9.1.6 Twisted triad identification code. This code shall con-
sist of numbers in sequence running from 1 through the number corresponding
to the total quantity of twisted triads in the cable. All three conductors
shall be numbered the same, denoting the sequence number of the triad;
distinction between the three conductors 1s provided by different colored

insulation. Conductors of a cable with a single triad need not be
numbered.” :

PAGE 13

Add the {ollowing paragrabh:

"3.4.9.2.6 Method 6. Identification method 6§ shall consist of
numerals printed in ink on the conductor insulation. For conductors having
a jacket directly over the insulation, the numerals may be printed in ink
on the jacket, at the manufacturer's option. White ink shall be used for
a red or black background; black ink shall be used for a white background.
Numerals shall be upright on the logitudinal axis of the conductor (see

figure 6). Numeral width shall be proportional to conductor, outside
diameter (o0.d.) as follows:

Conductor (o0.d.) Numeral width
(inch) (inch)
0.040 -~ 0.050 0.020
.051 - .070 .025%
.07T1 -« .095 . 030

Page 3 of 10
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MIL-C-915E
AMENDMENT-2

Numeral height shall be 2-1/2 to 3 times numeral width. Each numeric
legend shall be underlined. Two-digit legends shall have the bottom
numeral underlined. Legends shall be alternately inverted and shall be
repeated at intervals not greater than 1-1/2 inch.

6

Height

Width

|
W

7 )|

SH11547

FIGURE 6. Conductor of péir number 33."

Page 4 of 10




"4.1.1

Ld T;ble VII:

Inspection system.

MIL-C-91SE
AMENDMENT -2

PAGE 16

Add the following parasgraph as 4,1,1:

covered by this specification.
ance with MIL-I-45208."

PAGE 17

Delete and substitute:

The contractor shall provide and maintain
an inspection system acceptable to the Government for supplies and services
The inspection system shall be in accord-

"Table VII - Qualification specimens and groups,

Group

No.

Qualification

Flame Propagationl/

Type and SizeZ/

Types and Sizes

Comprising the Group

Wwn -

- -
- O0OWOoo-NOW &

-
w N

MDU-6 & MDU-23

MSCU-10, MSCU-34 &

TSGU-14

PBTMU-15
PI-12, TPS-9

TCTX-7

DLT . . . . .
DRW . . . . .
Dss-3 . . . .

DSWS . . . .
ECH . . . . .
JAS . . . . .
MCOS-6

MCSF. .
MDU-23

MHOF-30
MMOP. .

MNW-10 . . .
Mscu-10 . . .

~

MWF-24 ., . .
PBTMU-15 . .
PI-12 . . . .

§28 . . . . .
TCTX—7 . . -

THOF~-9 . . .

]

THOF-150 . .

Page 5 of 10
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DLT

SRW, DRW, TRW

All sizes of DSS, TSS, FSS,
58S and 7SS

DSWS

ECM, MSP and MSPW

JAS

All sizes of MCOS

MCSF ’

All sizes of MDU

All sizes of MHOF

All sizes of DCOP, TCOP and

MMOP

All sizes of MNW

All those sizes of DSGU,
TSGU, FSGU, MSCU, 7SGU,
and TCTU which have con-
ductor sizes 23 and smaller
All sizes of MWF

All sizes of PBTMU and TSP
All sizes of PI, DPS, TPS,
FPS and 7PS
S28

All sizes of
TCTX

S{zes 42 and smaller of
types DHOF, THOF and FHOF,
except type-and-size
THOF-14

Sizes 60 and larger of types
DHOF, THOF and FHOF; type-
and-size THOF-14; type CVSF

TCJU|

TCJX, TCKX and

G A At A A |

{
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| MIL-C-915E
; AMENDMENT -2

“able VII - Qualification specimens and groups. - {(Continued)

Group Qualification I Tvpes and Sizes

l

No. Flame propagationl’/ | Type and 8iz~. | Comprising the group

21 TNW-150 A.l1 sizes of DNW, TNW, FNVW,
UNWB and BNW6

22 TPNW-20 TPNW-20 . . . All sizes of TPNW

23 TPU . . . . . TPU

rd TSGU-50 & TSGU-150 TSGU-150 . . All those sizes of SSGU,

DSGU, TSGU, FSGU and 6SGU
which have conductor sizes
50 and larger

25 TTOP-10 . . . All sizes of TTOP
26 TTRS-8 . . . All sizes of TTRS
27 TTSU-10 TTSU-10 . . . All sizes of TTSU
28 MS & MU MsS . . . . . All sizes of MS, MU, 2SJ,
R 3S8J and 4SJ
29 1S50MU-16 . . All sizes of 1SAU, 1SMU,
1S50MU, 1S75MU and 1SU.
30 2AU-40 . . . All sizes of 2AU, 2U, 2SU
o . 3SU and 13U,
31 25WAU-10 . . All sizes of 1SMWU, 1SWU,
2SWAU, 2SwWU, 2WAU, and 3SWU.
32 2SWF-7 . . . All sizes of 1SWF, 2SWF
and 3SF. .
33 SKVISGU-~100 SKVTSGU~100 . All sizes of SKVTSGU
34 2UW-42 ., . . 2UW
35 TPUN . . . . TPUM

Y7 Types and sizes required for flame propagation test for group qualiflca-
tion.

2/

- Type and size required for group qualification. Additional type and
size requirements for flame propagation test as indicated. Suggested
specimen length 13 200 feet for all qualifying types and sizes, except
2SWAU-10, for which it is 500 feet. Additional length of cable re-
quired where flame propagation test is specified.”

e PAGE 20

§4,.6.1: Delete and substitute:

"4.6.1 Sampling procedure for comparison inspection. Once a manu-
facturer's product has been qualified, the manufacturer shall submit one
specimen for comparison inspection from the first lot of each type and
size that he produces. Thenceforth, the manufacturer shall subnit one
-specimen of each type and size that he produces within esch calendar year.
The entire 1ot of cable or cord which is represented by the specimen sub-
mitted for comparison inspection shall be retained by the manufacturer
until he re~eives, from the Government, notice of the results of comparison
inspection.

‘ Page 6 of 10
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§.6.1.2:

"(a)
n(b)
"(c)

"(d)
"(e)
n(f)

"(g)

MIL-C-915E
AMENDMENT -2

Add the following items (a) through (g):

Manufacturer's name,

Cable type-and-size designation.

Applicable specification (that is, the MIL-C-915 specifica-
tion sheet number).

The test or qualification reference.

Footage represented by the specimen,

The number of the coil or reel from which the specimen

was taken,

Either the manufacturing number or the order number
assigned by the customer."®

PAGES 25 and 26

5.8.8 through 4.8.8.3.1: Delete and substitute:

"h.,8.8 Cable aging and compatibility (125°9C). This test 1s appli-

cable to cables having either thermosetting insulation or silicone rubber-
glass tape insulation, and is for the purpose of detecting any significant
degradation in the characteristics of the cable or {ts components, result-
ing from either component incompatibility or prolonged overheating. The
cable aging may be accomplished either by the current overload method or
by the hot sir oven method.

"y.8.8.1

Specimens. The specimen for the current overload method

shall consist of a length of completed cable approximately 40 feet long.
The specimens for the hot air oven metht~a shall consist of two lengths

of completed cable: One length approx ‘rately 30 feet long and one length
2 feet plus 24 times the overall diamecer of the specimen.

"y.8.8.2

Apparatus. The test apparatus for both methods shall

consist of a heat chamber or oven, a means of measuring and controlling
the chamber or oven temperature within plus or minus 3°C of the specified
temperature for a continuous period of U400 hours, an internal mercury
thermometer and a rack or other means of supporting the specimen or speci-
mens within the chamber or oven. For the current overload method there
shall be a-source of current capable of supplying the required amount of
current for a continous period of 400 hours. For both methods there shall
also be a mandrel having a diameter of approximately 12 times the specinmen

diameter.

"4.8.8.3
of two parts:

"4y.8.8.3.1

Procedure. The procedure for each method shall consist
(1) heat aging; (2) bending.

Part one -~ heat aging. (May be accomplished by either

of the following methods).

(a)

Current overload method. Prior to heat aging, the specimen

shall be given the voltage withstand and the insulation
resistance tests., The maximum values of insulation
resistance measured for each conductor shall be recorded,
During aging, conductor temperature shall be determined
either by direct measurement or by the measurement of
change of copper resistance, For the direct measurement
method, a thermocouple shall be inserted through a small

Page T of 10
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MIL-~-C-915E
AMENDMENT -2

knife puncture in the cable, approximately midway between
the ends of the specimen, For cables having only one layer
of conductors, the thermocouple shall be placed in contact
with the strands of any conductor. For cables having more
than one layer of conductors, the thermocouple shsll be
placed in contact with the strands of any conductor in

the {nnermost layer. Thermocouples shall also be attached
to the jacket of unarmored cables. In the case of armored
cables, the thermocouples shall be attached to the armor.
The specimen shall bde placed into the chamber so as to

have a straight section of approximately 7 feet, and so

as to permit free circulation of convection air currents.
The chamber temperature shall be maintained at 50°C g 3°C
during the 400-hour period. The amplitudes of loading
currents shall be such as to maintain each conductor at

a temperature of 125°C & 5°C continuously for 400 hours.
Readings of time, chamber temperature, jacket or armor
temperature, and the current in each conductor shall be
recorded at 15-minute intervals during the first hour,

at 1-hour intervals during the next 5 hours, and twice
daily thereafter for the duration of the test., Record
shall also be made of any gas or fumes emanating from the
specimen, and of any oozing of material from the ends of
the specimen. In the case of armored cable, record shall
also -be made of any exudation of the jacket material
through the armor. At the end of the 400-hour test period,
the specimen shall be allowed to cool to room temperature.
Then it shall be given the voltage withstand and the insu-
lation resistance tests. The maximum insulation resistance
values measured for each conductor shall again be recorded.
From the portion of the 40-foot specimen which was kept
straigh€ during the heat aging, & specimen having an
approximate length of 2 feet plus 24 times the overall
diameter of the specimen shall be taken. This specimen
shall be used for the bending procedure. From the remain-
der of the 40-foot specimen, an additional specimen shsall
be taken an given the cable filler removability test.

Hot air oven method. Prior to heat aging, the 30-foot

specimen shall be given the voltage withstand and the insu-
lation resistance tests. The maximum value of insulation
resistance measured for each conductor shall be recorded.
The two specimens shall be suspended horizontally in the
oven, with the shorter specimen kept straight. The oven
temperature shall be maintained at 125°C 1 3°C during the
400-hour period. Record shall be made of any gases or
fumes emanating from the specimens and of any oozing of
material from the ends of either specimen. 1In the case

of armored cable, record shall also be made of any exuda-
tion of jacket material through the armor. At the end

of the 400-~hour test period, the specimens shall be allowed
to cool to room temperature, . The shorter specimen shall

be used for the bending précedure. The 30-foot specimen
shall again be given the voltage withstand and the insula-
tion resistance tests. The maximum value of insulation

Page 8 of 10
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o MIL-C-91SE
AMENDMENT -2

resistance measured for each conductor shall again be re-~
corded, One additional specimen shall then be taken froa
the 30-foot specimen, and given the cable filler remova-
bility test."

4.8.8.8, {tems (b), (c), and (d), line 1: Delete "R0-foot",
PAGE 29 ‘

8.8.16.2.4, 1line 3: Delete "certerlines®™ and substitute
"centerlines©,

PAGES 34 and 35
4,8.22.3.2, fourth sentence: Delete and substitute: "Each specimen

shall be stretched at a uniform rate of 20 inches per minute (unless other-
wise specified on the specification sheet), until rupture.”®

PAGE 37
L Add the following paragraphs 4.8.31 through 4.8.31.3 and 4,.8.32
through #.8.32.2:
s *4.8.31 Flame propagation. The cable shall be tested in accordance

with IEEE-STD-383 flame test procedure using the ribdbon gas burner, verti-
cal tray configuration.

L4 "3.8.31.1 Qualification specimens. The cable type and size required
for group qualification shall be in accordance with table VII,

L4 "8.,8.31.,2 Observation. Cables which propagate the flame and bdurn
the total height of the tray above the flame source fail the test. Cables
which self-extinguish when the flame source is removed pass the test.
Cables which continue to burn after the flame source is removed shall be
allovwed to dburn in order to determine the extent.

L4 *4,8.31.3 Report. The report shall include the cable type, size,
flame temperature, length of time of afterburn, overall distance of damage
to the jacket above the level of the burner, and overall distance of damage
to the individual conductors, above the level of the burner, dripping or
flaming material falling from the cable onto the floor.

. "4.8.32 Durometer hardness (type A). The durometer hardness of
the material shall be tested in accordance with ASTM D 2240, type A.

L "4.8.32.1 Specimen preparation. The specimen shall be a single
thickness of material conforming to the requirements of ASTM D 2280. Pre-
paration of the specimen shall ef{ectively represent the curing cycle of
the material as used in manufacture of the cable,.

. "4§,.8.32,2 Report. The report shall be in accordance with
ASTM D 2230 and shall include details regarding sample preparation and
cure cycle.,”

Page 9 of 10
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MIL-C-915E
AMENDMENT -2

PAGE 41
5.9.5.1, line 5: _After "3ll other conductors®", add "and",
PAGE 4%

4.9.8.2, first sentence: Delete and substitute: "The test voltages
shall be as specified in the applicadble specification sheet. The point
of application shall be conductor to conductor unless otherwise specified
on the applicable specification sheet."

PAGE 52
Index, after "drip” add the following listing:

Paragraph Page
"Flame propagation . . . . « « ¢ « + +» o« » o H,B.3 37

NOTE: The margins of this amendment are marked "®" to indicate where
changes (additions, modifications, corrections, deletions) from the
previous amendment were made. This was done as a convenience only and
the Government assumes no liability whatsoever for any inaccuracies in
these notations. Bidders and contractors are cautioned to evaluate the
requirements of this document based on the entire content irrespective
of the marginal notations and relationship to the last prevous amendment.

Custodians: Preparing activity:
Army - MI Navy - SH
Navy - SH ' (Project 6145-0696)

Air Force - 85
Review activities:
Army - AV, CR
Navy - EC
User activities:
Army - ME, AR, AL
Navy - CG

U.S. GOVEANMENT PRINTING OFPFICE: 1980-~-803-121/2870
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MIL-C-91%E

1 August 1972
SUPERSEDING
MIL-C~-00915D (SUINS)
20 March 1972
MIL-C-915C

15 March 1968

(See 6.7 and 6.8)

MILITARY SPECIFICATION
’ CABLE AND CORD ELECTRICAL, FOR SHIPBOARD USE

GENERAL SPECIFICATIONS FOR

] This specification is approved for use by all Departments and Agencies of the
Department of Defense.
1. SCOPE
] 1.1 Scope. This specification covers electrical cable, and cord for shipboard
applications.
[} 1.2 Classification. Cables and cords covered by this specification shall be classi-

fied as watertight and non-watertight constructions and further classified for flexing and
non-flexing service for power, lighting, control, communications, instrumentation and
electronic applications.

1.2.1 watertight, non-flexing service.

Power and Lighting:

Type DRW Two conductors 3000 volts
DSGU Two conductors 1000 volts
FSGU Four conductors 1000 volts
MDU Nineteen conductors 600 volts
SRW Single conductor 3000 volts
SSGU Single conductor 1000 volts
TRW Three conductors 3000 volts
TSGU Three conductors 1000 volts
SKVTSGU Three conductors S000 volts
6SGU Six conductors 1000 volts
78GU Seven conductors 1000 volts
Control:
Type MSCU 7 through 91 conductors 1000 volts

Electronic, Communication and Instrumentation:

Type ECM 56 single conductors plus
8 shielded pairs 600 volts
MSPW 59 conductors (8 shielded
pairs, 3 shielded triads,
34 shielded singles)
PBTMU 5, 15 and 30 pairs
TCJU 1 pair
TCJIX 3, 7 and 12 pairs
TCKX 1, 3, 7 and 12 pairs
TCTU 1 pair
CTX 3, 7 and 12 pairs
TSP 11 and 31 pairs ' 300 volts
TTSU 1-1/2 through 60 pairs 300 volts
18MwU 70 shielded singles
18wWu 2, 14, 20 and 30 shielded
singles

rSC 6145
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2SWAU 3 through 61 shielded pairs

2SWU 1 through 61 shielded pairs

2WAU 40 pairs with overall shield 600 volts
{ ] Iswu 3 through 44 shielded triads

1.2.2 watertight, flexing service.

Power:
Type DSWS Two conductors shielded
MCSF Four conductors (2-$#6 and 2-#1 AWG) 600 volts
Control:
Type MWP 7 through 37 conductors 600 volts

Electronic, Communication and Instrumentation:

Type DLT Four conductors 300 wvolts

DSSs - Two conductors with overall shield 600 volts
FSsS Four conductors with overall shield 600 volts
828 Two conductor (concentric)
TPU Six pairs
TSS Three conductors with overall shield 600 volts
1SWF Two shielded singles
2SWF 3, 4 and 7 shielded pairs

'} $sS Five conductors (4 singles and one 600 volts

shielded single) with overall shield

7SS Seven conductors with overall shield 600 volts

1.2.3 Non-watertight, non-flexing service.

Power and Lighting:

TYpe DNW Two conductors 1000 volts
oPS Two conductors 600 volts
PNW Four conductors 1000 volts
res Four conductors 600 volts
TNW Three conductors 1000 volts
TPS Three conductors 600 volts
283 Two conductors with overall shield 600 volts
3isy Three conductors with overall shield 600 volts
487 Four conductors with overall shield 600 volts
7PS Seven conductors 600 volts
Control:
TYPe MNW 7 through 44 conductors 1000 volts
MS 37 conductors with overall shield 300 volts
MU 14 conductors 300 volts

Electronic, Communication and Instrumentation:

Type MRI Twisted pair and twisted triad
MSP 59 conductors (8 shielded pairs, 3
shielded triads, 34 shielded singles)
PI 3, 7, and 12 shielded pairs
TPNW 1-1/2 through 40 pairs 300 volts
1sau 44 shielded singles
1sMU 5 shielded singles
1su 36 and 60 shielded singles
1sS0MU 16, 20, 40 and 70 shielded singles
1S75MU 8 shielded singles
2AU 40 pairs with overall shield 600 volts
28J 2 conductor with overall shield 600 volts
2su 3 through 61 shielded pairs
U 10 through 60 pairs with overall
2 shield 300 volts
100
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3isJg Three conductors with overall shield 600 volts
Isu 3 through 44 shiclded triads
k1) 3, 7 and 12 triads
4SJ Four conductors with overall shield 600 volts
’ l.2.4 Non-watertight flexing service.
Power and Lighting:
Type CVSF Four conductors (3-#53 and 1-#33) 600 volts
DHOF Two conductors sizes 3 through 400 600 volts
PHOF Four conductors sizes 3 through 133 600 volts
JAS Four conductors -(2-#250 and 2-46) 600 volts
SHOF Single conductors sizes 3 through 800 600 volts
SSF Single conductor 600 volts
THOF Three conductors, sizes 3 through 600 600 volts
TRF Single conductor 600 volts
TRXF Single conductor 125 volts
Control:
[ ] Type MHOF ? through 61 conductors 600 volts
Electronic, Communication and Instrumentation
Type DCOP Two conductors 300 volts
MCOS Multi conductors-shielded 600 volts
MMOP Five conductors 300 volts
TCOP Three conductors 300 volts
TTOP 3 through 15 pairs 300 volts
TTRS 2 through 16 shielded pairs 300 volts
ASF 7 shielded triads 600 volts
2. APPLICABLE DOCUMENTS
[ ] 2.1 The following documents, of the issue in effect on date of invitation for bids
or request for proposal, form a part of this specification to the extent specified herein:
SPECIFICATIONS
FEDERAL

QQ-R-175 - Resistance Wire.
TT-P-320 - Pigment, Aluminum: Powder and Paste, For Paint.
PPP-V-205 - Veneer, Paper Overlaid, Container Grade.

MILITARY

MIL-G-160 - Grips, Cable (Naval Shipboard Use).
MIL-C-572 - Cords, Yarns and !fonofilaments, Organic Synthetic Fiber.
MIL-Y-1140 - Yarn, Cord, Sleeving, Cloth and Tape-Glass.

MIL-C-12000 - Cable, Cord and Wire, Electric,

MIL-C-915E

Packaging of.

MIL-L-17331 - Lubricating Oil, Steam Turbine (Non-Corrosive).

MIL-S-24235/1 - Stuffing Tube, Bulkhead, Pressureproof.
MIL-5-24235/2 - Packing Assemblies for Pressureproof Bulkhead Stuffing Tubes.

See Supplement-~l for applicable specification sheets.

STANDARDS

FEDERAL

FED-STD-595 - Colors.

(Copies of specifications, standards, drawings and publications required by suppliers
in connection with specific procurement functions should be obtained from the procuring

activity or as directed by the contracting officer).

] 2.2 Other publications.
the extent zpecified hercin.

The following documents form a part of this specification to
Unless otherwise indicated. the issue in effect on datec of

invitation for bids or request for proposal shall apply.
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AMERICAN SOCIETY FOR TFESTING AND MATERIALS
ASTA-B 3 - Soft or Anncaled Copper Wire.
ASTM-B 8 - Concentric-Lay-Stranded Copper Conductors, llard, Medium-Hard,
or Soft.

ASTM-B 33 - Tinned Soft or Annealed Copper Wire for Electrical Purposes.

ASTM-B 172 - Rope-lLay Stranded Copper Conductors Having Bunch-Stranded
Members, for Electrical Conductors.

ASTM-B 173 - Rope-Lay Stranded Copper Conductors Having Concentric Members,
for Electrical Conductors.

ASTM-B 174 - Bunch-Stranded Copper Conductors for Electrical Conductors.

ASTM-B 189 - Lead-Coated and Lead Alloy-Coated Soft Copper Wire for
Electrical Purposes.

ASTM-B 193 - Resistivity of Electrical Conductor Materials, Test for.

ASTM-B 228 - Concentric-Lay-Stranded Copper Clad Steel Conductors.

ASTM-B 258 - Standard Nominal Diameters and Cross-Sectional Areas of AWG
Sizes of Solid Round Wires Used As Clectrical Conductors.

ASTM-B 286 - Copper Conductors For Usc In Hookup Wire For Electronic Equipment.

ASTM-B 355 - Nickel-Coated Soft or -Annealed Copper Wire.

ASTM-D 297 - Rubber Products, Chemical Analysis of.

ASTM-D 1458 - Fully Cured Silicone Rubber-Coated Glass Fabric and Tapes

for Electrical Insulation, Testing.

KA A S N

(Application for copies should be addressed to American Society for Testing and
Materials, 1916 Race Street, Philadelphia, Pennsylvania 19103.)

UNDERWRITERS' LABORATORIES, INC.

? (Application for copies of publications should be addressed to Underwriters' Labora-
tories, Inc., 1285 Walt Whitman Road, Melville, New York 11746 or 207 East Ohio Street,
Chicago, Illinois 60611.)

AMERICA!N NATIONAL STANDARDS INSTITUTE, INC.
C96.1 - Temperature !Measurement Thermocouples

(Application for copies should be addressed to American National Standards Institute,
Inc., 1430 Broadway, New York, New York 10018.)

NATIONAL ELECTRICAL MANUFACTURERS ASSOCIATION
Insulated Power Cable Engineers Association (IPCEA)
Publication No. 5-66-524 - Cross-~linked-thermosetting-
polyethylene-insulated Wire and Cable for the Trans-
mission and Distribution of Electrical Energy (NE!A
Publication No. WC 7-1971).

(Application for copies should be addressed to National Electrical Manufacturers
Association, 155 East 44th Street, New York, N. Y. 10017.)

(Technical society and technical association specifications and standards are generaily
available for reference from libraries. They are also distributed among technical groups
and using Federal agencies.)

3. REQUIREMENTS

§ 3.1 Detail requirements. Detail requirements or exceptions to the general requirements
specified herein shall be as specified by the specification sheet. In the event of any
conflict between the general requirements of this specification and the specification sheet,
the latter shall govern. Except for those cables having a silicone rubber jacket, the
preferred construction of all cables is without armor. Cables for nonflexing service and
for which the preferred construction is without armor, may be procured with armor. The

special requirements for such alternate construction are shown on the applicable specifi-
cation sheets.

]
Y

e
)
s

] 3.2 Qualification. Cables and cords furnished under this specification which require
qualification (sce applicable specification sheet) shall be products which are qualified
for listing on QPL-915 at the time set for opening of bids (see 4.3 and 6.5).

] 3.2.1 Requalification. Changes in materials and construction shall require the written
approval of the Naval Ship Engineering Center (NAVSEC) Code 6158F. Incorporation of any
changes which have not been 30 approved shall require requalification of the cable or cord
or groups of cables or cords in question.
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All materials used in the construction of those cables or cords
In the case of cables

3.3 Materials.
requiring qualification shall have the written approval of MAVSEC.
or cords not roquiring qualification, lAVSEC approval will not be required, and all
materials in these cables or cords shall conform to the requirements shown in the appli-
cable specification sheets.

3.3.1 Conductors.

3.3.1.1 Standard copper conductors. Standard copper conductors shall be composed of
soft or annealed copper strands conforming to ASTM-B3.

3.3.1.2 lligh strength conductors. Unless otherwise specified on the specification
sheet high strength conductors shall be composed of 30 percent conductivity, high strength,
copper-covered steel strands conforming to AST!M-B228.

3.3.1.3 Tin coating. Tin coating shall be commercially pure tin conforming to ASTM-B33.

3.3.1.4 Lead or lead-alloy coating. Lead or lead alloy coating shall conform to
ASTM-B189.

3.3.1.5 Nickel coating. Nickel coating shall conform to Class 2 of ASTM-B13S5S.

3.3.1.6 Thermocouple wire. Conductors for thermocouples shall conform to ANSI

Standard C96.1.

3.3.2 Insulation. The silicone rubber-coated glass fabric tape jinsulation shall,
before application to a conductor, have a dielectric strength of not less than 475 volts per
mil for tapes which are less than 10 mils thick, and 575 volts per mil for tapes which are
10 mils or more in thickness. These dielectric strength values shall be met after the tapes
have been conditioned for 24 hours at 23°C and 96 percent rclative humidity. The tast
procedure shall be the short-time dielectric breakdown test of ASTM-D 1458. Extruded sili-
cone rubber insulation shall have a specific gravity of not more than 1.55. Other physical
and electrical properties shall be as specified by the specification sheets.

3.3.3 Jackets. The material used for jackets over insulated conductors and groups of
insulated conductors, and for the cable or cord jacket, shall have the physical and elec-
trical properties as required by the specification sheet. Unless otherwise specified on
the specification sheet all thermoplastic cable or cord jackets shall be gray - color No.
26270 of FED-STD-595.

3.3.3.1 Thermoplastic jackets Thermoplastic jackets are polyvinyl chloride and are
classified as standard thermoplastic or special thermoplastic. The special thermoplastic
jacket is used where necessary to provide extra protection. The standard thermoplastic
Jacket is used for lightweight cables or cords which are classified for either flexing or
non-flexing service and the jacket shall be compounded to meet the requirements of the
specification sheet. When a specification sheet specifies a special thermoplastic jacket,
a standard thermoplastic shall be used if the cable is procured with armor.

3.3.4 shields. The materials and constructions for shields of insulated conductors,
groups of insulated conductors and overall cable or cord shall be as required by the speci-
fication sheet. When AWG sizes are specified for wire shields, they shall be in accordance
with ASTHM-B2S8.

3.3.5 Fillers. Unless otherwise specified on the applicable specification sheet,
fillers for cables or cords which are not required to be watertight may be fibrous. Fillers
for cables or cords which are required to be watertight shall be non-fibrous or a combina-
tion of non-fibrous and fibrous as required by the specification sheet.

3.3.5.1

Fibrous fillers. Fibrous fillers shall consist of either cotton, jute,

synthetic fibers, glass fibers or asbestos.

the type of cable or cord
moisture resistance, or a
meet the requirements for

3.3.5.2 Non-fibrous
material which 1s readily

shields without the aid of solvents, cleansers or tools.

The material selected shall be appropriate for
in which it is used, and shall have been treated for flame or
combination of both, as necessary, to enable the cable or cord to
the particular type of cable or cord.

fillers . Non-fibrous fillers shall consist of elastomeric
recmovable from insulation of conductors and insulating tapcs over
The acceptability of the material

shall be determined by the cable filler removability test and the applicable cable aging and

compatibility test.
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St ] 3.3.6 Tapes. Tapes shall be of the material as specified in the specification sheet
e or shall be a type approved by MNAVSLCC for the specific cable or cord construction.
3.3.7 Braids (identification). Colored braids used for conductor identification

shall be of rayon in accordance with MIL-C-572.

. 3.3.8 Braids (glass). Glass braids for use on silicone insulated conductors shall be
N composed of the appropriate size of either staple or continuous fiber conforming to MIL-Y-
":"‘.: 1140.

?}: ') 3.3.9 Tie cords. Tie cords shall be of cotton, glass, or synthetic fiber having a
= maximum diameter of 0.065 inch and a minimum breaking strength of 30 pounds. When necessary
N tie cords shall be treated with a flexible waterproofing compound.

L 3.3.10 Separators. Unless otherwise specified in the specification sheet, separators,
£ when required, shall consist of a wind of glass fibers, synthetic fibers, or cotton; they
A may also be of a tape of cotton, synthetic fiber, paper or polyester. All separators shall

be opaque and the choice of separator material shall be appropriate for the type of cable
or cord in which is is emploved.

3.3.11 Reinforcement. Reinforcing binders or reinforcement for a single or double
layer jacket shall Le a size 3 nylon seine twine having a minimum breaking strength of 15

I pounds. Alternate reinforcement may be used, only when approved by NAVSEC.

1"1 [ 3.3.12 Binders. Binders shall be of the material specified in the specification sheet,

ﬁ:ﬁ or shall be of a material approved by NAVSEC for the specific cable or cord construction.

., "

7}; 3.3.13 Armor wires. The armor wires shall consist of Alclad 5056 aluminum alloy

> having a diameter of 0.0126 +0.0005 inch, a minimum tensile strength of 50,000 pounds per

o square inch (psi) and a minimum elongation (before application to the cable) of 2 percent in
10-inch length.

A 3.3.14 Aluminum paint. Aluminum paint shall consist of aluminum pigment (paste form)
conforming to TT-P-320, in a suitable vehicle of the synthetic resinuous (Phenol-formaldehyde
or glyceride) type designed for good penetration, high bending power, resistance to water

and oil, and with flexibility at temperatures up to 100°C.

3.4 Construction.

% 3.4.1 Conductor stranding. The size and quantity of individual conductor strands and

e’ the total circular-mil area of each conductor shall be in accordance with table I, II or
III as applicable in accordance with the size designation specified by the specification
sheet.

3.4.1.1 Concentric-lay-stranded. The length and direction of lay and the type and
number of joints in concentric-lay-stranded conductors shall be in accordance with ASTM-BS or
. ASTM-B286, as applicable.

3.4.1.2 Bunch-stranded. The length and direction of lay and the type and number of
joints in bunch-Stranded conductors shall be in accordance with ASTM-B174.

3.4.1.3 Rope-lay-stranded. The length and direction of lay and the type and number
of joints in rope-lay-stranded conductors shall be in accordance with ASTM-B172 or ASTM-B173,
as applicable.

Table I - Conductor data, concentric-lay stranded (ASTM B-286).

Conductor Number Strand Conductor Conductor Weight
Size of Diameter, Diameter, cross-sectional |[per 1000 feet
ASTM-B286 Strands Nominal Nominal area, nominal approximate
designation (minimum) (inch) (inch) {(circular mils) (pounds)
12-37 37 0.0126 0.088 " 5874 20.20
12-19 19 .0179 .091 6088 20.20
14-19 19 .0142 .072 3831 12.65
S 16-19 19 .0113 .057 2426 7.97
L 18-19 19 .0100 .051 1900 5.02
- 18-7 7 .0159 .049 1770 5.02
L ¢
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Table I - Conductor data, concentric-lay stranded (AST B 286) (Cont'd).
Conductor Number Strand Conductor ! Conductor Wiciraht
Size of Diamcter, | Diamcter, cross-scctional | per 1N00 feet
ASTM-D286 Strands Nominal Nominal area, nominal approximate
designation (minimum) (inch) (inch) (circular mils) (pounds)
20-19 19 .0080 .041 1216 3.16
N 20-7 7 .0126 .038 1111 3.16
.- 22-19 19 .0063 .032 754 1.98
P_'
'{. 22-7 ? .0100 .031 700 1.98
. 24-19 19 .0050 .026 475 1,24
24-17 7 .6080 .025 448 1.24
b
. 26-19 19 .0040 .021 304 .780
o 26-7 7 .0063 .020 278 .780
P - 28-19 19 .00131 .016 183 .490
- 28-7 7 .0050 .016 175 .490
I 30-7 7 .0040 .013 112° .309
Table II - Conductor data, concentric-lay stranded (llavy Standard).
Max. conductor
' resist. (d.c.)
|Conduct°r Number Strand Conductor Conductor cross- per 1000 feet Weight per
size of diameter | diameter sectional area at 25°C 1/ 1000 feet
Navy strands Nominal | Nominal (circular mils) - Approx.
! Standard [Minimum) {(inch) | (inches) | (Nominal) | {filinimum)| Bare <Coated (Pounds)
: (Ohms) |(Ohms)
. 1(7) 7 0.013 0.038 1,119 1,096 19.89 10.3 3.4
i 2(7) 7 .016 .048 1,779 1,743 |6.25 6.50 5.5
; 3(7) 7 .020 .060 2,828 2,771 |3.92 4.07 8.7
3(19) 19 .013 .063 3,036 2,975 |3.64 3.80 9.3
4(7) 7 0.025 0.076 4,497 4,407 | 2.46 2,52 14
6(7) 7 .031 .092 6,512 6,382 [1.69 1.73 20
9(7 7 .036 .108 9,016 8,836 |1.23 1.2% 28
14(7) 7 .045 .136 14,340 14,050 |0.770 0.794 44
23(7) 7 .057 .171 22,800 22,340 .486 .493 70
30(19) 19 .040 .202 30,860 30,240 .358 . 365 95
40(19) 19 .045 .226 38,910 38,130 .284 .238 120
50(19) 19 .051 *.254 49,080 48,100 .225 .223 150
60(37) 37 .040 .282 60,090 58,890 .185 .189 190
75(37) 37 .045 317 75,780 74,260 .146 .1l49 230
100 (61) 61 .040 .363 99,060 97,080 .112 .115 310
125(61) 61 .045 . 407 124,900 122,400 .0888 .0904 390
150(61) 61 .051 .457 157,600 154,400 .0704 .0716 490
200(61) 61 .057 .514 198,700 194,700 .0560 .0570 610
250(61) 61 .064 .577 250,500 245,500 .0444 .0453 770
300(91) 91 .057 .628 296,400 290,500 .0375 .0382 910
350(91) 91 .062 .682 349,800 342,800 .0316 .0321 1,100
400 (127) 127 .057 .742 413,600 405,400 .0268 .0273 1,300
500(127) 127 .064 .832 521,600 511,100 .0214 .0217 1,600
650(127) 127 .072 .936 657,600 644,500 .0169 .0172 2,000
800(127) 127 .081 1.050 829,300 812,700 .0134 .0136 2,600
1000(127) 127 .091 1.180 hL,046,000 (1,025,000 .0106 .0108 3,200
1300(127) 127 .102 1.325 n,318,000 (1,292,000 .00843 .008S51 ) 4,100
1600(127) 127 .114 1.485 L,662,000 (1,629,000 .00668 .00676 | 5,100
2000(127) 127 .128 1.670 2,097,000 (2,055,000 .00530f .00536 | 6,300
.74 Coated refers to tin or lead-tin alloy.
7
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MIL-C-915E
' Table III - Conductor data, bunch and rope-lay stranded (Navy Standard)
[ ¥ Max. conductor
i Conductor cross- ‘resist. (d.c.)
Conductor |Number | Strand Conductor sectional area per 1000 feet Weight per
size, of diameter | Diameter (Circular mils) at zs.c.g/ 1000 feet
! Navy strands Nominal Nominal Approx.
' Standard Minimum (Inch) (Inches) Nominal Minimum Bare V Coated | (Pounds)
' (Cir. Mils) (Cir.mils)| (Ohms) '(Ohms)
Bunch: .
172(21) 21 0.005 0.028 525 515 21.1  '22.2 1.6
3/5(M 7 .010 .030 703 689 15.7 16.4 2.2
1(10) 10 .010 .038 1,005 985 11.0 111.5 3.1
1(26) 26 .006 .042 1,034 1,014 10.7 [11.2 3.2
1-1/2(16) 16 .010 .049 1,608 1,576 6.88 | 7.17 4.9
1-1/2(41) 41 .006 049 1,630 1,597 6.78 | 7.15 5.0
2-1/2(19) 19 .011 .057 2,426 2,300 4,75 | 4.90 6.3
2-1/2(26) 26 .010 .061 2,613 2,561 4,23 ¢ 4.48 8.0
2-1/2(65) 65 .006 061 2,594 2,542 4.26 ) 4.51 8.0
4(41) 41 .010 .077 4,121 4,038 2.68 ) 2.81 13
6 (65) 65 .0l10 .097 6,533 6,402 1.6911.78 20
9(90) 90 .010 .120 9,045 8,864 1.2211.28 28
14 (140) 140 .010 .145 14,070 13,790 .786] .823 43
Rope : '
20 (49) x7 .020 .180 19,800 19,400 .562 .582 61
23(228) | 19x12 .010 .190 22,910 22,460 .499 .523 73
26 (49) 7x7 .023 .210 26,250 25,730 .428 .440 82
30(304) | 19x16 .010 .220 30,550 29,940 <374 .392 97
33(336) 7x48 .010 .235 33,370 33,090 . 344 .360 106
42(209) | 19x11 .014 .260 42,110 41,280 272 .284 130
42 (49) Tx7 .029 .260 41,740 40,910 .268 .275 130
53(532) | 19x28 .010 .304 53,470 52,400 .213 .218 169
60 (304) | 19x16 .014 .310 61,260 60,040 .187 .196 190
66 (133) | 19x7 .022 .330 66,379 65,040 171 .175 210
84 (2107) 2107 1/ .410 83,690 82,020 138 |-e~e- 270
83(418) | 19x22 .0T4 .380 84,230 82,560 .136 .142 270
105 (2646)] 2646 1/ .460 105,500 |103,400 108 | ~=wee 340
105(259) | 37x7 ) ¥4 .410 105,500 103,400 .lo8 .113 330
133(3329)| 3325 I/ .520 133,100 |130,400 L0876 --~-~ 430
133(259) | 37x? 1/ .460 133,100 (130,400 .0856] .0892 420
133(684) | 19x36 .0T4 .480 137,800 [135,100 .0830| .0867 440
150(760) | 19x40 014 .510 153,100 |150,100 .0747| .0780 490
168 (427) | 61x7 1/ .520 167,800 (164,400 .0681| .0710 530
200(988) | 19x52 .0Tq .580 199,100 |195,100 .0575{ .0600 630
220(259) | 37x7 .029 .610 220,700 {216,300 .04941 .0507 718
250(1254)] 19x66 014 .680 252,700 247,700 .0453| .0472 800
250 (6384)) 19x7x48 .006 713 250,000 [245,000 .0461 )| --=--~ 821
300(259) | 37x7 .034 .714 300,000 |294,000 L0378 —-=c=~ 926
400 (2052)| 19x108 0l4 .850 413,500 (405,300 .0277( .0289 1,300
500 (259) :37x7 .044 .922 500,000 [490,000 L0238} --=-- 1,585
600(427) ; 61x7 .038 1.013 600,000 |588,000 .0196 | ~-=-- 1,910
650 (427) 61x7 .039 1.053 650,000 (637,000 L0154 | ~---- 2,070
800 (40133) 37x109 014 1.150 812,700 [796,500 .0141 { .0148 2,600
Al/ These are conductors for flexible cables, for which the minimum number of strands and
minimum area are specified. The individual strand diameter is determined from the
2/ required area and the actual number of strands used.
=’ Coated refers to tin or lead-tin alloy.
[} 3.4.2 Separators. Separators employed directly over conductors shall be applied so

as to give 1

1

-percent coverage to the conductors.
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3.4.3 Insulation.

3.4.3.1 txtruded 1insulation. Cxtruded insulations shall be applied concentrically
and to the dimensions required by the specification sheet.

3.4.3.2 Taped insulation. Tapes used as insulation shall be applied. in such a manner
that they lie smoothly and free from wrinkles. The tape width shall be proper for the dia-
meter over which it is applied so as to minimize splits, creases and edge tears when the
completed cable is subjected to bending. Registrations shall be held to a minimum, con-
sistent with the best commercial practice.

3.4.3.2.1 Silicone rubber-glass tapes. Silicone rubber-glass tapes shall be held
from unwinding from conductors when the conductors are exposed and subjected to normal
handling during splicing and terminating. The tapes may be held from unwinding by the use
of self-bonding tapes, by the use of a silicone rubber adhesive or by using self-bonding or
heat sealable polyester tapes over the insulating tapes. All voids within the insulating
wall shall be filled with a comnound so as to exclude air and moisture and prevent the
passage of water through the insulation. Any adhesive or sealing compound shall have no
deleterious effect on the other cable parts during tests or during the normal service life
of the cable.

3.4.4 Glass braids. Glass braids for use on extruded silicone rubber insulation shall
have a thickness of approximately 6 mils. The braid angle shall be such that the completed
cable will conform to all inspection and test requirements.

3.4.5 Braid covering (over glass braid). When a specification sheet requires a
covering over the glass braid, the covering shall consist of a layer or layers of a black
material that will provide high resistance to moisture, abrasion and hydraulic fluids and
also provide a smooth surface for printed identification marking.

3.4.6 Fillers. Fillers-shall be used to provide firmness and roundness of completed
cables or cords and to provide watertightness when required. The type of filler material
shall be as specified in 3.3.S5.

3.4.7 Binder. A binder shall be employed over the assembled core of all cables or
cords to provide a firm core and to serve as a barrier, when necessary, between the core
and cable or cord jacket.

3.4.8 Shields. The material and construction of the shields shall be as specified in
the specification sheet. :

3.4.8.1 Braided wire shield. Braided wire shields shall have the angle of .application
and the percent coverage as required in the specification sheet. The percent coverage and
the angle of application shall be determined by the following formula:

Percent coverage (k) = 100(2?-?2)

Where F = NPd/Sin a
Tan a = 2 // DP/C
a = acute angle of braid with axis of cable or cord
d = diameter (inch) of individual braid wires
D = diameter (inch) of cable under braid
N = number of wires per carrier
C = number of carriers
P = picks per inch of cable or cord length

3.4.8.2 Served wire shield. Wwhen served wire shield is required, it shall be
composed of a serve or wrap of fine copper wires evenly spaced and providing the coverage
as specified in the specification sheet. The percent coverage shall be determined by the
following formula:

Percent coverage = §% x 100

Where N = Number of parallel wires
d = Diameter of individual wires in inches
We'/AD cos a
D = Diameter under shield in inches
& = Angle between serving wires and axis of cable or wire
Tan a ="/ D

T

= Pitch of serving in inches

(2]
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3.4.9 Identification codes and methods.

Individual conductors and grouns of conductors

shall be separatcly Tdentificd. The apolicable identification code and the method by which
the code is applied shall be as specified in the specification sheet.

3.4.9.1 1ldentification codes.

3.4.9.1.1 sStandard identification code.
accordance with table IV.

Standard identification code shall be in

Table IV - Standard Identification code.

] Color, conductor Background First tracer Second tracer
or group tlo. or base color color color

1 Black ——— ——

2 White -—— ~——

3 Red -—- -—-

4 Green - -——

S Orange .- -

6 Blue -— -——-

7 White Black -——-

8 Red Black -—

9 Green Black -—-

10 Orange Black ~=-

11 Blue Black -

12 Black White ———

13 Red White ———

14 Green White ———

15 Blue White —

16 Black Red —-—-

17 White Red -

18 Orange Red ———

19 Blue Red —

20 Red Green ———

21 Orange Green -——

22 Black White Red

23 White Black Red i
24 Red Black White
25 Green Black White
26 Orange Black White
27 Blue Black White
28 Black Red Green
29 White Red Green
30 Red Black Green
31 Green Black Orange
32 Orange Black Green
33 Blue white Orange
34 Black white Orange
35 White Red . Orange
36 Orange White Blue
37 White Red Blue
38 Brown -—- ~~-
39 Brown Black —
40 Brown White -——
41 Brown Red —-—
42 Brown Green ———
43 Brown Orange -~
44 Brown Blue ———
45 White Black Blue
46 Red White Bluye
47 Green Orange Red

48 Orange Red Blue
49 Blue Rad Orange

10
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Table IV - standard Identification Code (Cont'd).
Color, conductor Background First tracer Second tracer
or group Ho. or basc color color color
S1 White Black Orange
52 Red Qran-e Black
53 Green Red Blue
54 Orange Black Blue
55 Blue Black Orange
56 Black Orange Green
57 White Orange Green
S8 Red Orange Green
59 Green Black Blue
60 Orange Green Blue
61 Blue Green Orange
62 Black Red Blue
63 White Orange Blue
‘64 Red Black Blue
65 Green Orange Blue
66 Orange White Red
67 Blue White Red
68 Black Green Blue
69 white Green Blue
70 Red Green Blue
71 Green White Red
72 Orange Red Black
73 Blue Red Black
74 Black Orange Blue
75 Red Orange Blue
76 Green Red Black
17 Orange White Green
78 Blue White Green
79 Red White Orange
80 Green White Orange
81 Blue Black Green
82 Orange White -——-
83 Green Red —-——
84 Black Green -———
85 White Green -—
86 Blue Green ——
87 Black Orange -—-
88 wWhite Orange ———
89 Red Orange -——
90 Green Orange ——
91 B8lue Orange —-——-
92 Black Blue —-—
93 White Blue —-——-
94 Red Blue -——-
95 Green Blue ———
96 Orange Blue -———
97 Yellow -—— ———
98 Yellow Black ———
99 Yellow White ———
100 Yellow Red -———
101 Yellow Green -——-
102 Yellow Orange -——-
103 Yellow Blue -
104 Black Yellow ———
105 white Yellow -———
106 Red Yellow —-———
107 Green Yellow ———
108 Orange Yellow ——
109 Blue Yellow -
110 Black Yellow Red
11
109
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Table IV - Standard Identification Code (Cont'd).
Color, conductor Background First tracer Second tracer

or group lo. or base color color color
111 White Yellow Red
112 Green Yeallow Red
113 Orange Yellow Red
114 Blue Yellow Red
115 Black Yallow white
116 Red Yellow White
117 Green Yellow White
118 Orange Yellow White
119 Blue Yellow wWhite
120 Black Yellow Green
121 White Yellow Green
122 Red Yellow Green
123 Orange Yellow Green
124 Blue Yellow Green
125 Black Yellow Blue
126 White Yellow Blue
127 Red Yellow Blue

3.4.9.1.2 Telephone identification code. Conductor identification code for telephone
cables shall be as follows:

Color or Color or

Conductor No. Color Conductor No. Color
1 Black 7 Brown
2 White 8 Gray
3 Red 9 Yellow
4 Green 10 Purple
S Orange 11 Tan
6 Blue 12 Pink

The mating of conductors for forming pairs shall be as follows:

No. 1 mated with Nos. 2 thru 12 for first 1l pairs
No. 2 mated with Nos. 3 thru 12 for next 10 pairs
No. 3 mated with Nos. 4 thru 12 for next 9 pairs
No. 4 mated with Nos. 5 thru 12 for next 8 pairs
No. 5 mated with Nos. 6 thru 12 for next 7 pairs
No. 6 mated with Nos. 7 thru 12 for next 6 pairs
No. 7 mated with Nos. 8 thru 12 for next S pairs
No. 8 mated with Nos. 9 thru 12 for next 4 pairs
No. 9 mated with Nos. 10 thru 12 for next 3 pairs

No. 10 mated with Nos. 11 thru 12 for next 2 pairs
No. 11 mated with No. 12

3.4.9.1.3 Special identification code. Special identification code shall be in
accordance with tEe following:

Color or Color or

Conductor %No. Color Conductor No. Color
1 Black 7 Brown
2 White 8 Gray
3 Red 9 Yellow
4 Green 10 Purple
5 Orange 11 Tan
6 Blue 12 Pink

3.4.9.1.4 Letter identification code. Letter identification code shall consist of the
letters A, B, C, and D printed in block type and with black, white, red, and green ink,
respectively.
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3.4.9.2 1Identification mathods.

3.4.9.2.1 lethod 1. Identification method 1 shall be surface printing of both numior
and color designations.  7The legend stall be nrinteld 1n contrasting color: oreferably wittoe
ink on black or dark background or black ink on white or light background. The legend shall
be repcated at intcrvals not excecding J-inches and alternate legends shall be inverted.
For examplc: 10-ORAILGC-BLACK AV ~-TONVHO-0T The character type shall be block or italic

and shall have a height in accordance with the diameter over which it is applied as follows:

Diameter range lleight of character
(inch) _ _Approx. (inch) _

0.045 to 0.070 ......ccnivveannnaas.. 0.025
070 to 095 ......ieciiieinneane 1/32

.095 to .115 .......0en. Cerecenan 3/64
L115 to 200 L..iiiicicieiennonaas 1/16
.190 to .250 ...... ceteeaecaa .. 5/64
.235 to .375 ......... ceteeeaeaa 3/32

.330 and larger ......cccvccacnnn 1/8

3.4.9.2.2 !tethod 2. Identification method 2 shall be the use of opaque white polyester
tapes which have been printed with both the number and color designation prior to apolica-
tion. The legend shall be printed with black ink and shall be reneated at intervals not
exceeding 3} inches. The ciharacter type shall be block and shall be approximately 3/32 inch
high.

3.4.9.2.3 Method 3. Identification method 3 shall be the use of solid base colors or
solid base colors with tracers as required. The basc color may be either the color of the
insulation or the color of a coating applied to the insulation. The tracers shall be
approximately 1/32-inch wide ink stripes of the required color applied helically with 1-1/2
+1/4 inch lay.

3.4.9.2.4 lethod 4. Identification method 4 shall be the use of colored braids.
Tracers shall consist of the required colors applied by three adjacent carriers. Where two
tracers are required, they shall be applied with reverse lay.

3.4.9.2.5 Yethod 5. Identification method 5 shall be the use of the printed letter on
the outermost insulating tape or the printed letter on a polyester binder tame over the
insulating tapes. The letters shall be approximately 3/16 inch high and shall have been
printed at intervals not exceeding 3 inches prior to the application of the tape to the
conductor.

Note: If the insulating tapes are white, no printing is required on the
B (white) conductor.

3.4.10 nanufacturer's identification tape. Unless otherwise indicated on the speci-
fication sheet, all cablcs and cords shall contain a continuous, thin, moisture-resistant
marker tape, not less than 1/10 inch wide. The marker tape shall be placed directly under
the cable or cord binder tape or jacket unless otherwise approved by NAVSLC. The tape shall
be printed to show the following information at intervals not grecater than 1 foot: ame
and location of manufacturer; year of manufacture; specification number (MIL-C-915); and
progressive serial number. The serial number is not necessarily a footage marker. A ser:ial
number shall not be repeated by a manufacturer in any one year for any one type and size of
cable or cord.

3.4.10.1 ‘larker thrcads. The use of marker threads in lieu of the manufacturer's
identification tape, in small cables or cords, shall have written approval of NAVSEC.

If approved, marker thrcads shall be in accordance with those assigned by Underwriter's
Laboratory (U.L.) Incorporated, to indicate the manufacturer of the cable or cord. When
U.L. marker threads arc used, yearly marker threads shall also be used to indicate the year
of manufacture, as follows:

Year Color Codes
1971 ..... veeses Red-Yellow
1972 ........... Red-Slate
1973 ..... veese. Red-Green
1974 ........... Red-Brown
197 ........... Red~Black

1976 ........... Red-Pink
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MIL~C-915E
Year Color Codes
) v A A RIuc=YoTlow
1978 ... ..., Biue-Slate
1979 ...l Blue-Green
1980 ....... ‘e Blue-Brown

1981 ......000 Blue-Black

3.4.11 Cable or surface marking. When overall cable or cord jacket surface marking
is required by the specification sheet, ink marking shall be used. The legend shall be
printed in contrasting color: preferably white ink on a dark background or black ink on a
light background. The legend shall consist of the manufacturer's name, the cable or cord

type and sizel/desiqnation, the type of jacket material and the year of manufacture. The
legend shall be repeated at intervals not exceeding 1 foot and the year of manufacture need
not be in line with the balance of the legend.

For example: "Manufacturer's name - MWF-24-NEOP - 1973“

The character type may be either block or italic and shall have a minimum height in accord-
ance with the diameter over which it is applied as follows:

Diameter range Height of character
{inch) Approx. (inch)
0.125 to 0.200 ..... teeresnrsae. 3/64
.200 to .285 ........... ceeees 1716
.285 to .350 ........... ceeee. 5/64
.350 to .500 ........... veese. 3/32
.500 and larger ......... cee... 1/8

Jacket material names shall be abbreviated as follows:

Polychloroprene: NEOP

Standard thermoplastic: STD PVC
Special Thermoplastic: SPL PVC
Chlorosulfonated polyethylene: CSPE

3.4.12 Watertightness. when watertight cable construction is specified in the
specification sheet, all voids within the cable or cord construction shall be filled to
prevent the passage of water longitudinally through the cable or cord.

3.4.13 Jacket reinforcement. When a reinforced polychloroprene jacket is required by
the specification sheet, the jacket shall be applied in two layers with a size 3 nylon cord
applied as a braid or two reverse serves between the layers. The minimum thickness of the
outer layer of jacket shall be 50 vercent of the total. The reinforcement shall be applied
with approximately four picks or crossovers per inch.

.

3.4.14 Braided armor. The armor shall be applied in the form of a braid. The weave
of the braid shall pe of either the "“one over-one under" or the "two over-two under" type.
The weave shall be such that the wires of a carrier are laid closely together, flat and
parallel. The braid shall be applied with maximum tension possible so as to prevent
loosening and creeping but noct to cause broken ends. The braid shall remain snug to the
cable jacket and not spring away when cut. Splices in the braid strands shall be infrequent
staggered, and inconspicuous so as not to increase the nominal diameter of the cable or
result in rough spots. The sclection of the number of wires per carrier and the number of
carriers per braider snhall be such as to produce a basket weave to give a minimum of 88 per-
cent coverage and a braid angle within the limits shown in table V. The number of wires per
carrier shall be not more than shown in table VI.

Table V - Armor braid angle.

Diameter Braid angle
over jacket Minimum Maximum
{Inches) {Degrees) (Degrees)
0.100 thru 0.600 30 60
.601 thru 1.000 35 60
1.001 thru 1.500 40 70
1.501 thru 2.000 45 70
2.001 thru 3.000 50 80
E when applicable.
14
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L] Table VI - Wires per carrier.
1
R Diameter Maximum number of
S under braid ends per carrier .
b {(Inches) !
One over- Two over-
one under two under
0.100 thru 0.400 8 RS >
.401 thru .800 12 : 10
.801 thru 3.000 | 16 . 10

3.4.14.1 Coverage. The 88 percent minimum coverage shall be as determined by the
- following formula:

Percent coverage (K) = 100(2?-?2)

Where,
Tan

NPd/Sin a

2 // oP/C

scute angle of braid with axis of cable
diameter (inch) of individual braid wires
diameter (inch) of cable under braid
number of wires in carrier

number of carriers

picks per inch of cable length

TNZO0Am e

3.4.15 Armor paint. Aluminum paint shall be applied to the armor as soon as practi-

-t cable after completlon of manufacturing operations so as to prevent accumulation of dirt,
moisture, and foreign matter on the braid or in the interstices. The paint shall be properly
dried and shall not be tacky. The painting shall be done preferably by the immersion method
80 as to fill all interstices to the outer cable surface. The paint finish shall provide a
relatively smooth overall coating that will facilitate making watertight glands with stuffing
tubes and packing. The coating shall be flexible and adhere firmly so that it will not
crack, peel, or flake off.

TV
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[ 3.4.16 Dimensional tolerances. Where minimum or maximum dimensions, or both, are
specified, no minus or plus tolerances, respectively, will be permitted. Wwhere a dimension
is specified as nominal, the average dimension shall be not less than the specified nominal.
Where no minimum overall cable or cord diameter is specified, the minimum permissible
diameter shall be not less than 92-1/2 percent of the specified maximum overall cable or
cord diameter. Where a specification sheet gives the maximum overall diameter for unarmored
cables and the cable is procured with armor, the maximum overall diameter shall be increased
by 0.050 inch.

e

’ 3,4.16.1 Conductor insulation wall thickness. For conductor insulation wall thickness
specified as nominal, the average thickness shall be not less than the specified nominal.
The minimum thickness, measured at any cross section, shall be not less than 90 percent of
the specified nominal.

’ 3.4.16.2 Cable or cord jacket thickness. The average thickness of a cable or cord
jacket measured at any cross section shall be not less than the specified nominal. In case
of multiconductor cables or cords the jacket thickness shall be determined from the meas-
urements made at the high point of each conductor taken on a line through the center of the
cable or cord and through the center of each conductor in the outer layer. The minimum
thickness at any cross section shall be not less than 80 percent of the specified nominal.

3.4.17 Centering and circularity.

3.4.17.1 Insulation. The insulation on the individual conductors shall be uniform in
diameter throughout the conductor length. At any cross section, the maximum wall thickness
shall not exceed the minimum by more than 25 percent for specified thickness greater than
0.025 inch, nor by more than 40 percent for specified thicknesses of 0.025 inch and less.

] 3.4.17.2 Cable or cord jacket. The cable or cord jacket shall be applied concentri-
cally to the cable or cord core in a manner to maintain circularity in the completed cable
or cord. The maximum wall thickness of the jacket at any cross section shall not exceed
the minimum by more than 66 percent.

15
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3.4.18 Surfacc condition (cable or cord jacket). The surface of the cable or cord
jacket of all unarmorad cables or cnuls shall be dry and free from anvy coating, film or

treatment which would tend to interferc with the bonding to it of encapsulating or molding
materials normally used in splicing and terminating.

3.5 Electrical properties. All electrical properties of the completed cable or cord
shall be as required by the specification sheet.

3.5 Pphysical properties. All physical propcrties o. the completed cable or cord and
cable or cord components shall be as required by th2 specification shect.

3.7 Repair of insulation or cable or cord jacket. Repair of cable or cord jacket will
not be permitted on unarmored cabl!es which are required to pass a hydrostatic test. Repair
of cable or cord jacket will be permitted on cables or cords rhich are not required to pass
a hydrostatic test, provided the materials and techniques used are such that the finished
cable or cord complies wiih all the requirements of this specification. The materials and
techniques used in the repair of either insulation or cable c¢r cord jacket shall be subject
to approval of !AVSEC. The frequency of repairs shall be held to a minimum.

3.8 End seals. All cables and cords covered by this specificatinn shall have both ends
of each siipping length sealed to prevent the entrance of moisture. !aterials used for end
seals and method of application shall have th¢ written approval of NAVSLC.

4. QUALITY ASSURANCE PROVISIONS

4.1 ' Responsibility for inspection. Unless otherwise specified in the contract or pur-
chase order, the supplier is responsible for the performing (or having performed) all in-
spection requirements as specified herein. Except as otherwise specified in the contract
or order, the supplier may use his own or any other facilities (approved by NAVSEC) for
performing (or having performed) the inspection requirements specified herein. The Govern-,
ment reserves the right to perform any of the inspections set forth in the specification

where such inspections are deemed necessary to assure supplies and services conform to
prescribed requirements.

4.2 Classification of inspection. The examination and testing of all cable, and cord
covered by this specification shall be classified as follows:

(a) OQualification inspection

(b) Specification conformance inspection
(1) Basic electrical
(2) Group A examination and test
(3) Group B tests
(4) Group C tests

(c) Comparison inspection

(d} Conductor inspection

4.3 Qualification tests.a/ Qualification tests shall be conducted at a laboratory
satisfactory to the Naval Ship Engineering Center. (Qualification tests shall consist of

the examination and tests specified on the applicable specification sheet.

4.3.1 Qualification specimens. The manufacturers seeking qualified products listing
shall manufacture and be responsible for testing at least one specirren of cable or cord of
each type, size or group for which qualification is sought. The cable or cord type and
size required for group qualification shall be in accordance with table VII. When a manu~
facturer desires qualification of an individual type or size, the selection of test specimens
shall be subject to review by NAVSEC. A sufficient length of any test specimen must be
manufactured at one time. Suggested manufacturing lengths for test specimens are given in
table VII. The groups are based on simi.ar characteristics and requirements. The Naval
Ship Engineering Center may extend approval of any one type and size of cable or cord to
cover any or all types in the same group: however, NAVSEC may require performance of any

or all qualification inspections on additional types in the same group prior to such
extension of approval. .

7

=" Application for Qualification tests shall be made in accordance with "Provisions
Governing Qualification SD-6" (see 6.5 through 6.5.2).

16

114

2




A P S e 4 b i A s R R S B gy g Fadincy
¢
:;' MIL-C-915E
. Table VII -~ Qualification specimens and groups. -
.-
p G Group 41 Qualifying L/ Types and Sizes
e No. I Type and Size- Comprising the Group
e
P 1 DLT ctcecrececsnscsasnsecse |DLT
o 2 DRW (...ccevecaccncseecss |SRW, DRW, TRW
. 3 DSS~3 .uiiiastvscscessses [All sizes of DSS, TSS, FSS, 5SS and 7SS
4 4 DSWS ...ccoeeecsseacssss. |DSWS )
) s ECM viviseencscsnsessss [ECM, MSP and MSPW.
[ JAS ceceeccsccnecenccess |[JAS
7 MCOS=6 ...eveccsnsscsess|All sizes of MCOS
: 8 MCSF t...iveseaneseessas |MCSF
9 MDU-23 ....cccveneessessAll siZes of MDU
10 MHOF=30 .....¢00es0e0s..|All sizes of MHOF
11 MMOP ...cveevsseseeessese|All sizes of DCCP, TCOP and MMOP
12 MNW=10 ....ccccveevsesso|A)ll sizes of MNW
13 MSCU-10 ....ccc000e.2....|Al)l those sizes of DSGU, TSGU, FSGU,
MSCU, 7SGU, TCJU AND TCTU which have
conductor sizes 23 and smaller.
14 MWF-24 ....ooveveenenns.|All sizes of MWF
15 PBTMU-15 ...............:All sizes of PBT!MU and TSP
16 'PI-IZ tesecsscasacasesss All sizes of PI, DPS, TPS, FPS and 7PS
17 1525 tiniiiiiiniaaaaene..!S28
18 | TCTX=7 4uieeesccsnsesasss|ALl 8izas of TCIX, TCKX AND TCTX.
19 P THOF-9 .....ccvivceeeec..|Sizes 42 and smaller of tynes DHOF,
l THOF AND FHOF, excepting type-and-size
: THOF-14.
20  THOF-150 ......cce.ee...]|SiZzes 60 and larger of types DHOF, THOF
i and FHOF; type-and-size THOF-14; type
CVSF.
21 TNW-150 ....cccvce0ese..f{All sizes of DNW, TNW and FNW.
3 22 TPNW-20 ......i0c0svse¢s.|All sizes of TPNW.
23 TPU .ivscceccannansacsas|TPU
24 TSGU-150 ...cvveeeeeceve.|All those sizes of SSGU, DSGU, TSGU,
FSGU and 6SGU which have conductor
sizes 50 and larger.
25 TTOP-10 ....cvveevecersalAll sizes of TTOP
26 TTRS-8 .......c.ccveeve.|All sizes of TTRS
27 TTSU-10 ....cccevceeeeva..|All sizes of TTSU
28 18U-36 .ccoeeviocereasssf{All sizes of 15U
29 1S50MU~16 ..............|All sizes of 1SAU, 1SMU, '1S50MU and
1S75MU.
30 2AU-40 ........e.eev0...]Al]l sizes of }4S, MU, 2AU, 2SJ, 2U, 3S8J
and 4SJ0.
31 2SWAU-10 ...cieeeesesaae| All sizes of 1SIIWU, 1SWU, 2SWAU, 2SWU,
2SU, 2WAU, 3SU, 3SWU and 3U.
32 2SWF=7 ..uicereeaceacesase All sizes of 1SWF, 2SWF and 3SF.
33 SKVTSGU-100 ............] All sizes of SKVTSGU.

Y4 Suggested specimen length is 200 feet for all qualifying types and sizes,

except 2SWAU-10, for which it is 500 feet.

4.4 Definition of terms. For the purpose of this section, the following definitions

Z} apply:

i- 4.4.1 1Inspection lot. An inspection lot shall consist of the total number of units of
R product of any one type, size, and construction manufactured under the same conditions and
?1 offered for delivery at one time.

4.4.2 unit of product. A unit of product is the unit ordering length as specified on
the specification shcct, except that when the unit ordering length is 500 feet, two Such
lengths shall constitute a unit of product. Random and remnant lengths or spaecial order
lengths may be added together to equal a unit ordering length.

Note: Length tolerances as given for standard lengths shall apply. (See 6.2.2).
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4.4.3 Sample. A sample is one unit of product sclccted from an insmection lot.

[} 4.4.4 Specimen. A specimen is an individual length of cable or cord or an individual
length of a part of cable or cord which has been taken from . sample.

4.4.5 Defective unit. A defective unit is a unit of product from which a specimen
that failed to meet one or more requirements was taken.

4.4.6 Rejected lot. A rejected lot is a lot which contains more than the acceptable
number of defective units.

[ ] 4.5 Specification conformance inspection. Specification conformance inspection shall
be performed on all completed cable or cord in accordance with the procedures given or
referenced herein. This inspection shall consist of basic electrical tests plus groups A,
B and C examination and tests in accordance with the specification sheets.

] 4.5.1 Basic electrical tests. Basic electrical tests shall consist of voltage with-
stand, insulation resistance and conductor resistance. These tests shall be performed on each
length of completed cable or cord. The conductor resistance test shall be performed on all
conductors which have a nominal circular mil area of less than 1600; for conductors which
have a nominal circular mil area of 1600 or greater, the conductor resistance test shall
be performed on conductors selected as follows:

No. of insulated conductors No. of insulated conductors
in cable or cord selected for test

1 thru L A S B §
5 thru 20 ...iiiciivenncennnvencns
21 thru 30 ...ciiveeerennnnnccnnsne
31 thru 42 ...ttt inetcncencannnnne
43 thru 56 .....civiitecenccncsecnn

57 thru 72 ... iiivrecereccascnoanas
73 thru 9l ... ittt etnnrannncnoas
92 thru 110 .....cceevonnnenocceanss 10
111 thru 132 ...ttt inenarnonnecenes 11
133 thru 156 ....ivveveneenocaceeaas 12

VWL NoOVVRa

$ 4.5.2 sampling Esgcedure. The required number of samples for groups A, B and C exami-
nation and tests shall be selected at random from the inspection lot. All nonconforming
starting and finishing ends of completed cable or cord shall be removed by the manufacturer
prior to selecting samples.

] 4.5.2.1 Sampling for group A examination and tests. Samples for group A examination
and tests shall be se?ected from each lot in accordance with the first two columns of
table VIII.

Table VIII - Sampling for group A examination and tests.
Units of product Number of Acceptance number Rejection number
in lot samples defective units defective units
10 or under 2 0 1
11 thru 30 3 0 1
31 thru 90 7 0 1
91 thru 210 15 1l 2
21\ and over 25 2 3

4.5.2.2 sSampling fcr group B tests. Samples for group B tests shall be selected
from each lot iIn accordance with table IX. ‘

Table IX - Sampling for group B tests.

Units of products
in lot Number of samples

8 and under

9 thru 130
31 thru 90
91 thru 210
211 and over

N W N~
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Note 1: The number of conductors from which specimens of insulation shall be
taken shall be chosen as follows:

Number of insulated tumber of insulated conduc.ors
conductors in sample to be chosen for specimens

1 thru . T All
S thru 20 .. ....cccevernsonse
21 thru 30 ......ccccsavcoscns
31 thru 42 .....ccccevcavennes
43 thru 56 ..eeeescsncccancase

§7 thIu 72 euevvnevccoccnsanns
73 thru 91 .iueiiecconccencnns
92 thru 110 ......cecseceeceess 10
111 thru 132 ...ccveevercnsaress 11
133 thru 156 ...oeeeevveecnances 12

VER dAhnae

Note 2: At least one specimen of insulation shall be tested from each
conductor chosen. The minimum number of specimens of insulation
and jacket shall be five. The test result shall be the median
value obtained.

4.5.2.3 sSampling for group C tests. Samples for group C tests shall be selected in
accordance with table X.

Table X - Sampling for group C tests.

Two months' production

(units of product) Number of samples
8 or under 1
9 thru 30 2
31 thru 90 3
91 thru 210 4
5

211 and over

4.5.2.4 Tightened sampling and accept-reject criteria. If the number of defective
units in a lot exceeds the acceptance number for group A examination and tests (see table
VIII), or if there are any failures in group D tests, the manufacturer shall have the option
of reworking the lot and performing examination and tests on the tightened samoling basis in
accordance with table XI. If there are any failures on tests performed on the tightened
sampling basis, if there are any failures in group C tests, or if the manufacturer chooses
not to rework and retest, the lot shall be rejected.

Table XI - Tightened sampling.

Units of
product in lot Number of samples

10 or un-der
11 thru 30
31 thru 90
91 thru 210 1

(V- RV EWY

4.5.2.5 Action in case of rejection. Rejected cable, or cord may be referred to
the Government for determination of acceptability of the point or points of non-commliance,
for the particular contract or order. All non-conforming cable, or cord which contains
a MIL-C-915 marker tape and which is determined to be unacceptable to the Government shall
be recorded with NAVSEC. “ich record shall be furnished to NAVSEC by the manufacturer
within ten days of receivi..7 nctification of non-acceptance. The record shall include the
cable or cord type and size, the: basis for rejection, footage of each length and serial
numbers of the marker tape from each 2nd of each length.

4.5.3 QEQER A examination and :ests. Group A examination and tests as required by
the specification sheet shall L« performed on samples selected in accordance with 4.5.2.1.

4.5.4 Groun I tests. Group B tests as required by the specification sheet shall be

performed on specimens taken from samples selected in accordance with 4.5.2.2.
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4.5.5 Group C tests. Group C test3 as rcquired by the sprcification shcet shall e
performed on soccimens taken trom samnles selected in accordance with 4.5.2.3.  The number
of conductors choscn from cach samplc and the number of specimens of insulation and jacket

shall be the same as for qroup B tests (see 4.5.4).

4.5.6 Certified test reports. For all cables and cords requiring qualification the
manufacturer shall furnish certified test reports to NAVSEC and to all original purchasers
of these cables and cords. A copy of the test report shall be forwarded to NAVSEC upon
shipment of the cable or cord from the factory. The test report shall contain the
following information:

(a) Manufacturer's QPL number and date or serial number and date of HNAVSEC
letter of approval.

(b) A statement to the effect that the product was constructed from materials
listed on the manufacturer's approved details of construction shecet.

(c) A statement that the product meets all of the requirements of this
specification.

(d) Results of all specification conformance tests showing actual values
obtained.

(e) Year and month cable or cord was manufactured.

(f) Serial numbers of the marker tape taken from each end of each length of
cable or cord.

(g) Customer’'s name and contract or order number.

4.6 Comparison inspection. Comparison inspection is testing performed at the Govern-
ment's expense and at a NAVSEC designated laboratory. The purpose of comparison inspection
is to evaluate and compare constructions and test results to specification and qualification
requirements.

4.6.1 sampling procedure for comparison inspection. Once a manufacturer's product has
been qualified, the manufacturer shall submit one specimen for comparison inspection from
the first lot of each type and size that he produces. Thenceforth, the manufacturer shall
submit one specimen from every fourth lot of each type and size that he produces unless
there is a period of one yecar or longer between any two successive lots of the same type and
size in which case, a specimen from the next lot of the same tyrme and size shall be
submitted. The entire lot of cable or cord represented by the specimen submitted for
comparison inspection shall be retained by the manufacturer until notice of inspection
results are received from the Government.

4.6.1.1 Length of specimens. The lengih of specimens required for comparison inspec-
tion shall be as follows:

Length Cable Types

15 feet for 2AU, 3U, 2Svu, 1su, 3su, 2u, MU, MS, 2SJ, 3SJ, 4SJ and
18AU. All sizes.

15 feet for SRW, DRW, TRw, PBTMU, ECM, TSP, MDU, TTOP, MMOP, DCOP,
TCOP, DLT. All sizes.

20 feet for DSWS, MCSF, MHOF, DHOF, THOF, FHOF, CVSF, JAS, TPU, 3SwWuU,

2SWU, 1SWU, 2WAU, 3SF, 1SMWU, 2SWAU, DNW, TNW, FNW, MNW,
TPUW, 1SMU. All sizes.

25 feet for All silicone rubber insulated cables having conductbr 2ize
30 and smaller; 1SSOMU, 1S75MU, MCOS, MSP, MSPW.

35 feet for 1SWF, 2SWF, MWF, S2S. All sizes.

38 feet for All silicone rubber insulated cables having conductor size
40 and larger.

50 feet for DSS, TSS, FSs, 58S, 7SS, TTRS. All sizes.

4.6.1.2 Marking of specimens. All test specimens shall be marked with the following
information:
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N
R 4.6.1.3 Packaging of specimens for shipment. To facilitate handling, specimens may be
(o shipped in boxces or wrapped coils.

4.6.1.4 lotice of shinment. When specimens arc shinped to a laboratory for comparison
r”~ inspection, notice of such sRipment shall be sent separately to the laboratory with a copy
- to NAVSEC. The notice shall contain the same information as required for marking of the
-, specimen.
b",
) '] 4.6.2 Action in case of failure. If any specimen fails one or more of the specified

comparison inspection tests, the 1ot represented by that specimen shall be held in abeyance.
The manufacturer shall have the option of resubmitting the lot, but only after the lot has
. been re-evaluated, the cause of failure determined, and corrective action has been taken. 1If
the manufacturer resubmits the lot, the specimen representing the lot shall be subjected to
the test or tests under which failure occurred plus any other tests which NAVSEC may deem
necessary to assure compliance with this specification. If the manufacturer chooses not to
) - resubmit thne lot, or if the lot is resubmitted and a failure is found, the lot shall be re-
[ jected. Once comparison inspection reveals a failure in a particular type and size of cable
A or cord, all lots of the particular type and size subsequently produced shall be submitted
o until two successive lots pass comparison inspection. The manufacturer shall then resume
‘ the normal rate of submission of samples for comparison inspection.
A

] 4.6.3 Action in case of rejection. Any cable or cord which requires qualification and
. which contains a NMIL-C-915 marker tape and which has been rejected on the basis of comparison
- inspection and has been determined to be unacceptable to the Government shall be recorded
. with NAVSEC. Such record shall be furnished to NAVSEC by the manufacturer within ten days
of receiving notification of non-acceptance. The record shall include the cable, or cord
type and size, the basis for rejection, footage of each length and serial numbers of the
marker tape from each end of each length.

.

[ ] 4.6.4 Test repcrts. OCne copy of laboratory reports covering comparison inspection
shall be forwarded to the cable or cord manufacturer and one copy shall be forwarded to
NAVSEC.

) 4.7 Conductor strand inspection. Before individual strands are assembled into a

conductor they shall be tested for coating when applicable, tensile strength and elongation.
Test procedures shall be in accordance with the applicable ASTM standard referenced in
3.3.1. Lot sizes and number of sSpecimens per lot shall be as follows:

Diameter of individual Number of test
strand (inch) Lot size specimens .
2500 pounds or less 2
0.003 to .013
Each additional 2500 1
pounds or fraction
thereof
5000 pounds or less 2
.014 to .040
Each additional 5000 1
pounds or fraction
thereof
10,000 pounds or less 2
.041 to .129
Each additional 10,000 1l
" pounds or fraction
thereof

Records of tests shall be kept, and copies of the applicable records shall become a part of
the test reports for finished cable or cord.

4.8 Test methods (physical).

4.8.1 Abrasion resistance.

(] 4.8.1.1 s¥ecimens. Specimens shall be approximate); 24-inch lengths of completed
conductor (insulation plus coverings, if any). For cavles or cords containing four con-
ductors or less, one specimen shall be taken from each conductor. For cables or cords
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containing mor~ than four c~onductors, the number of specimens shall be the square root (to
the ncarecst whole number) of the total number of conductors, but in no casc less than four.

(ko e a0

4.8.1.2 Apparatus. The abrading machine shall consist of an 8-inch diameter metal
drum with two agraaan tools mounted 180 degrees apart on the circumference. ELach abrading
tool shall be a 5/16-inch square high-speed steel tool bit (Cleveland Twist Drill Co. #855
or equal). The tool bits shall be ground off so as to procduce 90-degree sharp edges free
of visible nicks, with not more than 0.004 inch per surface being removed. The grinding
wheel used shall be medium grade (Macklin Co. #48A-HB8-V6, or equal). The tools shall be
secured in notches in the rim of the drum so that one diagonal through the cross-section

of the bit is coincident with the diameter of the drum, and the other diagonal is tangent
to the surface of the drum. The distance from the center of the drum to the longitudinal
axis of the tool bit shall be 4 inches. .

/T

i 4.8.1.3 Procedure. Prior to testing, specimens shall be wiped with a clean, dry cloth
- to remove any lubricant or dirt. The test specimen shall be laid over the drum so as to

e extend approximately half way around the drum. One end of the specimen shall be secured to

N the base of the drum support, and a l-pound weight fastened to the other end. The direction
DR of rotation of the drum shall be away from the fixed end of the specimen, toward the

- weighted end. Rate of rotation shall be approximately 17 revolutions per minute. A voltage
from 12 to 120 volts shall be applied between the abrading tools and the conductor of the

specimen.
- 4.8.1.4 gggervation. Electrical contact between the abrading tools and the conductor,
S before the required number of scrapes have been performed, shall constitute failure of the
G specimen.

4.8.2 Accelerated service.

4.8.2.1 specimens. A specimen shall consist of a length of completed cable 15 feet
long.

v.c 4.8.2.2 Apparatus. The test voltage (see 4.8.2.3) shall be 60 Hz, and shall be

-t supplied by either one three-phase transformer or three single-phase transformers. Trans-
former minimum voltage rating shall be equal to the test voltage; minimum current rating
shall be 3 amperes when testing cable rated at 1 kv, and 1/2 ampere when testing cable rated
at 5 kv. The loading current shall be supplied by three single-phase loading transformers
having the secondary winding isolated from ground. Instruments for measuring voltage and
current to an accuracy of plus or minus 2 percent shall be provided.

. 4.8.2.3 Procedure. The specimen shall be formed into a large loop within the test

-t chamber, in a horizontal position so as to permit free circulation of convection air currents.
V- There shall be means of preventing drafts of air from directly striking the smecimen. Each
- phase of the test voltage shall be connected to the conductors of the specimen through a

s fuse. The fuses shall be normal-blow l-ampere for cables rated for 1 kv, and normal-bhlow
1/4-ampere for cables rated for S5 kv. (In lieu of fuses, overload relays having equivalent
tripping characteristics may be used). The specimen shall be heated by the circulation of

. the loading current specified on the specification sheet. Air temperature within the test

S chamber shall be maintained at 30° +2°C. during the test. The test voltages and their

S points of application shall be as follows:

(a) Cables rated for 5 kv:
R (1) 4160 volts from conductor to conductor
- (2) 2400 volts from conductor to armor (when specimen is
- armored)
(b) Cables rated for 1 kv:
(1) 450 volts from conductor ta conductor
(2) 260 volts from conductor to armor (when specimen
- is armored)

S (Four-conductor cables shall have the green conductor either isolated or grounded to the
s armor when the specimen is armored, and shall be treated as three-conductor cables. For

5 six-conductor cables, the physically opposite conductors shall be connected in parallel to
form three pairs, and shall be trecated as three-conductor cables. Tor all sizes of cable,
the voltage and the loading currents shall be maintained continuously for a period of 7
hours, unless dielectric failure occurs before the expiration of this period. Measurement
of the maximum and average temperatures of the cable jacket shall be accomplished by means

- of four thermocouples placed on the top of the specimen, at 2-inch intervals near the mid-
o point of the specimen.)
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4.8.2.4 Observation. Blowing of any fuse or tripping of any overload reclay, before

the expiration of the 7-hour period, shall constitute a failure of the spmecimen. Also, a

jacket tcmnerature exlveding 13520, ~oamdation of the jacket throuah the armor (when sneci-
men is armorcodl}, or S sagaging avay of rhe cable tracket from the founiation of the spacy -
men, within tie 7-nour teot zeriod, snalt constitute failure of the specimen. {(Cxudation

is defined as actual flow or cxpansion of the jacket to such an extent that the armor cuts
through the jacket material. Bulging of the jacket through the armor, without actual flow
or cutting, is not considered cxudation.)

4.8.3 Armor.

4.8.3.1 Physical. Specimens of the armoring wire shall be subjected to tests of
tensile strength, and elongation, springiness, and toughness before amplication to the cable.

4.8.3.1.1 Springiness. A length of armoring wire shall be coiled snugly around a
1/4-inch mandrel for several turns with a tension of not less than 100 grams nor more than
125 grams, and then released. The outside diameter of the coil, as measured in several
places at or near its middle, shall not exceed 3/8-inch.

4.8.3.1.2 Toughness. The tcughness of the wire shall be determined by bending a
specimen back and forth, in a specially designed fixture, over a 0.030-inch radius support.
Each 90-degree movement in either direction shall be taken as one bend. The bends shall
be made under a uniform tension of 100 grams, and at a uniform rate not to exceed 50 bends
per minute. The wire shall withstand a minimum of ten 90-degree bends before breaking.

4.8.4 Bending endurance.

4.8.4.1 Specimen. A specimen shall consist of a 30-inch length of completed cable
or cord.

4.8.4.2 Procedure. All conductors of the specimen shall be connected so as to form
a single series circuilt for the purpose of detecting conductor breakage during the test.
The specimen shall be suspended vertically between two sets of rollers with the top end
secured to a power driven reciprocating arm. Except at the arm clamp and between each set
of rollers, the specimern shzll be not closer than l1/4 inch to any machinery part. The
specimen shall be kept under a tension of 40 +2 psi of the snecimen's cross-sectional area
by attaching a weight to the lower end. The cross-sectional area of the specimen shall
be determined by the maximum diameter for the cable or cord type and size as given by the
specification sheet. The tension force (clamping device plus weight) shall be directly
downward. The clamping devices used to secure the weight to the specimen and the specimen
to the arm shall he such as to apply uniform radial pressure to the specimen to prevent
slippage of the specimen or any of its parts during the test. The distance from the axis
of rotation of the arm and the nearcst surface of the arm clamp shall be 9 +1/4 inches. The
top set of cylindrical metal rollers over which the specimer will be bent shall have smooth
sides, shall have the diameter as required by the smecification sheet and shall be mounted
8o as to be free-rotating at all times. The axis through the centers of these rollers shall
be horizontal and the horizontal distance between roller faces shall be ecual to the maximum
overall diameter of the specimen to be tested plus 1/8 inch. The rollers shall be equi-
distant from the vertical centerline througn the axis of rotation of the recinrocating arm.
The vertical positioning of the top pair of rollers shall be such that the distance between
a horizontal centerline through the axis of rotation of the arm and the ton of the rollers
is equal to one-half the maximum diameter of the specimen. The vertical positioning of
the lower or guide rollers shall be approximatelv midway between the too rollers and the
bottom clamp. The bottom rollers shall be not less than 3/8 inch in diameter and shall
have the same horizontdal spacing as the top rollers. The entirc assembly (equioment plus
specimen) shall be ceonditioned in a chamber to the temperature specified on the specifi-
cation sheet +2°C. While at this temperature, the specimen shall be bent, at aporoximately
its mid-point, over the rollers at the ratc of 12 to 14 cycles per minute. One cvcle shall
consist of the recciprocating arm swinging through an arc of 181 degrees and returning (360
degrees total swing). After completion of the number of cycles and at the temperature
specified by the svecification sheet, the specimen shall be removed from the test apparatus
and subjected to thc voltage withstand test specified by the specification sheet.

4.3.4.3 Observation. After complation of the voltage withstand test, the specimen
shall be visually examined, inside and out. Any electrical breakdown, breaking of conductor
strands or cracking of insulation or jacket material shall constitute failure. If failure
occurs within 2 inches of the qrip on either end of the specimen, the results shall be
disregarded and the test repeated.
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4.8.5 Breaking strength.

4.8.5.1 sSpccimen. A specimen shall consist of a length of completed cable or cord
approximately 6 feet long.

4.8.5.2 Apparatus. The testing machine shall be power-driven, and shall be equipped
with a dial, scale, or automatic recorder that will record within plus or minus 1 percent of
the force required to break the specimen.

4.8.5.3 Procedure. One end of the specimen shall be wrapped two full turns around
the upper mandrel and secured in place to provide sufficient snubbing action to prevent
slipping. The other end of the specimen shall be secured in a similar manner to the lower
mandrel. The distance between the jaws with the spucimen in place shall be not less than
6 inches. The jaws shall be separated at a uniform rate of approximately 1l inch per minute
until the specimen breaks.

4.8.5.4 Observation. The breaking strength of the specimen shall be not less than
that required by the specification sheet.

4.8.6 Cable aging (260°C.).

4.8.6.1 Specimen. A specimen shall consist of a 4-foot length of completed cable.

4.8.6.2 Procedure. The specimen shall be coiled or bent into a "U" shape and
sacured. The inside radius of the coil or "U", measured to the nearest 1/4-inch, shall be
six times the diameter of the specimen. The specimen shall be susmended vertically, with
the ends extending downward, in an air oven which has forced circulation of fresh air. The
oven temperature shall be raised gradually, ir a 2 to 3-hour period, from room temperature
to 260°C. and held at 260° +10°C. for a period of 24 hours and then returned to room
temperature. When the oven has reached room temperature, the specimen shall be removed and
examined visually. After visual examination of the cable specimen is made, tensile strength
and elongation measurements shall be made on specimens of the jacket removed from the
aged cable specimen.

4.8.6.1 Observation. The falling away of any material in excess of 1 gram from the
ends of the cable specimen, during the time the specimen is in the oven shall be cause
for rejection. Any flow or expansion of the jacket through the armor to such an extent
that the armor cuts into the jacket material shall be cause for rejection. (Expansion of
the jacket without actual cutting of the armor into the jacket shall not be considered cause
for rejection). Shrinkback of the jacket in excess of 1/8-inch from either end of the
specimen shall be cause for rejection. Jacket specimens cut from the aged cable specimen
shall exhibit a tensile strength of not less than 600 psi and an elongation of not less than
150 percent.

4.8.7 cable aging and compatibility (95°C.). This test is applicable to cables having
thermoplastic insulation and 1s for the purpose of detecting any siqgnificant degradation in
the characteristics of the cable or its parts, resulting from either part incompatibility

or prolongecd overheating.

4.8.7.1 sSpecimens. Two specimens of completed cable are required. Specimen number 1
shall oce apnroximately 30 feet long. Specimen number 2 shall have an approximate length of
2 feet plus 24 times the overall diameter of the cable. Both specimens shall be taken from
one sample length of cable.

4.8.7.2 Apparatus. The test apparatus shall consist of a heat chamber, a means of
measuring and controlling the chamber temperature, a recording thermometer for chamber
temperature, and racks or other mecans of supporting the specimens within the chamber. The
temperature control shall be capable of maintaining the chamber temnerature at 95° +3°C.
for a continuous period of 400 hours. Additional apparatus shall consist of a mandrel
having a diameter of approximately 12 times the specimen diameter.

4.8.7.3 Procedure. The rc-ocedure shall consist of two parts: (1) heat aging:
(2) bending.

4.8.7.3.1 Part one - heat aging. Prior to aging, Specimen number 1 shall be given the
voltage withstand and the insulation resistance tests. The maximum insulation resistance
values mecasured for cach conductor shall be recorded. The two specimens shall be placed
into the chamber in a horizontal position. Specimen number 2 shall be kept straight J
during the aging. The two specimens shall be conditioned at 95° +3°C. continuously for
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400 hours. At the end of this period thev shall be allowed to cool to room tempecrature.
Specimen number 1 shall aagarn be girven the voltaae test and tho 1nsulation resistance test.,
The maxaimum rnsultion recirstance valaes obtarnee {91 each conluctor 5hall asatn be reacarded.
Then two xiditional wprorimens shall e cut from Specimen number 1. (ne nf tnese shall be

given the watcrtightness test; the other shall be given the cable filler removability test.

4.8.7.3.2
or directly adjacent tliereto, force shall be applied to the free end so as to bend the
specimsn over the mandrel through an arc of approximately 180 deqrees, at a rate of approxi-
mately 20 degrees per second. The specimen shall be secured so as to maintain it in this
bent position, after which it shall be dissected and given a visual examination of all

components.
4.8.7.4
(a)
(b)
(c)

(d)
(e)

4.8.8 Cable aging and compatibility (125°C.). This test is applicable to cables

Observations. Any of the following results shall be cause for rejection.

hanlihd hall Chbadi . v T et e St 4 ‘f‘vw—'——'*‘*",_-.‘.'~'--vv-1

Part two - bending. With one end of Specimen number 2 secured to the mandrel,

Failure of the specimen to meet the requirements of the cable filler
removability test.

Failure of Specimen number 1, after heat aging, to meet the value of
voltage withstand required by the apnlicable specification sheet.

Insulation resistance values for Specimen number 1, after heat aging,
which are below the minimum values specified on the applicable
specification sheet

Any dripping of the filler material away from the ends of the specimens
during the heat aging.

Any change in either the filler material or any part with which it is in
contact, such as hardening, discoloration or other visible deterioration,
of a nature or to an extent as to impair the performance of the cable in
service.

having either thermoscttlng insulation or silicone rubber-glass tape insulation, and is for
the purpose of detecting any significant degradation in the characteristics of the cable
or its component resulting from either component incompatibility or prolonged overheating.

4.8.8.1

mately 40 feet

4.8.8.2 Apparatus. The test apparatus shall consist of a heat chamber, a means of
measuring and controliling the chamber temperature, a recording thermometer for caamber
an internal mercury thermometer, and a rack or other means of supporting the
specimen within th2 chamber. The temperature control shall be capable of maintaining the
chamber temperature at 50° +3°C. for a continuous period of 400 hours. There shall also
be a source of current capable of supplying the required amount of current for a continuous
period of 400 hours. There shall alsc be a mandrel having a diameter of approximately 12
times the specimen diameter.

temperature,

4.8.8.3
(2) bending.

4.8.8.3.1
the voltage withstand cnd the iInsulation resistance tests. The maximum values of insula-
tion resistance measured for cach corductor shall be recorded. During aging, conductor
temperature shall be determined either by direct measurement or by the measurement of
chanye of copper resistance. For the direct measurement method, a thermocouple shall be
inserted through a small knife puncture in the cable, approximately midway between the
ends of the specimen. For cables having only one layer of conductors, the thermocouple
snall be placed in contact with the strands of any conductor. For cables having more
than one layer of conductors, the thermocouple shall be placed in contact with the strands
of any conductor in the innermost layer. Thermocouples shall also be attached to the
jacket of unarmored cabtles. In the case of armored cables, the thermocouples shall, be
attached to the armor. The specimen shall be placed into the chamber so as to have a
straight section of approximatel: 7 feat, and so as to permit free circulation of convection
air currents.
ductor at a temperature of 125° +5°C, continuously for 400 hours. Readings of time, chamber
jacket or armor tempecrature, and the current in each conductor shall be
recorded at 15-minute intcrvals during the first hour, at l-hour intervals during the next
S hours, and twice daily thereafter for the cduraticn of the iest. Record shall also be
made of any gas or fumes emanating from the specimen, and of any ocozing of material from the
ends of the spmecimen. In thec case of armored cable, rccord shall also be made of any
exudation of jacket material through the armor. At the end of the 400-hour test period, the

temperature,

Specimens. A specimen shall consist of a length of completed cable approxi-
iong.

Procedure. The procedure shall consist of two parts: (1) heat aging:

=

Part one - heat aging. Prior to heat aging, “he specimen slall be given

The amplitudes of loading currents shall be such as to maintain each con-
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specimen shall be allowed to cool to room temocrature. Then it shall be given the voltaqe
withstand uand ti.e 1nsulation resistance tests.  The maximum insualation resistance valucs
measured for caca conductor shall again Le recoracd. TFrom the portion of the $0-foot sneci-
men which was kept straight wuring the heat aging, specimen having an aporoximate length of
2 feet plus 24 times the overall diamcter of the specimen shall be taken. This specimen
shall be used for the bendiny procedure. From the remaindcr of the 40-~foot specimen, two
additional specimens shall be taken. One of these shall be given the watertightness test;
the other shall be given the cable filler rcmovability test.

4.8.8.3.2 Part two - bending. With one end of the specimen secured to the mandrel,
or directly adjacent thereto, force shall be applicd to the frce end so as to bend the
specimen over the mandrel through an arc of approxirately 180 degrces, at a rate of aporoxi-
mately 20 degrees per second. The specimen shall bc secured so as to maintain it in this

;L bent position, atfter which it shall bc dissected and given a visual examination of all parts.
4
;31 4.8.8.4 Observations. Any of the following results shall be cause for rcjection.
j (a) Failure of the specinien to meet the requirements of the cable filler
. removability test.
(b) Failure of the 40-foot snecimen, after hecat aging, to meet the value of
. voltage withstand required by the applicable specification shect.
. (c) Insulation resistance values for the 40-foot specimen, after heat aging,
SN which are below the minimum values specified on the applicable specification

sheet.
(d) Any dripping of the filler material away from the ends of the 40-foot
. speciren, during the heat aging.

(e) Any change in either the filler material or any part with which it is in
contact, such as hardening, discoloration or other visible deterioration,
of such a nature or to an extent as .o impair performance of the cable in
service.

4.8.9 Cable filler removability. This test is applicable to the non-fibrous filler
material used to fill the voids between insulated conductors or groups of insulated con-
" ductors. It is not applicable to filler material used to fill the voids between the strands
. of conductors or the strands of shields.

§ 4.8.9.1 Specimens. A specimen shall consist of a length of completed cable or cord
approximately 2 feet long.
] 4.8.9.2 Procedure. All overall cable or cord parts, such as armor, jacket, binders,

shield, etcetera shall be removed from one end of tha specimen so as to exnose the cable

or cord core and the filler material, for a distance of about 1 foot. Using fingers only
(no hand tcol), the filler shall be separated from the conductors or grouns of conductors
for approximately their fully exposed length. In the case of a group of conductors such as
a pair or triad which has a common covering such as a shield or a binder tame, this covering
shall be removed so as to expose the conductors and the filler material, for a distance of
about 6 inches. The filler material shall be separated from the conductors as was done in
the preceding step. For cables or cords havirig morc than one such group, the test shall

be perfo.med on not less than one group.

] 4.8.9.3 Observation. The filler material shall be flexitle and shall be removable
from any part with which it is in contact, through the use of fingers only. It shall not
adhere to the fingers, to the insulation of conductors, or to tapes or other coverings over
shields. The presence of occasional particles or slivers of filler residue will be accept-
able, providing that these can be removed by light brushing with the fingers or with a dry
cloth. Filler material which leaves residue that is removable only by vigorous wiping or
through the use of solvents will not be acceptable.

4.8.10 Cold bending, cable.

4.8.10.1 Specimen. A specimen shall consist of a 3-foot length of completed cable.

] 4.8.10.2 Procedurec. The specimen shall be straightcned and, if necessary, kept
straight by securing to a straight wooden bar. The straiqght specimen shall be placed in a
cold chamber and conditioned for a minimum of 6 hours. The conditioning temperature shall
be minus 20°¢ +2°C., unless othurwise specified by the specification shecet. The specimen
shall then be removed from the conditioning chamber and, without delay, bent 18n degrees
around a wooden mandrcl of the specified diameter (sce specification sheet) at a rate of
from )0 to 20 degrees per second. The spccimen shall be secured so as to maintain this
bent position.
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4.8.10.3 Observation. Wwhile the specimen is in the bent position, it shall be dis-
sected and a visual examination made of all its parts. When defects or disarrangements are
discovered in an part, cxamination shall te made of snoecimens in the as receivel” condition
to determine whothnr the defect cxisted nrior to tae cold bent test.  Say defects, such as
torn tapes or broken or cracked parts of a nature or to an extent as to imnair the per-
formance of the cable, in service, shall be cause for rejection.

4.8.11 Cold bending, cord.

4.8.11.1 Specimens. Two specimens of completed cord, each approximatcly 20 inches
long, are required.

. 4.8.11.2 Apparatus. The apparatus shall consist of a refrigerator chamber, tempera-
ture controls, mandrcis and magnifying glass. The chamber shall be large enocugh to permit
vertical suspension of the specimen. The chamber shall be equivped with a device to hold
a mandrel, with specimen attached, in such a manner that the soecimen cdan be wrapped around

- the mandrel without touching either the mandrel or the specimen with the hands. The

temperature controls shall be capable of maintaining a chamber temperature of minus 40°* +2°C.
= for a period of 20 hours. The mandrels for testing the complete cord shall have a diameter

. not greater than threce times the specified minimum diametcr of the spmecimen. The mandrels

for testing the insulated conductors shall have a diameter not grecater than the nominal

diameter over the insulated conductor. The magnifying glass shall provide at least

J-diameter magnification.

4.8.11.3 Procedure. The specimen selected for testing the comolete cord shall be
attached at one end to the proper size mandrel. The specimer selected for testing the
insulated conductors shall have the conductors removed therefrom and each insulated conductor
shall be attached at one end to the proper size mandrel. All snecimens shall be suspended
vertically within the chamber with their lower ends weighted sufficiently to keep the
specimens taui and to permit wrapping them without handling. The temocrature within the
chamber shall be reduced to minus 40° :2‘C and held at this temnerature for a period of
20 hours. At the end of 20 hours and while the specimens are still in the chamber at minus
40°® +2°C., they shall be wrapped for five close turns around their respective mandrels
and then secured to the mandrels in the wrapped position. The specimens and mandrels shall
then be removed from the chamber and the specimens examined through a magnifying glass of
at least 3-diameter magnification.
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4.8.11.4 Observation. CECvidence of cracks, flaws or other damage caused by the cold
bend procedure shall constitute failure.

4.8.12 Cold working (minus 20°C.).

4.8.12.1 Specimen. A specimen shall consist of a 20-foot length of completed cable.

4.8.12.2 Procedure. The specimen shall be conditioned in a chamber at minus 20° +2°C.
for a period of not less than 6 hours. After the conditioning period the specimen shall be
removed from the chamber and immediately shaved around two rollers, each 12 to 13 times the
diameter of the cable. The specimen shail be shaped and pull2d over the pulleys in such
a manner that an "S" bend of 180 degrees is imposed prograssively on the entire length of
the specimen. The pull shall be done once in each direction at the rate of 35 +5 feet per
minute. -

1 4.8.12.3 Observation. After the cold working, the specimen shall be dissected and
vigsual examination shall be made of all parts. When any defects or disarrangements are
discovered, examination shall be made of a specimen in the "as received"” condition to
determine whether the defect or disarrangement existed prior to the cold working. Any
defects such as torn tapes or broken or cracked parts of a nature or to an extent as to
impair the performance of the cable in service shall be cause for rejection.

4.8.13 Cold workina {(minus 54°C.).

[ ] 4.8.13.1 Specimen. A specimen shall consist of a 20-foot length of completed cable
oxr cord.

4.8.13.2 Procecdure. A specimen shall be conditioned in a chamber at minus 54° +2°C.
for a period of not less than 6 hours. After the conditioning period and while still”in the
chamber at minus 54° +2°C., the specimen shall be shaped and pulled around two 12-inch
diameter grooved shcaves in such a manner that an “S" bend of 180 degrees in each direction
is imposed progressively on the entire length for a total of four times in each direction.
The specimen shall be pulled over the sheaves at the rate of 50 +5 fect per minute.
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4.8.13.3 sSpecial procecdurce (for qualification). When the cold working (minus 54°C.)
test is being performed for qualificatlon purposcs additional steps shall be taken as
follows:

(a) 1Immediately prior to subjecting the specimen to minus 54° + 2°C. for 6 hours,
precondition the specimen by soaking in salt water (approximately 3
percent salt by weight) at a temperature of 22° +5°C. for a period of
not less than 21 days.

(b) The number of cycles for pulling the specimen over the sheaves shall be
ten.

(c) After the ten cold-working cycles and after the specimen has returned to
room temperature, the center 5-foot section shall be removed and sub-
jected to the hydrostatic (open end) test.

4.8.13.4 Observation. After the cold working, the specimen shall be removed from the
chamber and dissected. Visual examination shall be made of all parts. When any defects
or disarrangcments are discovered, examination shall be made of a specimen in the "as
received' condition to determine whether the defect or disarrangement existed prior to
the cold working. any defects such as torn tapes or broken or cracked parts of a nature
or to an extent as to impair the performance of the cable or cord in service shall be cause
for rejection. In addition, when the test has been performed for qualification, water
leakage in excess of that permitted by the specification sheet or slippage of the core in
excess of 1/4-inch shall also be cause for rejection.

4,.8.14 Crack resistance.

4.8.14.1 Specimens. Specimens shall consist of lengths of completed conductors
(insulation plus coverings, if any), which have been taken from completed cable. For
cables containing four conductors or less, one specimen shall be taken from each conductor.
For cables containing five or more conductors, the number of specimens taken (one per
conductor selected), shall be the square root (to the nearest whole number) of the total
number of conductors in the cable; in no case shall the number of specimens be less than
four. The length of specimens shall be in accordance with 4.8.14.2.

4.8.14.2 Procedure. The test shall be performed at rqom temperature (23° +3°C.).
The specimen shall be hand-wound around a mandrel for three comnlete turns, unwound,
wound around the mandrel for three complete turns in the opposite direction, unwound and
straightened. The specimen shall then be immersed for 1/2 hour in an aqueous solution of
gentian violet which is at room temperature. Mandrel diameters and specimen lengths shall
be in accordance with the following or as specified in the individual specification sheet:

Conductor size | Mandrel diameter Specimen length, 1
(Navy Standard) (inches, nom.) minimum (inches)
23 1-1/2 24
14 1 18
9 1/2 12
4 1/2 12
3 1/3 8
2 1/3 8
Smaller than 2 174 6

4.8.14.3 Observation. Any visible damage to the braid, or any cracking or peeling
of the braid or insulation covering, such as to permit the penetration of fluid to the
dielectric, shall be cause for rejection. The number of pinholes in the braid covering
shall not exceed an average of one per linear foot of conductor. When necessary to more
accurately determine this limit, a 10-foot long specimen shall be subjected to immersion
after bending.

4.8.15 Drip.
4.8.15.1 Specimen. A specimen shall consist-of an l8-inch length of completed cable.
4.8.15.2 Procedure. The specimen shall be suspended vertically in an oven for a

poriod of not less than 18 hours. Oven temperaturc shall be maintained within plus or
minus 1°C. of the temperature specified on the specification sheet.
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4.8.15.3 Observation. The falling away of any material from the lower end of the

- specimen, during the time the specimen is in the oven, shall be cause for rejection.

m 4.8.16 Flammability.
AN
- ’ 4.8.16.1 Speccimens. Specimens shall consist of completed cable or cord approximately

L0 18 inches in length.

4.8.16.2 Apparatus. The apparatus shall consist of an enclosure, supports, heater
coil, spark plugs, flame travel gage, and associated accessories.

- 4.8.16.2.1 Enclosure. An enclosure of sufficient size to contain the specimen,
supports, heater ¢coil, spark plugs, flame travel gage, and their associated accessories
shall be arranged to eliminate air drafts and permit clear view of the interior through
shatterproof glass windows. Vent holes, distributed around the sides adjacent to the
base, shall be provided to admit fresh air when an exhaust fan connected to the top of the
enclosure is operated at a minimum suction just sufficient to carry off smoke and gases.

L] 4.8.16.2.2 Supports. Supports shall be suitable for holding the specimens in a
vertical position With an unsupported span not less than 14 inches long. At the lower
end of the specimen, mcans shall be provided for containing the gases exoelled from the
specimen so that they do not diffuse throughout the test enclosure, but instead are
deflected upward toward the spark plugs. (A simple cup-shaped device, placed just under
the specimen, should be suitable for this purpose).

4.8.16.2.3 Heater coil. Heater coils shall consist of seven turns of 0.102-inch
diameter resistance wire conforming to composition E of QQ-R-175, space wound to 0.25-inch
betwecen centers. The inside diameter of the coil shall exceed the overall diameter of the
specimen by not less than 0.5 inch nor more than 0.6 inch. The lower end of the heater coil
shall be located 1.5 inches above the top of the lower specimen support.

4.8.16.2.4 Spark plugs. Two spark plugs, with extended electrodes svaced l/8-inch
from the surface of the specimen and the plugs located on diametrically opposite sides of
the specimen, shall be placed with their longitudinal certerlines in a horizontal plane
1/2-inch above the top of the heater coil, to ignite the gascs emitted from the heated
specimen. An electric circuit adequate to maintain continuous sparking at the electrodes
during the specified time shall be provided. The spark plugs shall be mounted in such a
manner that they may be moved away from the specimen after ignition takes place so as not
to impede the travel of the flame and to prevent their electrodes from becoming fouled
by soot.

4.8.16.2.5 Flame travel gage. A flame travel gage shall be positioned near the
specimen to judge the distance o% flame travel without appreciably impeding the progress
of the flame.

[ ] 4.8.16.3 Procedure. With the enclosure closed and ventilated, the svecimen centered
in the heater coil, and the spark plugs and flame gage properly located, a stop watch
shall be started simultaneously with the energizing of the heater coil and sopark plugs. A
constant current as specified in table XII shall be supplied from a transformer source to
the hecater coil. Ignition shall be considered as occurring when the flame transfers from
the escaping gases to the surface of the specimen and continues there, disregarding the
flashes which may occur in the gassing space prior to the sustained flame. The time
required to ignite the specimen shall be recorded. For all armored cable, the heating
current shall be turned off 30 seconds after ignition occurs. When armored cable does
not ignite in 250 scconds or more, the specimen is considered satisfactory, and the test
shall be discontinued. For all unarmored cables or cords where ignition time is less than
60 scconds, the hecating current shall be turned off 60 seconds after being turned on; where
the ignition time is greater than 60 seconds, the heating current shall be turned off when
ignition occurs. Immediately after ignition occurs, the electrical supply to the spark
plugs shall be cut off, and the plugs shifted away from the flame. The maximum distance
to which the flame travels along the surface of the specimen, measured from the top of the
heater coil, before extinction shall be noted and recorded.
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Table XII - Current in heating coil.

Current Current

Nominal diameter amperes Nominal ciameter |amperes
of cable or cord a.c. of cables or cord a.c.
{inches) (rms) (inches) (xrms)
0.050 thru 0.099 45 0.80 thru 0.89 53
.100 thru .19 46 .90 thru .99 54
.20 thru .29 47 1.00 thru 1.09 5S
.30 thru .39 48 1.10 thru 1.39 56
.40 thru .49 49 1.40 thru 1.79 57
.50 thru .59 50 1.80 thru 2.29 S8
.60 thru .69 51 2.30 to 3.00 59

.70 thru .79 52

4.8.16.4 Observation. The number of seconds that the specimen continues to burn
until the cessation of all flaming, after the current in the heater cnil has been cut off,
shall be recorded as the time required for self-extinction. If a specimen tested fails to
comply with any of the limitations specified in table XIII or burns for a distance greater
than that permitted by the specification sheet, upon the first trial, two additional
specimens shall be tested, and the results of all three trials averaged together. Specimens
not passing the flammability limits shall constitute a failure.

Table XIII - Flammability limits

Ignition time, | Burning time,
Cable or cord minimum maximum
construction or type (seconds) (seconds)
With armor 60 60
Without armor 30 120
(except MRI)
MRI 25 60
4.8.17 Gas flame.
4.8.17.1 Specimen. A specimen shall consist of a length of completed cable approxi-

mately 4 feet long, with the ends prepared for electrical connection.

4.8.17.2 Apparatus. The test chamber shall be equipped with means for exhausting
gases resulting Erom burning, without causing horizontal air currents which prevent a steady,
even gas flame. The power supply shall be of the three-phase, four-wire type, capable of
supplying 3 amperes minimum. (Instruments for measuring current, cavacitance and power
factor are required at the Government laboratory only). The source of flame shall be a
24-inch ribbon type gas burner designed to produce a flame which is uniform in height
throughout the length of the burner. Means of metcring both air and gas inputs to the
burner shall be provided.

4.8.17.3 Procedure. The specimen shall be suspended horizontally over the burner and
parallel to it, so that the underside of the specimen is 1-3/4 to 2 inches above the top
surface of the burner. The specimen shall be supported adequately so that during the time
it is exposed to flame, no part of it may sag closer than 3/4 inch from the top of the
burner. The chamber shall permit free circulation of convection air currents. The standard
flame shall be that produced by combustion of 27.5 cubic feet per hour of natural gas having
a heat content of 1030 +2 percent British thevmal units (Btu) per cubic foot, or another
gas having the equivalent heat output and temperature. The conditions for measurement of
gas and air flow rates shall be atmospheric pressurc (14.7 psi) and 23°C. If measured at
other pressures or temperatures, the values shall be corrected to the above specified
conditions. The transformer shall be connected to the conductors of the soecimen through
a fuse in each phase leq. The fuses shall be rormal-blow l-ampere for cables rated for 1 kv
and normal-blow l/4-ampere for cables rated for 5 kv. (In lieu of fuses, overload rclays
having equivalent tripping characteristics mav be used.) The gas flame shall be applied
continuously for the duration of the time period specified by the specification sheet,
unless failure of thc specimen occurs first. The test voltages and their points of aopli-
cation shall be as follows:

(a) Cables rated for S5 kv:

(1) 4160 volts for conductor to conductor
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(2) 2400 volts from conductor to armor (when snecimen is armorecd)
(b) Cables rated for 1 kv and having conductor sizes 14 and larqer:

(1) 450 volts from conductor to conductor

(2) 260 volts from conductor to armor (when specinen is armored)
{c) Cables rated for 1 kv and having conductor sizes smaller than 14:

(1) 120 volts from conductor to conductor

(2) 70 vclts from conductor to armor (when specimen is armored)

(For four-conductor and six-conductor cables, the physically opposite conductors shall be
connected in parallel and the cables treated as two-conductor and three-conductor cables,
respectively. Cables having seven or more conductors shall have adjacent conductors
connected to different phases. In a l0-conductor cable, for example, conductors 2, 4, 6
and 9 should be connected to phase A: conductors 3, 5 and 8 should be connected to phase B;
conductors 1, 7 and 10 should be connected to phase C. When the specimen is armored, the
armor should be connected to the system neutral).

4.8.17.4 Observation. Blowing of any fuse or tripping of any overload relay, before
the expiration of the period of time specified on the specification sheet, shall constitute
failure of the specimen.

4.8.18 Heat distortion.

4.8.18.1 Specimens. Specimens for conductor sizes 200 MCM and smaller shall consist
of l-inch lengths of insulated conductor. Specimens for conductor sizes larger than 200 !C‘
shall consist of sections of insulation which have been prepared by removing the insulation
from approximately 8-inch lengths of conductor, buffing strins of the insulation to a
thickness of 0.050 +0.010 inch and then cutting the buffed insulation into sections which
are l-inch long and 9/16 +1/16-inches wide.

4.8.18.2 Apparatus. The apparatus shall consist of a small oven with controls capable
of maintaining a constant temperature of 121° +1°C. for a period of 3 hours, a Randall and
Stickney gauge, or equivalent gauge having a 3/8-inch foot which weighs approximately 85
grams, and weights for loading the gauge foot. The weights shall be in addition to the
weight of the gauge foot and shall be as follows:

et e

a Specimen or Load for gauge
n conductor size ___(Grams)
§ 4 thru 14..... - 1 11

23 thru 75 ...ciceenesocacesass 150
100 thru 200 ........cccv0ueeeea. 1000
Specimens from sizes

larger than 200 ............... 2000

Pl

AN i I b

4.8.18.3 Procedure. The procedure for determining the percentage of distortion shall
be as follows:

(a) Determine Tl' the thickness of the section of insulation to be tested.

Where the specimen consists of a buffed strip of insulation, use a
Randall Stickney, or equivalent, gauge which has a 3/8-inch foot with
no load weight of 85 grams. Where the specimen consists of a l-inch
length of insulated conductor, use a micrometer caliper which has flat
surfaces for both the anvil and spindle, and measure the diameter over
and under the insulation and designate these values D and C resnectively.
Determine the thickness of the insulation, Tl' by the formula Tl = 952
[ ] (b) Prehcat the oven to 121° +1°C. and maintain it at this temperature for the

remainder of the test.

(c) Place the gauge, which has been weighted in accordance with 4.8.18.2, into
the prehcated oven.

{(d) At :the end of 1 hour, place the specimen into the oven with the weighted
gauge.

(e) At the end of the second hour, place the specimen under the weighted foot
of the gauge. :

(£) At the end of the third hour, read the dial of the gauge. Designate the
value as T2 when the specimen consists of a buffed strip of insulation.

Designate the value as F when the specimen consists of a l-inch length
of insulated conductor and calculate Tz by the formula Tz - EEE
(g) Calculate the percent of distortion by the formula,
T,~T
Percent distortion = _iz_l X 100.

£ )
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4.8.18.4 observation. Distortion which exceeds 30 perceat for specimens which
consist of buffed strin. of i1ntulation or 20 nercent for spccuimens which consist of a l-inch
length of i1nsulated conductor shall constitute failure of the specimen.

4.8.19 Hydrostatic (open end).

4.8.19.1 Specimen. A specimen shall consist of a S-foot length of completed cable
or cord.

of stuffing tube in accordance with !MIL-5-24235/1. Water pressure shall bec applied to the
stuffing tube end of the specimen. The pressure and duration of application shall be as
specitied on the specification sheet covering the cable.

4.8.19.2 Procedurc. Ore end of the specimen shall be fitted into the abprooriate size

4.8.19.3 Observation. Unless otherwise specified by the specification sheet, no water

leakage through™the specimen will be permitted, and there shall be not more than 1/4 inch
slippage of the cable or cord core or components.

4.8.20 Permanence of printing (conductor). The test shall be performed on a hori-
zontal abrasion machine, using a tape approximately l1/2-inch wide, comorised of No. 50-2/20
unbleached cotton braid. The tape shall be drawn back and forth across a nortion of the
specimen which bears tue printed identification code legqend. Motion of the tame shall be
perpendicular to the axis of the specimen. The area of mutual contact between tape and
specimen shall be such that the tape extends around the periphery of the specimen so that an
arc of contact is not less than 135 degrees. A constant tension of 1/2 pound shall be
maintained on one end of the tape. Total excursion of the tape across the sovecimen shall be
10 inches. A complete excursion of the tape across the specimen in one direction, followed
by a complecte excursion in the reverse direction to the starting point, shall constitute a
cycle. The cyclic rate should be 28 + 1) cycles per minute. No tape shall be used to
perform morc than 500 cycles per side.

4.8.20.1 Observation. Failure of the printed identification code legend to remain
legible after completion of the number of cycles specified on the specification sheet shall
constitute failure of the specimen.

4.8.21 Permanence of printing (jacket).

4.8.21.1 Specimen. A specimen shall consist of a length of completed cable aporoxi-
mately 6 inches long.

4.8.21.2 Apparatus. The apparatus shall consist of a motor-driven reciorocating
mechanism capable of holding and moving a 0.025 +0.001 inch steel mandrel (usuallv a needle)
in a horizontal motion back and forth for a distance of 3/8 inch on the surface of the
specimen. In addition, there shall be a jig to hold the specimen at right angles to the

mandrel and in a horizontal position and a counter to record the number of strokes.

4.8.21.3 Procedure. The specimen shall be mounted horizontally, at right angles to
the mandrel with the printed legend on the top side. The mandrel shall be adjusted or
weighted 3o as to exert a l-pound force on the specimen throughout the test. The mandrel
shall be rubbed along the printed legend for a distance of 3/8 inch and returned to original
position to complete onc cycle. The frequency of the cycles shall be 5" per minute. The
specimen shall be subjected to a minimum of 250 cycles.

4.8.21.4 Observation. Failure of the printed legend to remain legible after completion
of 250 rubbing cycles shall constitute failure of the specimen.

4.8.22 DPhysical tests on insulation and jacket. Tests shall be made on specimens of

insulation and jacket to dctermine the physical properties of the materials before and after

accelerated aging. Testing shall be performed on the agecd and unaged specimens at the same
time insofar as possible.

4.8.22.1 sSpecimens. Test specimens shall be approximately 6 inches long and shall be
obtained from samples of completed cable. In the case of small conductors with thin walls,
the specimen shall be the entirec section of insulation. In the case of cable jackets or
large conductors with thick walls, the specimen shall be either (a) a segment or section cut
with a sharp knife held tangent to the conductor or cable core, or (b) a shaped specimen cut
with a standard die. When the whole section is used the specimen shall not be cut longitu-
dinally. The specimen shall be as free aa possible from surface incisions and imperfections.
In the ovent of surface irreqularities, such as corrugations from stranding, the specimen
shall be buffcd to obtain smooth surfaces and uniform thicknesses, The cross-sectional area
of the specimens shall be as large as possible but shall not exceed 0.N130 square inch.
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4.8.22.1.1 Calculation of arca. The area of specimens shall be calculated before
aging. Calculation of the arca of the test specimens shall be made as follows:

{a) Wherc the total crosu sectinan o~f the rnsulation 15 used, the area shall
be taken as the diffcrence between the area of the circle whose diameter
is the ninimum average outside diameter of the insulation and the area
of the conductor. The area of a stranded cornductor shall be fiqured from
its maximum diameter. The following formula may be used to advantage:

A = 0.7854 (D + d) (D-d)

where: A = Area of cross section in square inches.
D = Outside diameter of insulation in inches.
d = Diameter over conductor ir inches.

(b) Where a slice cut from the insulation by a knife held tangentially to the
wire is used, and the slice so cut has the cross section of a segment of
a circle, the area shall be calculated as that of the seaqment of a circle
whose diameter is chat of the insulation. The height of the segment is
the wall of insulation on the side from which the slice is taken. The
values may be obtained from a table giving the areas of seg.ents of a
unit circle for the ratio of the heiqiit of the segment to the diameter of
the circle.

(¢} Where the cross section of the slice is not a segment of a circle, the
areca shall be calculated from the direct measurement of the volume or
from the specific gravity and the weight of a known length of the specimen
having a uniform cross section.

(d) where a portion of sector or circle has to be taken as where the conductor
is large and the insulation thin, the area shall be calculated as the
thickness times the widtih. This applies either to a straight test piece
or one stamped out with a die, and assumes that corrugations have been
removed by buffing.

(e} Where a portion of a sector of a circle has to be taken, as where the
conductor is large and the insulation thick, the area shall k-» calculated
as the proportional part of the area of the total cross section.

4.8.22.1.2 Temperature. Specimens for both the aged and unaged physical tests shall
be at a temperaturc of 25° +3°C. and shall have been at this temperature for at least 30
minutes prior to testing.

4.8.22,1.3 Bench marks. All specimens shall be marked near the middle to provide a
basis for determining elongation and set. The marks shall be 1 inch apart for polyproplyene
and thermoplastic polyethylene insulations, and 2 inches apart for all other materials.

Aged specimens shall be marked after aging.

4.8.22.2 Accelerated aging. Conditioning periods and temperatures for specimens to
be aged shall be as shown in table XIV,

Table XIV - Accelerated aging of gpecimens.

Temperature Period
Materials Conditioning (degrees C.) (hours)
Insulations
Polyethylene (thermoplastic) Air oven 100 96
Polypropylenc Alr oven 121 96
80°C. Polyvinyl chloride Air oven 100 96
80°C. Semi-rigid Polyvinyl
chloride Air oven 113 168
105°C. Polyvinyl chloride Air oven 136 96
Cross-linked polyethylene Air oven 121 168
Air pressure heat 127 40
Ethylene propylene rubber Alr oven 121 168
Air pressure heat 127 40
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Table XIV - Accclerated aging of specimens (Cont‘'d).
Temnerature Period
Materials Conditioning (degrees C.) (hours)
Insulations (Cont'd)

Synthetic rubber Air pressure heat 127 20
Oxygen pressure 80 l68

Butyl rubber Air oven 100 l68
Air pressure heat 127 40

Jackets

Special thermoplastic Hot oil immersion 121 18
Air pressure heat 126 20

Standard thermoplastic ot oil immersion 121 18
Polychloroprene Hot oil immersion 121 18
Air pressure heat 126 20

Oxygen pressure 30 168

Chlorosul fonated Hot oil immersion 121 18
polyethylene Air pressure heat 126 20
Oxygen pressure 80 168

Silicone rubber Air oven 260 24

4.8.22.2.1 Air oven. Air oven aging shall be accomplished by heating the snecimens
at the required temperature and for the required period (see table XIV) in an oven whick
has forced circulation of fresh air. The oven temperature shall be maintained witiain plus
or minus 2°C. of the specified temperature.

4.8.22.2.2 Air pressure heat. Air pressure heat aging shall be accomnlished by
suspending the specimens in a pressure chamber for the required period and at the required
temperature (see table XIV). The required temperature shall be reached during the first 15
minytes of the period and maintained within plus or minus 2°C. for the duration of the
period. The pressure within the chamber shall be maintained at 80 + ? psi throughout the
period. At the completion of the period, the chamber pressure shall be reduced to atmos-
pheric pressure at a uniform rate over a 5-minute period.

4.8.22.2,3 Oxygen pressure. Oxvgen pressurce aging shall be accomnlished by susvending
the specimens i1n an atmosohere of oxygen at 300 +10 psi for the required period and at the
required temperature {see table XIV). The pressure chamber temperature shall be controlled
to within plus or minus 1°C. and shall be automatically recorded during the entire period.
At the completion of the period, the chamber pressure shall be reduced to atmospheric
pressure at a uniform rate over a S-minute period.

4.8.22.2.4 Hot orl immersion. Specimens shall be immersed in lubricating oil con-
forming to Symbol No. 2191 TLP of MIL-L-17331, at a temperature and period specified (see
table XIV) of 121° +1°C. for 18 hours. The snecimens shall then ke removed, blotted
lightly to remove excess oil, then suspended in air at room temperature for not less than
3-1/2 nor more than 4-1/2 hours before testing for tensile strength and elongation.

4.8.22.3 Tensile strength and elongation..

4.8.22.3.1 Apparatus. The testing machine shall be power-driven and oreferably be
the pendulum type. A spring balanced type of apparatus may be used 1f provided with a
device which will 1ndicate the actual maximum load at which ruptuie takes nlace and pro-
vision is made to prevent recoil of the spring. The testing machine shall be accurate
within 1 percent of “he breaking load.

4.8.22.3.2 Procedurc. The specimen shall be placed in the jaws of the machine and
adjusted so that the tension will be distributed uniformiy over the cross section. For
specimens with bench marks 1 inch apart, the maximum distance between jaws shall be 2
inches. For specimens with bench marks 2 inches apart, the maximum distance botween jaws
shall be 4 inches. Each specimen shall be stretched at a uniform rate of 20 inches per
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minute until rupnture. The elongation shall be mecasured at the instant of rupture. Rupture
of the specimen at any pnint other than between the bench marks shall invalidate the test.
The tensile strength shall be determined from the area of the unstretched and unaged
specimen.

4.8.22.3.3 Observation. Failure of the material to meet the tensile and elongation
requirements of the specif cation sheet shall be cause for rejection.

4.8.22.4 Set. The set test shall be performed on unaged snecimens which have bench
marks 2 inches apart. The specimen shall be placed in the jaws of the machine and adjusted
30 that the tension will be distributed uniformly over the cross section. The maximum
distance between jaws shall be 4 inches. The specimen shall be strevched at a uniform rate
. of 20 inches per minute until the bench marks are 6 inches apart. * The snecimen shall be

held in the stretched position for 5 seconds and then released. The distance between bench
marks shall be determined 1 minute after release and this distance, less 2 inches, shall be
considered the set.

4.8.22.4.1 Observation. Failure of the material to meet the set requirements of the
specification sheet shall be cause for rcjection.

4.8.23 Pressure cycling.

'] 4.8.23.1 Specimen. A specimen shall consist of a 50 to 70-foot length of completed
cable or cord.

$ 4.8.23.2 Procedure. The specimen shall be installed in a pressure chamber with both
ends brought out approximately 1 foot through bulkhead stuffing tubes conforming to MIL-
$-24235/1 and !1IL-5-24235/2. The protruding ends of the specimen shall be prepared for
capacitance and insulation resistance testing. The specimen within the chamber shall
be subjected to five pressure cycles at the pressure specified on the smecification sheet.
The pressure within the chamber shall be reduced to zero between cycles. For the first
and fifth cycles the maximum pressure shall be held for 30 minutes. The maximum pressure
for the second, third and fourth cycles shall be held only long enough for the electrical
tests to be made. Capacitance and insulatlion resistance measurements shall be made before
and after the pressure cycling and just before pressure is released at the end of each
cycle.

4.8.23.3 Observation. The insulation resistance and capacitance values obtained
throughout the test shall meet those required by the specification sheet.

4.8.24 Specific gravity. The specific gravity of extruded silicone rubber insulation
shall be determined in accordance with method D of ASTM-D297.

4.8.25 Stress endurance.
4.8.25.1 Specimen. The specimen shall consist of a 7-foot length of comnleted cable.

4.8.25.2 Procedure. The specimen shall be drawn back and forth under alternate
a total travel of 18 1inches in one direction, for a total of 500 cycles. After the required
number of cycles, the tension of the specimen shall be released, and the specimen shall be
subjected to the voltage withstand test applicable to the type of cable beinqg tested.

4.8.25.3 Observation. After the stress endurance and voltage withstand tests, the
specimen shall be visually examined. Any dielectric failure, breaking of conductors, or
cracking of the insulation or jacket shall constitute a failure.

4.8.26 Tension.

4.8.26.1 Specimen. The specimen shall consist of a 6-foot length of completed cable.

4.8.26.2 Procedurc. The specimen shall be secured at each end with a woven cable grip
similar to type HD of MIL-G-160. A tension load as required by the applicable specification
sheet shall be applied to the specimen through the cable. grips for 1 hour, and then relcased.
After releasc of the tension, the specimen shall be given the voltage withstand test appli-
cable to the type of cable being tested.

4.8.26.3 Obscrvation. The specimen shall withstand the tension and voltage withstand
tests. -
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4.8.27 Thermoplastic flow.

4.8.27.1 Specimen. The specimen shall consist of a length of completed cable suffi-

cient to make two complete turns around the appropriate size mandrel, stripping of ends,
and securing to mandrel.

4.8.27.2 Procedure. Ends of specimen shall first be prepared for electrical con-
nections as rcquired herein. The specimen shall then be wrapped for two close turns around
a mandrel having a diameter of 10 to 12 times the diameter of the svecimen. The specimen
shall be secured to the mandrel and placed in an oven. Electrical connections shall be
made so that all conductors will be tested from conductor to shield at 70 volts and also
between conductors at 120 volts, when two or more conductors have a common shield. The
specimen shall be kept in the oven for 6 hours at a temperature of 120° +2°C. during which
time the voltage shall be applied to all conductors.

4.8.27.3 Observation. lectrical failure between conductors or between conductors
and shield shall constitute failure of the specimen.

4.8.28 Twisting endurance.

4.8.28.1 Specimen. The specimen shall consist of one length of completed cable or
cord. The length shall be 24 inches for cables or cords having a diameter of 5/8-inch or
less, and 18 inches plus 10 times the cable diameter in length for cables having a diameter
larger than 5/8 inch.

4.8.28.2 Procedures. The specimen shall be conditioned to the temperature specified
by the specxfxcatxon sheet and maintained at that temperature during the test. The twist-
ing apparatus may be an assembly powered by a single drive and equipped with means for
counting the number of cycles impressed upon the specimen. The specimen shall be clamped
in cable grips and subjected to 180 degrees of twist in each direction (360 degrees total
twist) at the rate of 12 to 14 complete cycles per minute. The distance between grips shall
be 6 inches plus 10 times the maximum diameter of the specimen. The unper grip shall be
oscillated by the twisting apparatus. The lowuir grip shall be frce to move vertically, but
restrained from oscillation, and shall have a weight attached which stresses the specinen in
tension 40 +2 psi of 1ts cross-sectional area. The cross-sectional arca of the specimen
shall be determined by the maximum diameter for the cable or cord type and size as given
by the specification sheet. After completion of the number of cycles and at the temperature
specified by the specification sheet the specimen shall be removed from the test apparatus
and subjected to the voltage withstand test specified by the specification sheet.

4.8.28.3 Observation. After the twisting and voltage withstand tests, the specimen
shall be visually examined. Any voltage withstanding failure, breaking of the conductors,
or cracking of the insulatinn or jacket shall constitute a failure. If failure occurs
within 2 inches of the grip and either end of the specimen, the results shall be dis-
regarded and the test recpeated.

4.8.29 Visual and dimensional examination. Each selectea sample of completed cable
or cord shall be examined visually to determinc conformance with the requirements of this
specification and the applicable specification sheet.

4.8.29.1 Matcrials examination. Each comnonent material included in the construction
of the cable or cord shall be cxamined to determine that it is an aoproved material,
as shown on the apolicable details of Construction sheet (when applicable) issued to the
manufacturer by HNAVSLC.

4.8.29.2 Dxmensxonal examination. tleasurements shall be made to determine conformance
with all dimensional requirements of this specification and the specification sheet.

threads and for proper conductor and group identification codes and methods and surface
markings.

4.8.29.3 Identification. Examination shall be made for proper marker tanes and

4.8.29.4 Re airs. Repairs of any nature to the cable or cord shall be examined for
workmanship. Repairs to insulation and jacket shall meet the criteria of 3.7.

4,8.29.5 ECnd seals. End seals shall be examined for proper application and adequacy.
4.8.30 Watertightness.

4.8.30.1 Specimen. A specimen shall consist of a 5-foot length of completed cable,
36

134




MIL-C-915E

4.8.30.2 Procedure. One end of the specimen shall be placed in a terminal fitting
which will allow witer nrestsure to be anolicd dircectlv to ther exrosed cress-sectional arca
of the end of the crvale. lunocare of Lo side s of the canle to the witer chall b kent tn
a minimum, and the titting snall not exert radial compresiton aqainst the cabla, Unless
otherwise approved by the qualifying activity, the scaler used for the packing gland in the
terminal fitting shall be a metal alloy having a maximum melting point of 838°C. The speci-
men shall be subjected to a water pressure of 25 psi for a period of 6 hours.

4.8.30.3 Observation. Water leakage through the specimen in excess of that permitted
by the specification sheet or table XV, whichever is apnlicable, shall be cause for rejection.

Table XV - Limits for water leakage.

Maximum water leakage in cubic inches (cu. in.)
during_ 6-hour test at 25 psi
Total circular-mil Full contract | 95 percent of 90 percent of 80 percent
area of corductors price contract price contract price contract price

in cable (cu. in.) (cu. in.) (cu. in.) {(cu. in.)
0 to 9,000 1 2 3 4
9,050 to 15,000 2 3 4 5
15,050 to 25,000 3 4 5 6
25,050 to 50,000 4 5 6 8
50,050 to 100,000 s 6 7 9
100,050 to 200,000 6 7 8 10
200,050 to 500,000 7 8 9 11
500,050 to 800,000 8 9 10 12
800,050 to 2,100,000 9 10 11 13

Note 1. - Circular-mil area to be based on nominal circular-mil area required by the

specification.
Note 2. - Cable with water leakage in excess of the values shown in the 80 percent
column will not be acceptable to the Government.

4.9.1 Attecnuation. Attenuation per unit length is defined as the logarithmic decre-
ment in transmitted power. The attenuation, expressed in db per 110 fect, shall be
measured at a sufficiently low-power level that the resultinc temperature rise will be
negligible. An acceptablc method for measuring attenuation is as follows:

- Signal gencrator Attenuator
and "y pad Cable
Calibrated attenuator _ ~ sm—— Att;::ator . ¢ Detector

+

Figure 1 - Attenuation measurement.,

In the block diagram (figure 1) a length of cable with an attenuation of at least 3 db shall
2. be inserted between the connectors. The signal generator and calibrated attenuator shall be
- adjusted to produce a reasonable indication at the detector when the detector is tuned. The
.. detector rcading 1s noted, and the calibrated attenuator output lavel is recorded. The

cable under test is then withdrawn and the circuit completed with the connectors {(or a very

- short length of cable). With the detector tuned, the calibrated attenuator shall be re-

- adjusted to reoroduce the original reading at the detector, and the attenuator output evel
[ : is again recorled. Attenuation is then computed as follows:

t,j A = 100 (difference in calibrated attenuator readings in db)

= L

E Where:

A = Attcnuation in db per 100 feet.
L = Length of cable under test in feet.

.7{..}

- For measurements at frequencies of 400 MiHz. or less, the characteristic impedance of the
. attenuator pads and connectors shall preferably be the same as that of the cable under test.
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4.9.2 Capacitance.

4.9.2.1 Specimen.  Specimen shall consist of a 10-foot 2-inch length of completed cable
with all shields removed for a distance of 1 inch from each end and the insulation removed

from a distance of 1/2 inch from each end of all conductors. Th- length of the specimen
shall be the shielded length.

4.9.2.2 Test equipment. A Q-meter and oscillator equioped with the external
balance circuit, as shown on figqure 2 is recommended. Other equipment may be used where
it can be demonstrated that such an alternate will yield equally accurate results.

P
- /:f
L ;2{f ¢

T2 2
XTERNAL
BALANCE

ey

DA

LA B A amt ) fod s

o CIRCUIT
1 ¢ SH 9256 ~METER
L: Coil, of inductance suitable for the magnitude of the reactances
to be measured.
C: Variable calibrated precision condenser.
T1 and Tz: Terminals of Q—meter-’rl g munded.
T3 and T4: Terminals in the inductive branch of the balance circuit.

(T4 can be identical with terminal T

S: Means of connecting T3 to T4.

Figure 2 - Test equipment for capacitance test.

1!

The leads from L and C to the Q-meter terminals shall be as short as practicable. The test

specimen or leads from the specimen shall be terminated at or as near as possible to the
terminals of L.

4.9.2.3 Procedure (shielded singles). The shield at each end of the conductor under
test shall be grounded. I!Measurcments shall be made for each shielded conductor using the

frequency required by the specification sheet. Proceed as follows for each conductor of
the specimen:

(a) Connect terminal T, to T,.

(b) Balance the circuit to resonance (maximum reading on the Q-meter) by
adjusting C. Designate this reading of C as C

o°
{(c) Connect the conductor to terminal T2 and the shield to terminal Tl.
Balance the circuit by adjusting C to a new value. Designate this value
as C,.
1

4.9.2.3.1 Calculation. The capacitance (C) per foot, for each conductor, shall be
determined by the formula:

(C C

o~ ¢

c- (length of specimen in feet)

4.3.2.4 Procedure (shielded pairs). All shields at each end of the specimen shall be
grounded. The capacitance shall be measured for each pair at the frequency specified on

is
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the specification sheet. For each pair, one conductor shall be designated as No. 1, the
other conductor as lio. 2 and the shicld as to. 3, Procced as follows for ecach nair:

(a) Connect tcrminal T3 to T,.
(b) Balance the circuit to resonance (maximum rcading on the Q-meter) by
adjusting C. Designate this reading of C as CO.

{c) Connect No. 1 and No. 3 to terminal Tl’ and connect No. 2 to terminal
Tz. Balance the circuit by adjusting C to a new value C,. Designate

1

the capacitance (Co - Cl) measured between terminals ’I‘l and Tz as Ca.

(d) Disconnect No. 1 from terminal T1 and lo. 2 from terminal T2. Connect

No. 2 with No. 3 to terminal Tl and connect Mo. 1 to terminal Tz.

Balance the circuit by adjusting C to a new value CZ' Designatc the
capacitance (CO - Cz) as Cb.

(e) Disconnect ilo. 2 from terminal Tl and connect it to terminal Tz. Balance
the circuit by adjusting C to a nev value C3. Designate the capacitance
(Co - C3) as Cc.

4.9.2.4.1 Calculation. Calculation shall be made as follows:

(a) The mutual camacitance (Cm) per foot for each pair shall be determined by

the formula:

c_+cC C
C s o 2@ b) = e _
m {¥X(Lencth of svecimen in fecet)

(b) The capacitance unbalance or coefficient of asymmetry (Cu) of a shielded

pair, expressed in percent, shall be determined by the formula:

400 (Ca - Sp)

C = — 7T -
u 2-Tca + b Cc

4.9.2.5 Procedure (shielded triads). The shield at each end of the triad under test
shall be grounded. .leasurements shall be made for each triad using the frequency reguired
by the specification sheet. For each triad designate one conductor as lo. l, the second
conductor as No. 2: the third conductor as !o. 3 and the shield as l!llo. 4. Procced as
foilows for each triad:

(a) Connect terminal T3 to T,.

(b} Balance the circuit to resonance (maximur reading on the Q-meter) by adjust-
ing C. Designate this reading of C as CO.

(c) Connect lo. 2, No. 3 and !o. 4 to terminal Tl. Connect No. 1 to terminal Tz.
Balance the circuit by adjusting C to a new value Cl‘ Designate the

capacitance (C0 - Cl) measured between terminals T1 and T, as Ca.

2

{d) Disconnect No. 2 from terminal T1 and disconnect !llo. 1 from terminal T2.

Connect No. 2 to terminal TZ. Connect YNo. 1 with lo. 3 and lto. 4 to

terminal Tl' Balance the circuit by adjusting C to a new value CZ’

Designate this capacitance (CO - C,) as Cb‘

(e} Disconnect llo. 3 from terminal Tl and disconnect No. 2 from terminal Tz.

Connect No. 3 to terminal T,. Connect Mo. 1 with MNo. 2 and Jo. 4 to
terminal Tl' Balance the circuit by adjusting C to a new value C3.
Designate this capacitance (CO - Cj) as Cc.

(£} Disconncct Hto. 1 and tlo. 2 from terminal T, and connect them with No. 3 to

1
terminal T2. Balance the circult by adjusting C to a new value C4.
Designate this capacitance (CO - C4) as Cd.
39
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4.9.2.5.1 Calculation. Calculation shall be made as follows:

(a) The mutual capacitance (Cm) per foot for each shielded triad shall be
determined by the formula:

3 Ca+% +%) -C%4

Ca = 17X {Iength of specimcn in feet)

(b) The capacitance unbalance or cocefficient of asymmetry (K) of a shielded
triad, expressed in percent, shall be determined by the formula:

200 (a - Cp)

o S U o

7 ¢ = 200 (Ca - S
o 2 —TE;-+ CéT—

k. =200 Cb - Co)
- 37 T, T
- Where: K1 = The percent of capacitance untalance of conductor No. 1
e in relation to conductor Mo. 2.
K2 = The percent of capacitance unbalance of conductor tlo. 2
in relation to conductor No. 3.
K3 = The percent of capacitance unbalance of conductor No. 3
in relation to conductor tio. 1.
Note: In the formula, the relative positions of Ca’ Cb and cC may be

-1

transposed as necessary to avoid negative values.

)

S

4.9.2.6 Procedure (unshielded pairs). For unshielded pairs, the procedure shall be the
same as given for shielded pair cables except the overall shield, if any, and all conductors
. of the specimen, exceot the pair under test shall be designated and treated as No. 3 when
. making measurements.

1
e T e Ty
. i

T oevs s 0 7t ¥

p 4.9.2.6.1 Calculations. The mutual cavacitance (Cm) for each pair shall be determined
S by the formula as given for shielded pairs. '

. 4.9.2.7 Procedure (unshielded triads). For unshielded triads the procedure shall
- be the same as for triads, except that the overall shield if any, and all conductors of the
> specimen outside of the triad under test, shall be designated and treated as !o. 4 when

- making measurements.

- 4.9.2.7.1 Calculations. The mutual capacitance (Cm) and the cavacitance unbalance (K)
B shall be determined by the formulas specified for shiclded triads.
= 4.9.3 Characteristic impedance. The characteristic impedance for shieclded singles

or paired conductors shall be determined from the measured values of capacitance and the
inductance.

.
’

4.9.3.1 Specimen. The specimen shall consist of a l0-foot 2-inch length of completed
cable with all shiclds rcmoved for a distance of 1 inch from each ond and the insulation
removed for a distance of 1/2 inch from each end of all conductors. The length of the

specimen shall bc the shielded length.

14 & AN

4.9.3.2 Procedurc. Ilcasurements for the capacitance shall be made first in accordance

with the procedure given for the cable construction being tested. !leasurements for deter-

mining the inductance shall be made as follows and on the same specimen used for determining
the capacitance. (See 4.9.2

'
NN

Y Ytr:r’v v

t
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MIL-C-915E
4.9.3.2.1 I[leasurcments for shielded pairs shall be made as follows:
{2) Conncct terminal T, to Tar
(b) Balancc the eircuit to resonance (maximum reading on the (O-meter) by
adjusting C. Designatc this reading of C as Co.

(=) Disconnect terminal T3 from T4. Connect the two conductors of the pair

under test together at the far end of the specimen. Connect conductor lo. 1
to terminal TB‘ Connect conductor tlo. 2 and the shield of the pair to
terminal T4. Balance the circuit by adjusting C to a new value Cl'

Designatc the change (C0 - Cl) as dc.
4.9.3.2.2 fcasurements for shielded singles shall be made as follows:

3 to T4.

(b) Balance the circuit to rcsonance (maximum reading on the Q-meter) by
adjusting C. Designatc this reading of C as Ch-

(¢} Disconnect terminal T3 from T4. Connect the shield to the conductor under
test at the far end of the specimen. Connect the conductor to terminal T
and conncct the shield to terminal T4. Balance the circuit by adjusting

C to a new value Cl' Desicnate the change (C - C ) as 4cC.

(a) Connect torminal T

3

4.9.3.2.3 Calculations. The inductance of the shielded pair or shielded single (L)
may be determxne&‘By ‘the formula: P

L, - S
W Co (Co

Where W = 2° //\times the frequency. If dC is 1 percent or less of co, the
formula may be reduced to:

- dQC)

L= _ 8
7 ca

The characteristic impedance of the shielded pair or shielded single (z )
may be determined by the formula:

L

25 =,
i
! Cp

o]

4.9.4 Conductor resistance. Clectrical resistance shall be determined on conductors
of completed cable. The test procedure shall be in accordance with ASTM B193. The measured
resistance shall be not greater than the value permitted by the spccification sheet.

’ 4.9.5 Insulation resistance. The insulation resistance shall be determined for
conductor insulation and for cable or cord jackets, when required by the specification
sheet.

] 4.9.5.1 Procedure. The test shall be performed on each length of comoleted cable

or cord immediately following the voltage withstand test. The leakage current shall be
measured after l-minute electrification with a direct current ootential of not less than
200 nor more than 500 volts. ‘Multi-conductor cables or cords with unshielded conductors
shall be tested between each conductor and all other conductors to overall shield, armor or
water. Cables or cords having shielded groups, such as pairs and triads, shall be tested
between cach conductor and all other conductors in the group and to the group shield.

Cables or cords with individually shielded conductors shall be testcd between conductor and
shicld. For cables or cords having combinations of shielded and unshiclded, groups or
singles, the applicable procedure shall be used. Where cable or cord jackets have insula-
tion resistance requirements, the test shall be made between the overall cable or cord
shield and the water bath. The conductor or shicld whose insulation is under test shall be
connected to the negative terminal of the test equipment and readings shall be taken after
l-minute elcctrification.
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4.9.5.2 Oburrvation. T tnoniation resiastance voiues at 15,5900 shall be not less
than required by the suecification sneet.  If the measurement 15 made at a temperature other

than 15.5°C., the manufacturer shall correct the measured value to 15.5°C. If the insula-
tion resistance is equal to or greater than that reauired, whern the measurcrent is made at

a temperaturc greater than 15.5°C., no correction factor need be emplovrd. The manufacturer

shall demonstrate that thc correction factor used is accurate for his insulatina comnound.
4.9.6 Mutual inductance.

4.9.6.1 Specimen. The svecimen shall consist of a 17-foot lenath of comnleted cable

with the insulatiIon removed for a distance of 1/2 inch from each end of all conductors. The

braided copper shicld shall be removed or pushed back to exrmose 1-1/? inches of the twisted
pair at both ends. The conductors of one end of each shiclded pair shall be shorted.

4.9.6.2 Procedurc. An aonroxamatce 1000-Hz current shall be circulated in the red and
green conductors, thcn in t.
for MCOS-5, and in the vellow and green conductor for IC7S-4. The induced voltage anncaring
across the open cond of cach sn:ielded carr shall be measured to an accuracy of 1 microvolt
while the current 1s flowing.

4.9.6.3 Calculations. The mutual inductance in henries snall be dotcrmined as follous:
. Induced voltage (microvolts)
Hutual :nducvtance ® g — e B o
Mutual .’Tr_x freaquency (Lz) 4 current (amos)

4.9.7 Pulse respeon.ae 1. The followinag nrocedurc shall be used for tne deter-

mination of the pulse resbonse tine:

(a) The test shall ve oerformed on the reel length of a balanced cable circuit.
The balanced cond:ition can bHe achicved dy several means:
(1) Employing balanced test eauiprent.
(2) Transformer - These nust be qood auality pulse transforners.
(3) Electronic balancing circuits or devices.

A dual bLean oscilloscooe of the fast rise tyoe with a good band pnass

capability combined with a good dquality square wave pulser connected as
shown in schematic in figqure 3 (simplified renresentative schematic).

CONDUCTOR ‘A’
POINT ¢ CONOUCTOR ‘B’ POINT 'b
SHIELD
N ouAL
X

BEAM
PULSER “ \ : scoPe
CHM1 CH2
4 T
- J
Rasg, ,
|
SH 1423
Figqure 3 - Pulse response circuit diagram.

(b} t is important that the genecrator output pulse width be of sufficient
duration to oerrmit trace ‘L of fiqurc 4 to reach its full amnlitude
before "cutnff” 15 reached. For this test a pulse duration of 2.0
micro-seconds wiil Le sed.

(1) Rise t:i:me -ietermination. Thr dual bcam oscilloscooe should show

3 trace with the folimwing characteristics:

TRACE ‘o

90%
TRACE ‘b’

TIME 'x'
— TIME 'y’

SH g9 2%

42 Figure 4 - Rise time.
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(e)

(d)

MIL-C-915E

Time "x" is the mcasurement of the arithmetic mecan of the times of

all parts (onulscr, scone, test leads to noint "a“, and so forth)
connected to the i1nnut end of the cazle. Time interval “v* 15 the
mean of time "x" combiined wvitt the cryle's rise time. It is 1mnortant
that the lenqaen, comnosition, and chacacteristics of the connectina
leads to the oscilloscone from points ‘a" and "b" be identical, and as
short as nossible. ‘low, with both traccs on thc same timc base, and
coincident at the 10 percent amnlitude value, determine the time
duration of trace "b" from the 10 percent to 90 percent amplitude.
Call this time "y". MNext, insert thcse values ('x* and "y") into the

formula tr ='\'y2 - xz where t. is the caktle's rise time and "x" and
]

"y" are the times previously determined.

(2) Decay time (see figure 5) may be determined as follows:

TRACE v
90% TRACE o
10% }
TIME 'x'
b— TIME 'y’
aw 1425

Figure 5 - Decay time.

Traces “a" and "b" are coincident at the 90 nercent amnlitude value.
With the traces on the same time base, time interval "x" is the decay
time mean as in the rise time determination, and time interval "y*" is
the mean of all decay times including that of the cable. As before,
insert these values of "x" and “y" into the formula:

t3 =\ y2 - x?

Where: td = the decay time of the cable: “x" and "y" are as
previously described.

If transformers or other balancing devices are used to orovide the balanced

condition, time “x" will have to be determined by reading the time of trace
"b" in both cases with the cable out of the circuit, and the transformers
or devices connected directly togethcr, then time “"y" will be determined as
before with the cable inserted in the circuit. The difference between the
traces "a“" and "b" when the transformers or devices arc connected directly
together is the difference in the mean value of the rise and decay time
caused by these items. One channel of the dual beam scone is connected

at point (a) in this test to provided a reference for any nossible change
to the input pulse caused by the insertion of the cable.

Ingsert the values found for the rise and decay times into the formulas:

500 sr

tr/SOO =1
500 t

d
td/SOO -
to determine the rise or decay time for a 570 ft. length of cable.
Where: tr = rise time dectermined for samnle.
td = decay time determined for samole,
1 = samole length in fect.

4.9.8 Voltaae withstand. Voltage withstand tests shall be made on all lengths of
completed cable or cord.

4.9.8.1

Apparatus. The voltage withstand tests shall be made with alternating

potential from a source of amnle capacity, but in no casc less than 5 kilovolt-ampere, having
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a frequency not greater than 100 Uz and a wave shape aporoximately a sine wave under all
test conditions. The testing voltage mav he measurnd by any method satiusfactorv to AVSIC,
which gives a ront-mean-sauare value. The preferable method is by means of a voltmeter
connected to voltmeter coil in the high-tension winding of the tosting transformer, or

to a separate instrument transformer.

4.9.8.2 Procedure. The test voltages and aprlication (conductor to ground, conductor
to conductor, shield to shield, and so forth) shall be as required by the svecification
sheet. The time of application for all voltage withstand tests shall be 1 minute. The
initially applied voltage shall be not greater than 6N0 volts. The rate of increase shall
be approximately uniform and not over 100 nercent in 19 seconds nor less than 100 percent in
60 scconds. All unarmored cables requiring electrical tests for the jacket shall be ‘
immersed in a grounded wvater bath for at least 1 hour, and tested while still immersed,
using the water as the ground.

4.9.8.3 Observation. All cable shall withstand without failure the voltages specified
on the specification shect.

S. PREPARATION FOR DELIVERY

{(The prenaration for delivery requirements specified herein apply only for direct
Government procurements. TFor the extent of applicability of the prenaration for delivery
requirements of referenced documents listed in section 2, sce 6.6.)

5.1 All cables covered by this specification shall be shipped on reels, unless othar-
wise specified on the specification sheet.

$.1.1 Reels. Reels shall be of a design, strongly constructed, with flanqes of
sufficient diameter to protect the cable from injury during handling and storage. Where the
gross weight of cable and real exceed 1000 pounds, the reels shall have metal hubs. The
diameter of the crum shall be not less than 14 times the overall diameter of the cable.

5.1.1.1 Placement of cablc on the reel. The cable on each reel shall have both ends
readily available for testing without re-reeling. The inner end shall extend through a hole
in the flange near the drum, and the outer end shall be available at the too of the reel.
Both ends of the cable shall be secured to the reel flange with l/4-inch rome, anplied with
two half-hitches, one 6 inches and the other 4 inches (approximately) back of the end seal,
then twisting the rope ends together, knotting them, pulling the cable up tight and stapling
the rope to the flange with at least two 1-1/2 inch staples driven into the flangc. The
inner end which extends through the flange hole shall be protected by a metal end cover.

$.1.1.2 Lagqging. Lagging shall be used on reels having flange diameters of 42 inches
and larger and on a reels which contain 1000 pounds or more of cable. Reels smaller than
42 inches in diameter which contain less than 1000 pounds of cakle mav be covered in accord-
ance with 5.1.1.3. Lagging boards shall have a thickness equal to the thickness of the
ree]l flange but not greater than 2-inch commercial lumber. Lagging for all reels shall
extend to within 1/4-inch of the outside of the flanges. All lagging boards shall be
installed so that they are touching adjacent boards. All lagging which rests entirely on the
rim of the flangc shall be nailed with cement-coated nails. Lagging which is notched and
recessed may be secured by the use of strapping only. In addition to nailed lagging or for
notched and recessed lagging on reels of cable weighing 1000 pounds or more and having a
flange diameter less than 78 inches , two 0.162 +0.003-inch (8-gage) high-tensile round
steel wires or two 3/4 by 0.035-inch steel straps shall bc used. For all reels having a
flange diameter of 78 inches or more two 1-1/4 by 0.035-inch stecl strans shall be used. In
addition to nailed lagging or for notched and recessed lagging on reels of cable weighing
less than 1000 pounds, two 0.0915 +0.003-inch (l3-gage} high-tensile round steel wires or
two 5/8 by 0.020-inch stcel straps shall be used. All stravs shall be stapled at aporoxi-
mately lS-inch intervals. A minimum clearance of 2 inches shall be provided between inner
face of lagging and outer layer of cable.

5.1.1.3 Alternate to lagging. As an alternate to lagging for recls having a flanae
diameter smalléer than 42 inches and containing less than 1000 pounds of cable, a covering
may be used which consists of the following:

(a) A cushioning inner layer of asphalt-impregnated, corruqated, fiberboard, or
the equivalent, wrapped to give lN0-percent coverage.

(b} An outer covering consisting of two layecrs of wcather-resistant veneer paper
conforming to PPP-V-205 or two layers of thrce-ply weather-resistont toxic-
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MIL-C-915E
treated plywood wrapped to give 100-parcent coverage.

This covering shall be sccured in place between the reel fianune by at least two J/8 by
0.020~-inch stecel straps.

S.1.1.4 Yearly marking. In addition 5> any >“her required marking, reels shall be
marked with a Keyed series of colors to indicate the ycar of manufacture. The cycle of
colors shall be repeated every fifth year. The reel marking shall consist of a stripe

approximately 2 inches wiie, colored to designate tihe particular year of manufacture as

follows:

Year of manufacture Identifying color
1971 1976 Red
1972 1977 Greua
1973 1978 Crange
1974 1979 Blua
1975 1980 White

$5.1.1.4.1 Locaticn of yearly marking. The colored stripe on reels shall be acplied
circumferentially over the lagginc or the alternate to lagging and midway between the
flanges. The stripe shall consisc of one coat of commercial quality outside paint of the
appropriate color. 1In addition to the stripe, both flanges of the reel shall be stenciled
with 4-inch high figqures to show the year of manufacturea.

5.1.1.5 Standard rzel markings. Each reel shall be plainly marked cn both flanges with
the following information:

(a) Reel number.

(b) Type and size of cable.

{(c) Footage.

(d) Contract or order number,

(e) Contractor's name.

(£} Manufacturer's name (if other than contractor).
(g) Gross weight.

5.1.2 Coils. Coils shall contain one continucus length of cable or cord (standard
length, see table XVI).

5.1.2.1 Yearly marking. In additjon to any other required marking, coils shall be
marked with a keyed series of cclors to indicate the vear of manufacture. This marking
shall consist of a stripe approximately 2-inches wide and colored for the particular year
of manufacture. The cycle of cclors shall be the same as those used for yearly marking of
reels (see 5.1.1.4).

5.1.2.2 Identification. Two shipping tags shail be securely attached to each coil,
both inside and outside the wrapping, and marked with the following information:

(a) Type and size of cable or cord.

(b) Footage.

{c) Contract or order number

(d) Contractor's name.

(e) Manufacturer's name (if other than contractor).
(f) Gross weight.

3.2 Packaging and packing. Cable ind cord as specified (see 6.2) shall be packaqged
and packed level A, B, or C in accordance with MIL-C-120N0, as specified (see 6.2). ‘larking
shall be in accordance with “IL-(-12000 and with the requirements of any special marking
specified herein or as sgpecified (see 6.2).

6. NOTES

6.1 Intended use. Caicles and cords specified herein are intended for use in various

application InvGlVving naval ships and shore stations.
6.2 Orderinqg data. Ffrocurement documents should specify the following:
{(a) Title, number, and date of this specification.
(b) Type and sire¢ of cable or zurd required with refersnce to applicable
sp2cification sheet,
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- (¢) Quantity roquired
E-‘ (d) Level ol Do i and Lok ing resnired (see 5.2).
XN (@) Spectal marking roautred (see 5.2).

6.2.1 Quantity. The quantity of cach type and size on ¢ contract or order should be
specified as an integral ultiple of the unit orcering length shown by the specification
sheet.

? 6.2.2 Lengths. The range of standard, random, remnant and scrap lengths for each I
nominal length 15 shown i1n table XVI. In order to compensate for nandling and probable loss
on issue, remnant lengths arc subiect to the price reductions given in table XVI. Scrap {
lengths are not acceptavle. It 15 not intended that jitems being procured in exact lengths
for a specific job or ship shall necessarily be shipped 1n lenaths which are integral ‘
multiples of the unit ordering lenqgtn or that price reductions shall apnly in the event that
exact footages or fractional lenjths are required and so indicated in procurement of cable '
or cord for other than stock purposes.

Table XVI - Cable or cord lengths.

o T
Standard lengths Random lengths Remnant lengths ALScrap lengths
Type Nominal No orice No price L Price reduction Not
| of length | reduction ' reduction i 5 percent 10 percent acceptable
' package (fecet) ? (feet) ' (feet) l (feet) (feet) H (feet)
—
Coil 500 ' 550 to 450 f 449 to 150 { 149 to 100 99 to 50 49 to 0
Coil 600 660 to 540 ' 539 to 180 ‘l?9 to 120 | 119 to 60 59 to O
Reel 500 550 to 450 . 449 to 150 '149 to 100 | 99 to 50 49 to 0
Reel 800 880 to 720 719 to 240 239 to 160} 159 to 80 79 to O
Reel 1000 i 1100 to 900 899 to 300 299 to 200§ 199 to 1N0 ! 99 to O
Reel 1500 I 1650 to 11359 1349 to 450 449 to 13100 | 299 to 159 . 149 to O
1
Reel 2000 2200 to 1800 1799 to 600 . 399 to 400 | 399 to ZOOl 199 to 0
| Reel 2500 2750 to 2250 2249 to 750 } 749 to 500 | 499 to 250 | 249 to O
Reel 3000 N 3309 to 2700 2699 to 900 ; 899 to 600! 599 to 300! 299 to O
] 6.3 Special clause. Except when small quantities are to be purchased, invitations
for bid and contracts or orders should specify the following:
"In order to compensate for handling and probable loss on issue, remnant lengths shall
be subject to the price reductions shown in table XVI. In order that thec number of lengths
be kept to a minimum consistent with good manuvfacturinag practices, for each tyve and size
of cable or cord cn the cecntract or order, not less than 70 percent of the total footage to be
shipped shall be in standard lengths, and not more than 30 percent may be in any combination
of random and remnant lengths. When the total quantity of any one 1tem is Six nominal lengths
or less, a footage approximately two nominal lenqths (1n lieu of 30 percent) may be in any
combination of random and remnant lengths. When the total quantity of any one item is two
nominal lengths or less, the total footagc may be in any combination of random lengths."”
L] 6.4 Time qE}gy. Comvarison 1nspect:on will normally require 40 calendar days from the !
date the samplc 15 sent to the Governmert-designated laboratory to the Jdate the inspection ‘
results are received oy the manufacturer. This time delav should be taken into consider-

ation by a supplier when estimating delivery time.

6.5 With respect to products requiring qualification, awards will be made only for
products which are at the time set for opening of bids, qualified for inclusion in appli-
cable Qualified Products List JPL-915 whetner or not siach nroducts have actually been so
listed by that date. The attention of the suppliers is called to this requirement, and
manufacturers arre urged to arrange to have the products that they proposc to offer to the
Federal Government tested fnr jualification 1n order that they may be eligible to be
awarded contracts or orders for the products covered by this specification. The activity
responsible for the Qualified Products List 1s the Naval Ship Ingineerina Center, Prince
George's Center, Center Building, Hyattsville, Maryland 20782, and information pertainina to
qualification of products may Le obtaincd from that activity. Application for Qualification

tests shall be made 1n accordance with 6.3.1 and “Provisions Governing Qualification SD-6"
(see 6.5.2).
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. '] 6.5.1 Application for Jualification. The apolication shall provide the following
o information:

(a) Company name and business address. Also addres: of manufacturing facility
if different from business address.
(b) The tyre and size designations of the cables or cords for which qualifi-
O cation approval is being sought.
oK {c) A details of construction sheet covering each type of cabla or cord for
) which gualification approval is being scugat. This details of construction
shall show all materials by manufacturei's name and part number which the
cable or cord manufacturer proposes to use in the construction of hic
- product.
. (d) If the company proposcs 0 have the qualiification testing performed at a
laboratory other than his own, the name and addresc of the- laboratory.

A 6.5.2 Copies of "Frovisions Governing Qualifizac.sa $D-6" may bhe obtained upon appli-
. cation to Commanding Of{icer, Naval Puclicat: ons and Forms Center, 5801 Tabor Avenue,
Philadelphia, Pennsylvania 19120.

[ ] 6.6 Sub-contracted mater.al and parts. The preparation for delivery requirements of
referenced documents listed in section 2 JO0 not apply when material is procured by the
supplier for incorperation into the cable or cord and loses separatce identity when the
cable or cord is shipped.

. ] 6.7 Su?ersqgsion data. This ¢oecification supersedes Specifications MIL-C-
T 00915SD (SHIPSY, MIL-C-915C Gf 15 tarch 1963, MIL-C-2)194E(SHIPS) of 31 January 1968, 4IL-C-

23206 (SHIPS) of 23 Februarw 1962 and !MIL-C~24145A(SHIPS5) of 16 Uctober 1967.

[} 6.7.1 New types and obsnleted tvpes. All detail specifications covered by the
specifications in 6.7 arc listad in rable XVII both by type designaticn and by getail
specification number. Table XVII also lists (a) new tyove desicgnations for cables for which
a design change has been made, and a remtik on the nature of the design chanae: (b) the

o replacement types, for cable types which nave been obuuleted.

Table XVII - Supersession data

. ! Present type and applicable 1
' Previous type and MIL-C-915 Remarks
detail specification | Specification sheet
y number number H
.- CVSF MIL-C-915/1 CISF ~—~=- /1 No change
.- DBSP /2 287 -=---- /60 DBSP obsolete
.. DCop /3 DCOP---~-~ /3 No change
-~ DHFR /4 DRW -==~-- /73 DHFR obsolete
- DHOF /6 DHOF - =~~ - /6 No change
DLT MIL-C-915%/5 DIT -===- /5 No change
b DPS MIL-C-23206/3 DPE ~vwe- /40 No change
- DSGA  MIL-C-2194/2 DSGL ~~-- /29 Armor eliminated
S Dss MIL-C-915/2 DES ----- /8 No change
f; DSWS /7 DSWS =-~-- /7 No change
- ECM MIL-C-21145,'14 ECM --~-- /54 No change
3 FBSP MIL-~-C-313/2 483 - ~-- /%0 FBSP obsolete
FHOF /6 FHOF -~-- /6 No change
FPS MIL-C 23206/ F¥S ----- /40 No change
FSGA MIL-C-2194/4 FEGU ~~-- /31 Armcr eliminated
- FSS MIL-C-915/8 £8G ~---- /8 No change
. JAS /9 JAS -~ -~- /9 No change
.. MA MIL-C-241145/3 MU —== e /43 Armor eliminated
- “MC0S  MIL-C-915/i1l MCOS ---- /11 No change
(] MCSF /10 MCSF ---- /10 No change
o 4"
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Table XVII

- Gupersess:on data

(cont 'd).,

[P N S A Wy R S )

Present type and applicable ‘
Previous type and MIL-C-915 Remarks
detail specification specification sheet
number number
MDU MIL-C-915/12 MDU ~--~- /12 No change
MDY /13 MDU ---~- /12 MDY obsolete
MHOPF /14 MHOF =---- /14 No change
MMOP /15 MMOP ~--- /15 No change
MRI /16 MRY ~-=--- /16 No change
MS MIL-C-24145/10 MS ——=--- /50 No change
MSCA  MIL-C-2194/5 MSCU ~=--- /32 Armor eliminated
MWE MIL-C-24145/18 MWF ~~=-- /58 No change
PBTM MIL-C-915/17 PBTMU -~- /17 Armor eliminated
PI MIL-C-23206/2 PT —==--~ /39 Improved design
SHFR MIL-C-915/4 SEW ~-=~- /73 SHFR obsolete
SHOF /6 SHOF ---- /6 No change
SSF /18 SSF =-=-~ /18 No change
SSGA MIL-C-2194/1 SSCU ~--- /28 Armor eliminated
SSSP MIL-C-2194/7 None SSS5P obsolete
§2S MIL-C-24145/21 8§25 -~=~-~ /61 No change
TBSP MIL-C-915/2 IS8T~ /60 TBSP obsolete
TCJA MIL-C-2194/10 TCSU ---- /35 Armor eliminated
TCIX MIL-C-23206/1 TCFX ---- /38 No change
TCKX /1 TCKX ---- /38 No change
TCOP MIL-C-915/3 TCOP =~~~ /3 No change
TCTA MIL-C-2194/10 TCTU ---- /35 Armor eliminated
TCTX MIL-C-23206/1 TCTX ---- /38 No change
THFR MIL-C-915/4 TRW ~=w==- /73 THFR obsolete
THOF /6 THOF ---- /6 No change
TPS MIL-C~-23206/3 TPS —=--= /40 No change
TPU MIL-C-915/19 TPU -~-=—- /19 No change
TRF /20 TRF ----- /20 No change
TRXF /21 TRAC ---- /21 No change
TSGA MIL-C-2194/3 TSGU --~-- /30 Armor eliminated
TSP MIL-C-915/22 TSP -=~-=- /22 No change
TSS MIL-C-~-915/8 TSS ~===- /8 No change
TTHFWA /23 Trsy --- /37 TTHFWA obsolete
TTOP /24 TTOP -~--/24 No change
TTRS /25 TTRS ~-~-/25 No change
TTRSA /26 TTRS ----/25 TTRSA obsolete
TTSA MIL-C-2194/12 TTSU ~=---/37 Armor eliminated
18A MIL-C-24145/17 15AU ~-~~-/57 Armor eliminated
1SMWA /217 1SMWU ---/65 Armor eliminated
1SS0MA /2 1s50MU --/42 Armor eliminated
1875MA /158 1575MU --/55 Armor eliminated
1sMU MIL-C-24145/1¢6 1SMU ----/56 No change
1su /1% 1SU ----- /59 No change
1SWA /4 1SWU ----/44 Armor eliminated
1SWF /7 LSWF ---~/47 No change
48
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Table XVII - Superzession data (Cont*d).
_— ] R
‘ Present tvpe and annlicahi:
Previous type and ' MIL-C-315 Remarks

1sMu MIL-C-24145/16

1SMU «---/56

|
-

o change

1su /15 18U -==-- /59 No change '
1SWA /4 18WU ----/44 Armor celiminated
1SWF /7 1SWF -~--/47 No change
2A /1 2A0 ~----/41 Armor eliminated
2SA MIL~C-~24145/5 28Uy =---- /4% armor eilminated :
253 /20 283 ----~/60 No change :
2SWA /6 25WAl ---/46 Armor eliminated
2SWF /8 2SWF ----/48 No change !
2SWU /% 2SWU ----/49 No change
2U MIL-C-24145/23 2U ---=-- /863 No change :
2WA /24 2WAL ----/64 Armor eliminated
3SA /11 sy ~---- /51 Armor eliminated :
3SF /22 ISF ==~ /62 No change
3sg /20 15T ~==-=/60 No change |
ISWA MIL-C-24145/12 3590 ---=-/52 Armor elininated !
u /13 3G -’53 No change
4sJ /20 45d -=--- /60 lio ¢nange !
SKVTSGA MIL-C-2134/13% SKVTSGU-- /36 Armor eliminated l
6SGA MIL-C-2194/6 6SGU ----/33 Armcr eliminated
|
7Ps MIL-C-23206/3 PSS == /40 No change ‘
7SGA MIL-C-2194/9 78GU -=---/34 Armor eliminateqd
7ss MIL-C-315/8 788 ~==-- /8 No change :
DNW -=-=--- /68 llew type |
FNW -=~--= /70 New type i
MMLT - /71 New type !
MGP ~~===/67 New type !
M3PW --~--/66 New type
TNW —--—- /69 New type !
TPHW -=---/72 New type i
£8§ -w-=/74 New type %

6.8 THE MARGINS OF THIS SPECIFICATION ARE ARKED "2" TO INDICATE WHERE CHANGES
(ADDITIONS, MODIFICATIONS, CORRECTIONG, LELLTIONS) FROM JHE PPLVIOUS ISSUE WERE MADE.
THIS WAS DONE AS A CONVENIENCE OWLY AND THE GOVERNMLNT ASSUMES NO LIABILITY WHATSOEVER FOR
ANY INACCURACIES IN THESE NOTATIOMS. RIDDERS AND COUTRACTORS ARE JCAUTIONEDR TC EVALUATE
THE REQUIREMENTS OF THIS DOCUMENT BASED ON THE ENTIRE CONTENT IRREGPLCCTIVE OF THE MARGINAL
NOTATIONS AND RENLATICHSHIP TC THE LAST PRLVIOUS ISSUE.

Custodians: Preparing activity:
Army - MI Navy -~ SsH
Navy - SH (Project 6145-0609)

Air Force - 80
Review activities:

Army - EL, MI, AV

Navy - EC

Air Force - 80
User activities:

Army - ME, MU, WC

Navy - CG
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GENERAL DYNAMICS
Electric Boat Division
Eastern Point Road, Grolon, Connecticut 08340 « 203 446-5960

August 19, 1981

The Electric Boat Division of GENERAL DYNAMICS Carporatior, has been
tasked by the Naval Research Laboratory, NRL, Orlandu, Florida, to review
and recommend revising where necessary the pressure-proof outboard cable
specifications used on submarine and surface ship sonar systems. This work
is being accomplished under the sponsorship nf the Submarine Transducer
Reliability Improvement Program (STRIP) which is managed by Dr. R. Timme,
NRL /Florida, for the Naval Sea Systems Center Sonar Branch (SEA 63X5),
Washington, D.C.

Table 1 is a listing of MIL-C-915 outboard cables that have or are
being used on submarine and surface ship sonar systems.

Your positive or negative comments regarding the adequacy of these
cables in meeting the electrical, mechanical, envircnmencal, fabrication,
installation, and maintenance requirements of existing and near future Navy
Sonar Systems would be greatly appreciated. Table 2 is a listing of most
cable design and test arvas fer which comments can be made.

Comments are being solicited from sonar system manufacturers, cable
manufacturers, Navv Transducer Repair Facilities, Navy laboratories, Naval
Ship System Center enyineers, and Private and Naval Shipyards.

Your written or telecon comments would be appreciated prior to
September 30, 19K1.

Very truly yours,

GENERAL DYNAMICS
Electric Boat Divisioun

727 = /ot -
A+ r rFolcte A is -

K.F. Haworth
(203) 446-2825
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TABLE 1

MIL-C-915 Outboard Cables Used on Sonar Systems

Cable Type Military Specification
DSs-2 MIL-C-915/8
DSS-3

DSS-4

FSsS-2

FSS-4

78S8-2 J/
2SWF-3 MIL-C-915/48
2SWF-4

2SWF-7

1SWF-2 MIL-C-915/47
$28 MIL-C-915/61
DSWS-4 MIL-C-915/7
TSP-11 MIL-C-915/22
TSP-31 J/
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PLEASE COMMENT ON THE FOLLOWING CABLE DESIGN AND TEST CONSIDERATION: As
TO THE ADEQUACY OF THE CABLES IN TABLE 1 AMD RECOMMEND CHANGES TO THFE
SPECIFICATION TO IMPROVE THEIR ADEQUACY.

TABLE 2

f Cabie Design and Test Ccnsiderations

Cable Design Remarks

Number of conductor strands

Conductor size

Conductor lay length

Strand sealant

Interstices csealant

Insulation thickness, conductor
Jacket thickness

Requirement for shield

Shield insulation thickness
Binder thickness

Fillers

Cable bend radius

Materials of Construction

Conductor

Insulation, conductor
Fillers

Binders

Shield

Cable jacket

Shield insulation

Strand sealant

Other
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Insulation resistance

Voltage withstand

Attenuation

Mutual capacitance

Capacitance unbalance
Characteristic impedance
External watertightness

Internal watertightness

Visual

Dimensional

Cold working

Drip

Cable filler removability
Permanence of printing (jacket)
Permanence of printing (conductor)
Bending endurance

Pressure cycling-hydrostatic
Breaking strength

Cable jacket bondability

Maximum boot molding temperature

Conductor installation

Tensile strength, elongation

Cable jacket

Tensile strength, elongation,
set

Abrasion resistance

Jacket water permeability

Other

AT e a e e e e A e o —
TABLE 2
(Cont'd)
Testing Remarks

i
© e —— e e et —
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Personnel

David W. Taylor Naval Ship Research

and Development Center
Bethesda, MD 20084
ATTN: J. Tobin
£. Diamond

Naval Coastal Systems Center
Panama City, FL 32407
ATTN: Code 753, R. Love joy

Naval Ocean Systems Center
271 Catalina Blvd
San Diego, CA 94592
ATTN: D. Carson
J. Benya
T. Lewis

Naval Research Laboratory

Underwater Sound Reference
Detachement

P.0. Box 8337

Orlando, FL 32856

ATTN: Code 5977, G.D. Hugus

Naval Sea Systems Command

Washington, DC 20362

ATTN: Code 5433, J.
SEA63X5-1, C. Clark
SEA63X5-5, B. McTaggart
Code 05N4, J. Pratchios
S. Wong

Regan

Naval Surface Weapons Center
White Oak Laboratory

Silver Springs, MD 20910
ATTN: Code U32, R. Froelich

Naval Underwater Systems Center
New London Laboratory
New London, CT 06320
ATTN: J. Redding
T. Susi
E. Recine
R. Maple
R. DeAngelis
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APPENDIX D

Contacted

Naval Weapons Support Center

Crane, IN 47552
ATTN: P. Henderson
C. 0Olds

Charlestor Naval Shipyard
Charleston, SC 29408
ATTN: Code 270, W. Morgan

Mare Island Naval Shipyard
Vallejo, CA 94592
ATTN: Transducer Repair Facility
T. Yee
Code 270.14, R. Bisnett
Code 280.35, P. Looumis

Norfolk Naval Shipyard
Portsmouth, VA 23709
ATTN: Code 275, J. Harris

Portsmouth Naval Shipyard
Portsmouth, NH 03801
ATTN: Transducer Repair Facility
Shop 67, J. Lovell
Materials Laboratory
Code 137.2, A. Bratt
Code 270, B. Stultz

Pugent Sound Naval Shipyard
Bremerton, WA 98314
ATTN: Code 270.42, G. Lewis

Ametek Straza

790 Greenfield Drive
P.0. Box 666

El Cajon, CA 92022
ATTN: H. Lewis

Bendix-Electrodynamics Corp.
15825 Roxford Street
Sylmar, CA 91342
ATTN: R. Winnicki
E. Kittower

AP L W W .
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BIW Cable Systems, Inc.
65 Bay Street
Boston, MA 02125
ATTN: J. Jeanmonod
R. Kruger

Chesapeake Instrument Co.
6711 Baymeadow Drive
Glen Burnie, MD 21061
ATTN: W. Paul

Consolidated Products Corp.
South Bay Cable Division
Box 67

Idyllwide, CA 92349

ATTIN: N. Roe

D.G. 0'Brien, Inc.
P.0. Box 159

One Chase Park
Seabrook, NH 03874
ATTN: D.G. O'Brien

Dyna Empire

1075 Stewart Ave.

Garden City, L.I., NY 11530
ATTN: A. Bachran

EDO Corp.

13-10 11l1th St.

College Point, NY 11356
ATIN: E. Schildkraut

FKC Engineering Co.
185 York Ave.
Pawtucket, RI 02861
ATTN: F. Coppell

General Dynamics Corp.
Electric Boat Division
Groton, CT 06340
ATTN: G. Reed

D. Odryna

L. Conklin, Sr.

General Electric Company
Transducer Products Operation
Farrell Road Plant

Syracuse, NY 13201

ATTN: L. Izzo

CHP G I T ST S/t W YT R ST W I T T Y

158

General Instrument Corp.
Government Systems Division
33 Southwest Industrial Park
Westwood, MA 02090

ATTN: A. Poturnicki

General Products

A Division of Gulf & Western
107 Salem St.

Union Springs, NY 13106
ATTN: C. Meears

Hazeltine Corp.
115 Bay State Drive
Braintree, MA 02184
ATTN: J. Wade

Honeywell, Iunc.

Marine Systems Center
5303 Shilshole Ave., NW
Seattle, WA 98107

ATIN: R. Delarose

Hydro Products

11777 Sorreunto Valley Road
San Diego, CA 92121

ATTN: P. Hurst

International Transducer Corp.
640 McCloskey Place

Goleta, CA 93017

ATTN: W. Bunker

ITT Cannon Electric Company
Phoenix Operations
2801 East Airlane
Phoenix, AZ 85034
ATTN: G. Panek
F. Ingham

Joy Manufacturing Company
LaGrange Division

Rte 4, Box 156

LaGrange, NC 28551

ATTN: W. Ryan

L.L. Rowe, Inc.

66 Holton St.
Woburn, MA 01801
ATTN: F. Ashenden
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Magnavox Corp.

Government & Industrial Elec tronics
Co.

1313 Production Road

Ft Wayne, IN 46808

ATTN: D. Kulpa

Maloney Envirocon
5725 Hartsdale Drive
Houston, TX 77036
ATTN: H. Fucher

MASSA, Inc.

280 Lincoln St.
Hingham, MA 02834
ATTN: F. Massa

Newport New Shipbuilding & Drydock
Co.

4101 Washington Ave.

Newport News, VA 23607

ATTN: Dept E23, P. Kelly

Okonite Co.

P.0. Box 340
Ramsey, NJ 07446
ATTN: A. Dechiara

Raytheon Co.

Submarine Signal Division
P.0. Box 360

Portsmouth, RI 02871
ATTN: R. Lareau

Rochester Corp
Electrical Products Division
P.0. Box 312
Culpepper, VA 22701
ATTN: A. Crane
A. Berian

Rome Cable Corp.

421 Ridge St.

P.0. Box 71

Rome, NY 13340

ATTN: 1. Marwick
F. LaGase

Sperry Rand Corp.

Sperry Systems Management
Great Neck, NY 11020
ATTN: W. Pruss
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Texas Research [nstitute
5902 Y. Bee Caves Road
Austin, TX 78746
ATTN: ©D. Barrett

D. Glowe

Tracor, Inc.

1601 Research Blvd

Rockville, MD 20850

ATTN: J. McClung
P. Flannery

Vector Cable Company
555 Industrial Road
Sugarland, TX 77478
ATTN: W. Savage

Viking Industries, Inc.
21001 Nordhoff St.
Chatsworth, CA 91311
ATTN: D. Crowley

Westinghouse Electric Corp.

Oceanic Division
Box 1488

Annapolis, MD 21404
ATTN: C. Hikes

University of Washington

Applied Physics Laboratory

1013 NW 40th St.
Seattle, WA 98105
ATTN: Dr. C. Sandwith
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